
A B

CAUTION: GAS LINE
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CAUTION: WM

4.30 3.70 3.50

230mm - PLAIN DOWELLED CONCRETE PAVEMENT

75mm - 20mm CRUSHED LIMESTONE BASE COURSE

150mm - 50mm CRUSHED LIMESTONE SUB-BASE

450mm - 150mm CRUSHED LIMESTONE SUB-BASE

GEOGRID AS REQUIRED

NON WOVEN GEOTEXTILE FABRIC

SUBGRADE COMPACTION

NORTHBOUND LANES

2.0%

CONSTRUCT  INTEGRAL MOUNTABLE

CURB  AND GUTTER SD-201 CONNECTED

TO EXISTING 230mm PAVEMENT

2.27

0.45

SOUTHBOUND LANES

3.503.70

COMPACT SUITABLE SITE FILL AS REQUIRED

100mm MEDIAN SLAB

2.503.50

BASE COURSE

CONTROL

LINE

2.0%

ASPHALT

OVERLAY

PLAIN

DOWELLED

CONCRETE

PAVEMENT

NORTHBOUND LANES

2.0%

VARIES

0.45

4.30 3.70 VARIESVARIES

SOUTHBOUND LANES

SAWCUT ASPHALT

230mm - PLAIN DOWELLED CONCRETE PAVEMENT

75mm - 20mm CRUSHED LIMESTONE BASE COURSE

150mm - 50mm CRUSHED LIMESTONE SUB-BASE

450mm - 100mm CRUSHED LIMESTONE SUB-BASE

GEOGRID AS REQUIRED

NON WOVEN GEOTEXTILE FABRIC

SUBGRADE COMPACTION

COMPACT SUITABLE

SITE FILL

100mm MEDIAN SLAB

BASE COURSE

CONSTRUCT  INTEGRAL MOUNTABLE

CURB  AND GUTTER SD-201 CONNECTED

TO EXISTING 230mm PAVEMENT

3.50

2.0%







KEY PLAN

LAGIMODIERE BOULEVARD

            WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE

USED FOR EXCAVATION ON THIS PROJECT THE

CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED

LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS

COMPANY INSTALLATIONS SEE PROVINCIAL

REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO

CONSTRUCTION.

PROPOSEDEXISTING LEGEND-PLAN EXISTING

WASTE WATER SEWER

LAND DRAINAGE SEWER

CURB INLET

GAS

MANHOLE

WATERMAIN

HYDRANT

VALVE

(31.334)

LEGEND-PLAN PROPOSED

32.231

SURVEY BAR

PROPERTY LINE

BOREHOLE

ELEVATION

CONCRETE SIDEWALK

MILL AND FILL OVERLAY

HYDRO

CONCRETE

M.T.S.

SIDEWALK DETECTABLE

BH17

SEEDING

GRAVEL

CURB RENEWAL

LAGIMODIERE BOULEVARD


