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ENGINEER'S SEAL

CONSTRUCTION BY:

ELEV.

B.M.

RELEASED FOR

LOCATION APPROVED

UNDERGROUND STRUCTURES

SUPV. U/G STRUCTURES                        DATE

COMMITTEE

NOTE:

LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE. BUT NO GUARANTEE IS GIVEN

THAT ALL EXISTING UTILITIES ARE SHOWN OR

THAT THE GIVEN LOCATIONS ARE EXACT.

CONFIRMATION OF EXISTENCE AND EXACT

LOCATION OF ALL SERVICES MUST BE

OBTAINED FROM THE INDIVIDUAL UTILITIES

BEFORE PROCEEDING WITH CONSTRUCTION.
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DOWNTOWN BIKE LANE SYSTEM

Certificate of Authorization

AECOM Canada Ltd.

No. 4671       Date:_____________

40 - 042

238.985

83R585 N. side Saskatchewan Ave., @ Hamilton

Ave., Tblt on top of 0.05 m dia. x 2.4 m iron pipe,

9.7 m E. of W.L. Hamilton Ave. ...

ISSUED FOR REVIEW TW06/13/2017A

STAGE NOTES

1- DURING STAGE I - MAINTAIN A MINIMUM OF TWO LANES FROM NOTRE

DAME AVENUE TO ELLICE AVENUE AND MAINTAIN A MINIMUM OF ONE LANE

FROM ELLICE AVENUE TO PORTAGE AVENUE.

2 - DURING STAGE 2 - MAINTAIN A MINIMUM OF ONE LANE FROM NOTRE

DAME AVENUE TO ELLICE AVENUE AND MAINTAIN A MINIMUM OF TWO

LANES OF TRAFFICE FROM ELLICE AVENUE TO PORTAGE AVENUE.

3 - DURING ROAD CONSTRUCTION BOTH STAGES, MAINTAIN TEMPORARY

SNOW FENCE ALONG THE EDGE OF THE ROAD EXCAVATION, MAINTAINING

A MINIMUM OF 1.5M WALKING PATH FOR PEDESTRIANS.

4 - PEDESTRIAN ACCESS ALONG DONALD STREET

TO BE MAINTAINED IN GUTTER LANES DURING SIDEWALK CONSTRUCTION
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PEDESTRIAN ACCESS DURING

N.T.S.

EXIST.

BLDG.

SIDEWALK CONSTRUCTION

CONTRACTOR TO PLACE

TEMPORARY WORKING BRIDGES

TO MAINTAIN ACCESS TO

BUSINESSES

UTILIZE CONSTRUCTED

GUTTER LANE FOR LONGITUDINAL

PEDESTRIAN TRAFFIC

REMOVE SIDEWALK

MAINTAIN ONE PEDESTRIAN

CROSSING IN EACH DIRECTION IN

EACH STAGE

PARKING LOT ACCESS TO BE

CLOSED DURING STAGE 2 ONLY

ACCESS TO PARKING

GARAGE TO BE MAINTAINED

AT ALL TIMES.

CROSS TRAFFIC TO BE

MAINTAINED AT ELLICE

AVENUE 1 LANE IN EITHER DIRECTION

CUMBERLAND AVENUE TO BE

CLOSED DURING STAGE 2 TO

FACILITATE RECONSTRUCTION.

CONTRACTOR RESPONSIBLE TO SIGN

CLOSURE.

CONTRACTOR RESPONSIBLE TO

COORDINATE GARBAGE COLLECTION
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23820

T.L.

LEFT TURNS PROHIBITED DURING

PEAK PERIODS AT ELLICE AVENUE

(BOTH STAGES)

TO BE SIGNED BY OTHERS

TWO LANES TO BE MAINTAINED

 DURING STAGE 2 (ELLICE AVENUE TO PORTAGE AVENUE)

TWO LANES TO BE MAINTAINED

 DURING STAGE 1 (NOTRE DAME AVENUE TO ELLICE AVENUE)

MAINTAIN TWO WESTBOUND LANES OF TRAFFIC ON

 NOTRE DAME AVENUE DURING ALL STAGES

KWR
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