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ARBOUR PLAN
Scale: 1:25
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L.54-A4

203 X 203 mm POSTS

50 X 254 mm RAFTER BOTH 
SIDES OF POST

51 X 305 mm BEAM
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PARK NAME 
3A/L.54-A5

A. RAFTER DETAIL
SCALE: 1:25
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L.54-A4

NOTCH RAFTER 
TO SUIT

2438
RAFTER 76

127

51 X 305 BEAM

51

121 Dowling Ave. W.
LOUISE PAGE PARK

ARBOUR ELEVATION
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L.54-A4

203 X 203 mm POSTS

50 X 254 mm RAFTERS BOTH 
SIDES OF POST

51 X 254 mm SIGN BOARD: FASTEN 
W/ 16 mm ACQ APPROVED TAMPER 
PROOF CARRIAGE BOLTS AND 
WASHER - PREDRILLED & 
COUNTERSUNK, SEE PARK 
ADDRESS 3B/L.54-A5. 

EQ. SPACED ROOF BOARDS
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51 X 305 mm BEAM: FASTEN W/ 16 
mm ACQ APPROVED TAMPER 
PROOF CARRIAGE BOLTS AND 
WASHER - PREDRILLED &  
COUNTERSUNK, SEE 3A/L.54-A5.

ALIGN TOP OF RAFTER W/ POST 
DADO

POST TOP DETAIL 3B/L.54-A4

GRADE

2200

SURFACE VARIES 
SEE 1/L.54-A2

B. POST TOP DETAIL
SCALE: 1:10
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25 mm ROUTER ALL SIDES 
TYP.
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20° SLOPED POST TOP

203 X 203 mm POST

ARBOUR NOTES
1. ALL WORK TO CONFORM TO CURRENT CITY OF WINNIPEG STANDARD CONSTRUCTION 
SPECIFICATIONS AND DETAILS UNLESS OTHERWISE NOTED.
2. DIMENSIONS ARE IN MILLIMETERS UNLESS OTHERWISE NOTED.
3. TIMBER

i) TO BE PRESSURE TREATED (PT) WOOD, COLOUR: BROWN.
ii) TREAT ALL CUT ENDS WITH CLEAR WOOD PRESERVATIVE SUITABLE FOR 

ABOVE GRADE APPLICATIONS.
iii) SECURE TIMBER MEMBERS WITH CONSTRUCTION ADHESIVE SUITABLE FOR 

PT WOOD AND OUTDOOR APPLICATIONS BEFORE FASTENING.
4. HARDWARE

i) TO BE ACQ APPROVED, SUITABLE FOR OUTDOOR APPLICATION, AND SIZED 
TO SUIT TIMBER MEMBERS.

ii) TO BE CONCEALED FROM STREET SIDE AND OUTSIDE OF ARBOUR 
WHEREVER POSSIBLE.

5. RAFTERS
i) FASTEN RAFTERS TO BEAM WITH ACQ APPROVED HARDWARE.

COUNTERSINK AND TOE-SCREW SCREWS. CAULK HOLES WITH CAULKING 
SUITABLE FOR PT WOOD AND OUTDOOR APPLICATIONS.

121 DOWLING AVE. WEST


