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TYPICAL RINK BOARD

CORNER LAYOUT

28'-0" RADIUS WITH CENTER

LINE OF STEEL POSTS - 15°

ON CURVE.

TOP RAIL TO BE 2" x 4" RIPPED

FROM 2" x 8" PRESSURE

TREATED LUMBER. BULL

NOSE FACING INTERIOR.

HOCKEY RINK BASE CONSTRUCTION

1

A1

3" TYPE II ASPHALT PAVEMENT TO CW 3410 ( NOT

INSTALLED UNDER PLAYERS BOXES)

4" COMPACTED CRUSHED 3/4" DOWN

LIMESTONE BASE COURSE TO CW 3110

8" COMPACTED CRUSHED 2" DOWN

LIMESTONE SUB BASE TO CW 3110

COMPACTED SUB-GRADE TO CW 3110

OUTDOOR HOCKEY RINK LAYOUT PLAN

SCALE:   1/8" = 1'-0"

EXTENT OF 6'-0" HIGH CHAIN-LINK FENCING
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EXTENT OF 6'-0" HIGH CHAIN LINK FENCING TO RUN BEHIND PLAYERS' BOXES (NO ROOF OPTION ONLY) & BTWN. BOXES

PLAYER'S GATES

(TYP.) -REFER TO

DETAIL ON DRAWING

A-6

VEHICLE GATE -REFER TO

DETAIL ON DRAWING A-3

LOCATION TO BE

DETERMINED ON SITE

TYPICAL

ACCESS GATE

-REFER TO DETAIL ON

DRAWING A-2

LOCATION TO BE

DETERMINED ON SITE

EXTENT OF HOCKEY RINK BASE

CONSTRUCTION 2'-0" BEYOND EDGE OF

RINK BOARDS (INCLUDING PLAYER'S

/PENALTY BOXES)

SECTION THRU BASE

SCALE:   N.T.S.

(GEO-TEXTILE FABRIC UNDER PLAYERS BOX ONLY

-SEE DWGS. A6 & A8)
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CENTER LINE OF ASPHALT GRADING
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