
TYPICAL FLOOR CONSTRUCTION

LIVE LOAD:  100lbs /sq. ft.

 3/8" THICK RUBBER MATTING -LOOSE LAID (AS 

MANUFACTURED BY TIRE RECYCLING CORP.)

 3/4" G.1.S. PRESSURE TREATED PLYWOOD

 2" x 6" PRESSURE TREATED FLOOR JOISTS @ 16"

O.C. 4" x 4" PRESSURE TREATED WOOD BEAMS

 24" x 30" x 1 3/4" CONCRETE PAVERS - 40'-0"

LENGTH

 HOCKEY RINK BASE CONSTRUCTION -SEE DWG.

A1 (NO ASPHALT UNDER BOX)

GEO-TEXTILE FABRIC RUN BETWEEN COMPACTED

SUB-GRADE & 8" THICK BASE COURSE. RUN FABRIC

UP SIDES PAST ASPHALT.

(2)-2" x 6" FIR WOOD BOARDS BOLTED TO

METAL FRAME AT 3'-0" O.C. -CHAMFERED

EDGES

NOTCH PLYWOOD

FLOOR AROUND

RINK POSTS @ 8'-0"

O.C. FLOOR TO BE

FLUSH WITH BACK

OF RINK BOARDS

3/4" P.T. PLYWOOD INTERIOR ON 2" x 6" P.T.

BOARDS ATTACHED TO FENCE POSTS. INSTALL

2" x 4" BOARDS @ HEIGHTS TO SUIT

ATTACHMENT OF BENCHES

1 1/2" x 1/4" METAL BENCH SUPPORTS

(PAINTED) ATTACHED TO BENCH BOARDS &

WALL W/ 3/8" GALVANIZED LAG SCREWS.

2" x 4" PRESSURE TREATED TOP RAIL SPLIT FROM

2" x 8" @ BACK & SIDES. CHAMFER INTERIOR EDGE

CHAIN LINK FENCING & POSTS -SEE

FENCING DETAILS & CHAIN LINK FENCING

NOTES

℄

℄
℄

2" x 6" P.T. RINK

BOARDS -ATTACH

TO FRAMING W/ 3

1/2" ARDOX NAILS &

CLINCHED. ALL

FASTENERS TO BE

GALVANIZED. SEE

A4 FOR MORE

NOTES & SIMILAR

DETAILS

2" x 8" x 1/4" STEEL PLATE WITH

H.D. STAPLE & ATTACHED TO

FRAMING W/ CARRIAGE BOLTS.

WELD STAPLE TO STEEL BAR.

1 1/2" WIDE METAL STRAPPING

WELDED TO GATE  FRAME TO

GUIDE LATCH

1 1/2" x 1 1/2" H.S.S. WELDED

GATE FRAME W/  1 1/2" x 1 1/2"

ANGLE IRON CROSS BRACE &

ATTACHED TO RINK BOARDS &

TOP RAIL WITH 1/2" Ø CARRIAGE

BOLTS

2" x 8" PRESSURE TREATED

TOP RAIL

3" x 4" HINGES WELDED TO

GATE FRAME & ATTACHED

TO RINK BOARDS WITH 1/2"

CARRIAGE BOLTS

2" x 6" PRESSURE TREATED

FRAMING BOTH SIDES OF

GATE OPENING

2" x 18" x 1/4" STEEL PLATE

(LATCH) WITH BENT METAL

ROD HANDLE. ATTACHED TO

CROSS BRACE WITH

CARRIAGE BOLT & WASHERS

FOR SPACERS. NUT TO BE

NON-REMOVABLE BY HAND

CUT RINK BOARDS AND

FRAMING TO ALLOW FOR

GATE OPENING

℄ ℄

TYPICAL ELEVATION -PLAYERS /PENALTY BOX ACCESS GATES

SCALE:  1/2" = 1'-0"

2 x 8 PRESSURE TREATED TOP RAIL

TYPICAL 1/2" SPACING BETWEEN

GATE & BOARDS

ACCESS GATES -TYPICAL PLAN VIEW

SCALE:  1/2" = 1'-0"

℄ ℄

CHAIN LINK FENCING

& POSTS BEYOND

ELEVATION -TYPICAL RINK BOARDS

WITHOUT FENCING

SCALE:   1/2" = 1'-0"

NO FENCING IN

FRONT OF

PLAYERS

/PENALTY BOX

ENTRANCES

3/4" Ø HOLES DRILLED TO

ALLOW  CLEARANCE OF

3/8" Ø CARRIAGE BOLTS

1/4" STEEL BACK PLATE-WELDED

TO TOP OF SLEEVE FOR TOP

PLATE SUPPORT.

3 1/2" Ø I.D. STEEL PIPE (FOR 3

1/2" O.D. STEEL PIPE) -WELD

TO 1/4" STEEL PLATE

℄
℄

℄ ℄

℄

1/4" x 4 1/4" x 8" STEEL TOP

PLATE-WELDED TO TOP OF SLEEVE

& BACK PLATE. 3/4" Ø HOLES

DRILLED TO ALLOW  CLEARANCE OF

3/8" Ø CARRIAGE BOLTS

℄ ℄

2" x 8" P.T. TOP RAIL

W/ CHAMFERED

CORNER ON RINK &

BOX SIDE

DRILL A HOLE FOR A 5/16" NUT

& BOLT -WELD NUT TO SLEEVE.

TYP. FOR TOP & BTM.

NEW HOCKEY BASE

CONSTRUCTION LEVEL
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NEW HOCKEY BASE

CONSTRUCTION LEVEL


