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16x38mm PT VERTICAL FURRING STRIPS @ 406mm O.C.

FASTENERS AS PER MANUFACTURER'S DIRECTION

TRANSLUCENT POLYCARBONATE CLADDING

ROOF TRUSS FRAMING; REFER TO STRUCTURAL

CONTINUOUS 150mm PRE-
FINISHED ALUMINUM SOFFIT; 
BLACK
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PRE-FINISHED J-MOULD METAL TRIM 
TO MATCH CORRUGATED METAL

SEALANT

TONGUE & GROOVE DOUGLAS 
FIR SOFFIT; CLEAR STAINED

ROOF TRUSS;
REFER TO STRUCTURAL

HEMMED GABLE FLASHING/FASCIA

BUTYL TAPE AS PER 
MANUFACTURER

CARRY WATERPROOF 
MEMBRANE DOWN FLASHING

STANDING SEAM 
ROOF PANEL

STANDING SEAM ROOF CLIP

STANDING SEAM ROOF SNAP CAP
STANDING SEAM ROOF 
STARTER STRIP & 
SLIDING CONNECTION
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PREFINISHED METAL 
FLASHING; UP WALL MIN 

100mm

ADHERED MEMBRANE 
FLASHING STRIP BEHIND 
FLASHING; UP WALL MIN 

200mm

AIR/WATER RESISTIVE BARRIER 
MEMBRANE; LAP MEMBRANE 

FLASHING STRIP & METAL 
FLASHING MIN 100mm

FASTENERS AS PER 
MANUFACTURER AS REQ.

PT SILL PLATE TYP

EXTEND CLADDING BELOW 
TOP OF GRADE BEAM; TYP

ADHERED MEMBRANE FLASHING 
STRIP; LAP GRADE BEAM 
DAMROOFING MIN 100mm

CEMENT PARGING W/ GALVANIZED MESH

EXISTING GRADE; REFER TO SITE 
PLAN

REINFORCED CONCRETE 
SLAB ON GRADE; REFER 
TO STRUCTURAL

REINFORCED CONCRETE 
GRADE BEAM; REFER TO 
STRUCTURAL

GALVANIZED STUCCO J-MOULDING

DAMPROOFING

TURN DOWN 
UNDERSLAB VAPOUR 
BARRIER AT 
PERIMETER AND 
SECURE
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METAL CLADDING

T/O CURB
100150

PREFINISHED METAL 
FLASHING; UP WALL MIN 

100mm

ADHERED MEMBRANE 
FLASHING STRIP BEHIND 
FLASHING; UP WALL MIN 

200mm

AIR/WATER RESISTIVE BARRIER 
MEMBRANE; LAP MEMBRANE 

FLASHING STRIP & METAL 
FLASHING MIN 100mm

PT SILL PLATE TYP

EXTEND CLADDING BELOW 
TOP OF GRADE BEAM; TYP

ADHERED MEMBRANE FLASHING 
STRIP; LAP GRADE BEAM 
DAMROOFING MIN 100mm

CEMENT PARGING W/ GALVANIZED MESH

EXISTING GRADE; REFER TO SITE 
PLAN

REINFORCED CONCRETE 
SLAB ON GRADE; REFER 
TO STRUCTURAL

REINFORCED CONCRETE 
GRADE BEAM; REFER TO 
STRUCTURAL

GALVANIZED STUCCO J-MOULDING

DAMPROOFING

TURN DOWN 
UNDERSLAB 
VAPOUR BARRIER 
AT PERIMETER AND 
SECURE

M
IN
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STARTER STRIP

DOUGLAS FIR TONGUE & 
GROOVE SIDING; CLEAR 

STAINED, TYP.
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