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DO NOT SCALE DRAWING - PLOT MAY NOT BE AT 100%

Location of underground structures as shown are based 
on the best information available but no guarantee is 
given that all existing utilities are shown or that the given 
locations are exact.  Confirmation of existence and exact 
location of all services must be obtained from the 
individual utilities before proceeding with construction.
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Rock Edge: Rectangular Limestone Blocks 
(Mariash Quarry, Stonewall)
Vary Sizes From 600 x 600 x 600 
To 600 x 600 x 1200mm  
Bury 1/4 of Boulder min.

Turf

Extend Granular Base
Under Boulders 

Boulder Edging to Match
Existing On Site

Concrete Sidewalk

250mm Granular Base Typ. 
Compacted to 100% Standard 
Proctor Density

Concrete Slab, Light Broom Finish

Concrete Spray Basin Notes:
Max. Aggregate 19mm
Min. 32 MPa @ 28 Days
Exposure Class F1
Entrained Air 6-9%
Expoxy Coated Reinforcing Steel

Subgrade Typ. Compacted to 95% 
Standard Proctor Density

15
0
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15M Epoxy Coated Rebar N/S E/W @ 
300mm O.C., 50mm Clear

15
0
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0

75

Thickened Concrete Edge 
w/1 - 15M Extra Horizontal

150mm Reinforced 
Concrete Slab 
Refer to 2/FH-L41.5% Min.

12mm Radius on 
Concrete Edges

Spray Pad Concrete 
To Meet Flush
With Adjacent Grades
Of Asphalt or Turf

300

SPRAY PAD CONCRETE DETAIL
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SPRAY PAD EDGE DETAIL
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BOULDER EDGING DETAIL
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Existing Chain
Link Fence
Mesh to Outside

140 x 140mm (6x6) Smooth Four Side
Pressure Treated Timber, 
Min. Length 1800mm
Notch Out At Posts

19mm Ø x 500mm Rebar
@ Max. 1200mm O.C. and 
At All Joints
Countersink and Plug Holes

Concrete Spray Pad
Refer to 3/FH-L4

Raise Existing 
Grade as Required
To Cover Bottom
Of Timber

Set Top of Timbers
At Grade of Spray Pad 

Extend Compacted 
Granular Under
Timbers and Fence
Min. 75mm Depth

Existing Fence Post

PLAN

SECTION
Existing Subgrade

Timber Edging
Notched at Post
Do Not Join Timbers
At Posts

Min. 1.5%

TIMBER EDGING DETAIL TO FENCE
1:20
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PARKWAY PATH
ASPHALT

SCD-648

January 12, 2012
N.T.S.
SP

3000 mm (10') MIN.

OR AS SPECIFIED ON THE DRAWINGS 

Ex. Sod
Ex. Sod

75 mm75 mm

COMPACTED SUB GRADE

MIN. 1.0% - MAX. 2%

NON-WOVEN GEOTEXTILE FABRIC TO BE PLACED 
BETWEEN SUBGRADE AND GRANULAR 
BASE as per CW 3130-latest revision 

150 mm (6") CRUSHED LIMESTONE
SUB-BASE, 50 mm (2") DOWN

50 mm (2") CRUSHED LIMESTONE
BASE COARSE, 20 mm (3/4") DOWN

75 mm (3") ASPHALT TYPE AS SPECIFIED

(3")(3")

TURF REPAIRS
(AS SPECIFIED)

General Notes
1. Asphalt Concrete Pavement Works 

as per CW 3410 
2. Sub-Grade, Sub Base & Base 

Coarse Construction as per CW 3110
3. Topsoil & Seed as per CW3520 and 

CW 3540
4. Topsoil & Sod as per CW 3510 and 

CW 3540
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