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Location of underground structures as shown are based 
on the best information available but no guarantee is 
given that all existing utilities are shown or that the given 
locations are exact.  Confirmation of existence and exact 
location of all services must be obtained from the 
individual utilities before proceeding with construction.
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Demolish Washroom and 
Mechanical Building

Asphalt to Remain

Swings with
Timber Edging and
Safety Surfacing
Protect During Construction

Play Equipment with
Timber Edging and
Safety Surfacing
Protect During Construction

Remove Concrete Wading Pool
Inc. Mechanicals and Base Materials

Safety Surfacing to be Removed
Remove from Slide Supports and
Carefully Protect Slide Structure

Water Slide to be Salvaged, 
Retrofitted and Relocated to 
Burton Cummings Community Centre

2 Benches to Remain
Protect During Construction

0 5 10 m

Light to Remain
Locate Electrical Service and
Protect During Construction
  

Retain Sewer Line to Street
Remove Existing Man Hole
Install New Catch Pit
Refer to 2/RP-L2

Saw Cut Asphalt 

Remove Asphalt and Base
Materials
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Decommission Water Service
Pit To Remain
Abandon Line to Building

Waste Receptacle to Remain
Protect During Construction
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Remove Drain
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CONSTRUCTION BOUNDARY

Remove Asphalt and Base
Materials

Disconnect and Remove Lines
Electrical Service to Building

Locate Sewer and Water Services to Building
Disconnect as per CW 2110 and CW 2130
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New Asphalt

Benches to Remain
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Extent of New Sod
Grades to Meet Exisitng

Extent of New Sod
Grades to Meet Exisitng

Topsoil and Sod

Topsoil and Sod

LEGEND
Site Survey RP-L1 prepared by
WSP Group, April 2017
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4.3 Catch Pit - RIM 231.80
To SCD-613
Connect to Existing Sewer Pipe
Located in Existng Pit
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STANDARD PRE-CAST 
CONCRETE CATCH PIT

SCD - 613

October 5, 2016
NTS
HF

FINISHED GRADE

MAXIMUM 2-750 DIA. PRECAST 
CONCRETE ADJUSTING RINGS OR 
1 LAYER CONCRETE BRICK AND 
GROUT AS REQUIRED TO MAKE 
WATER TIGHT

900 DIA. X 750 DIA. PRECAST 
CONCRETE REDUCER

STANDARD FRAME (AP-006) AND
STANDARD GRATED COVER (AP-008)

GROUT TO SLOPE IN FIELD

900 DIA. X 460 PRECAST 
CONCRETE CATCH PIT SECTION 
TO ASTM C 478 AND C76 CL II

INITIAL BACKFILL IN ACCORDANCE 
WITH CW 2030 AND SD-001

MINIMUM 250 DIA. LEAD TO CATCH 
BASIN

BEDDING IN ACCORDANCE 
WITH CW 2030 AND SD-001

PRECAST CONCRETE BASE
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SECTION A - A

PLAN

A A

CATCH PITS CAN ONLY BE USED 
WHEN CONNECTED TO A CATCH 
BASIN BEFORE CONNECTING TO 
THE MAIN LAND DRAINAGE SEWER 
LINE.

USE PRE-FORMED BITUMINOUS 
GASKET BETWEEN REDUCER AND 
BARREL SECTION.
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SPECIFIED BACKFILL IN
ACCORDANCE WITH CW 2030

and SD-002

GENERAL NOTES: 
1. EXCAVATION BEDDING AND   
    BACKFILL AS PER CW 2030.
2. GRAVITY SEWERS AS PER CW 2130.
3. ADJUSTMENET OF PAVEMENT AND 
    BOULEVARD STRUCTURES AS PER   
    CW 3210. 
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