
T/O Finished Main
Floor

100 000

U/S Roof Deck
103 925

T/O Parapet
104 580

U/S Ceiling/ Beam
103 370
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U/S Curtain Wall
99 400

F1

R1

Column beyond. Refer 
to Structural.

Curtain wall system.  
Refer to Curtain Wall 
Schedule.  Sealed 
glazing units to meet all 
Manitoba Building Code 
requirements for 
guardrails.  Typical.

Wall Section - West Curtain Wall
1:20

1

A-500
Wall Section - South Curtain Wall at Exit Door
1:20

2

A-500

Wall Section - West Concrete Panel Clad Wall at Basement Exit Door
1:20
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A-500
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A-500
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A-601

2

A-602

2

A-602

T/O Parapet
±104 475

T/O Landing
97 365

U/S Ceiling
102 440

U/S Bulkhead
99 515

F2

F2

R1

W3

W2

W6

W1

Similar

Similar
No hardwood or

plywood. Seal concrete.

Structural slab. Refer to 
Landscape and 
Structural.

Contractor to ensure all
mechanical work

contained within the
ceiling cavity does not

reduce ceiling height
above door below.
Ceiling cannot be

lowered.

Similar
Tile on grout

over self leveler

Provide listed firestop
system at flutes of steel

deck

9

A-601

6

A-500

D

8

A-601

7

A-601

W1

W6

F2

R1

W2

W3

Duct. Refer to 
Mechanical.

U/S Bulkhead
98 820

Parapet Assembly:
13mm glass fibre reinforced concrete panel
25mm cavity
Horizontal metal girts at 460mm O.C in cavity
102mm mineral wool insulation board
2 layers of metal girts at 610mm O.C each way in insulation
Air/vapour barrier membrane
16mm Type “X” fiberglass faced GWB sheathing
38x140mm wood stud at 405mm O.C
Mineral wool batt in stud cavity
16mm plywood sheathing
EPDM roof membrane

Slope 2%

75 38x89 cap plate
slope top

Continuous pre-finished metal cap
flashing.  Colour and finish by

Contract Administrator.

Seal roof membrane to underside 
of plywood and lap to air/vapour 
barrier 150mm.

Continuous wood blocking to suit

Fl
us

h

Bug screen complete with vent 
holes by concrete panel supplier

19 plywood sheathing

Dashed line of vertical metal girt 
beyond
Dashed line of air/vapour barrier 
membrane

Horizontal metal girt

Continuous pre-finished closure 
fastened to plywood sheathing and 
blocking behind bug screen

20
 m

ax
.

13 max

6 max.

Continuous 25mm tall reveal for 
venting of wall cavity

Detail Note:
1. Mock-up required of parapet cap

Continuous cleat

T/O Parapet
±104 475

Top of parapet to
align with underside
of existing limestone

frieze
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Section Detail - Typical Parapet Cap at Glazed Parapet
1:2

6

A-500

Parapet Assembly:

Sealed glazing unit
Curtain wall framing system
127mm offset insulated backpan
25mm cavity (foam sealed)
16mm fiberglass faced GWB sheathing
38x89 wood stud at 405 O/C
Rigid insulation in stud cavity
16mm plywood sheathing
EPDM roof membrane

Slope 2%

38x89 cap plate
slope top

Continuous tooled caulk 
joint over foam backer rod

19 plywood sheathing

Continuous pre-finished metal cap
flashing.  Colour and finish by

Contract Administrator.

Seal roof membrane to underside 
of plywood

Continuous pre-finished metal 
closure.  Fastened to plywood 
sheathing.  Colour and finish by 
Contract Administrator.

Flush

13 max.

6 max.

T/O Parapet
104 580

13
 m

ax
.75

08

T/O Curtain Wall Mullion/
Sealed Glazing Unit

104 555

Fl
us

h

Dashed line of sloped intermittent
blocking fastened to curtain wall

mullion

Continuous pre-finished metal
cleat.

Foam seal cavity

Ballast
EPDM plate bar anchor

Detail Note:
1. Mock-up required of parapet cap

8

A-601

D

W1

W6

W5

F2

R1

Wall Assembly at Downspout:

6mm galvanized plate
75mm cavity

W3 (without exterior finish)

Splash pad

Wall Assembly at Downspout:

6mm galvanized plate
75mm vented cavity

102mm rigid insulation
Air/vapour barrier membrane

Concrete wall. Refer to Structural.

8

A-600

Infill existing
window opening

9

A-601

Similar

9

A-600

Intermittent galvanized steel
clip angles as required to
support rain water leader.

Provide blocking within stud
cavity as required for

attachment of clip angles

Wall Section - North Concrete Panel Clad Wall
1:20

4

A-500
Wall Section - Rainwater Leader and Splash Pad 
1:20

5

A-500

5

A-601

6

A-601

6

A-500

A

Similar

T/O Landing
99 987

T/O Guardrail
101 057

F1

R1

U/S Curtain Wall
Mullion

102 440

Bar grate guardrail 
beyond

1
A-603

W1
F3T/O Finished 

Basement Floor
97 365

Dashed line of pile
beyond. Refer to

Structural.

Void form. Refer to
Structural.

150Ø drain tile complete
with filter sock. Tie new

drain tile into existing.

Continuous bed of clean
drain rock wrapped in

filter fabric

300

T/O Pile/ Underside 
of Concrete Wall
Refer to Structural

Keyway. Refer to
Structural.

300

Section Detail - Typical Parapet Cap at Concrete Panel Parapet
1:2

7

A-500

Section Detail - Typical Drain Tile
1:10

8

A-500
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