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NORTH BACK OF SIDEWALK

NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR

REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF

THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

6. MODIFIED BARRIER CURB TO BE USED AT ALL

INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

7. CONTRACTOR TO OVERLAY DRIVEWAYS TO ENSURE

POSITIVE DRAINAGE TO NEW STREET GRADES.  FINAL

LIMITS TO BE DETERMINED IN THE FIELD BY CONTRACT

ADMINISTRATOR.

8. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.

CB SD-025 OFFSETS ARE DIMENSIONED O/C.

9. REFER TO BID OPPORTUNITY FOR DETAILS REGARDING

TRAFFIC MANAGEMENT.

10. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.

EXISTING

GROUND

ASPHALT OVERLAY - AVG. THICKNESS = 75 mm

EXISTING PAVEMENT STRUCTURE
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C/W IMPORTED TOPSOIL
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TYPICAL PAVEMENT SECTION

ASPHALT REHABILITATION
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COTTONWOOD ROAD

MONACO BAY (E LEG) TO LAGIMODIERE BLVD

 REHABILITATION

 PAVING AND GRADING

STA 0+340 TO STA 0+470

KMB

WRJ

BWB

S. side Monterey Rd. @ Maplehurst Rd., Tblt. in E. Conc.

foundation of William Russel Centre, No. 50 Monterey Rd., 3 m S.

& 0.2 m below tyndall stone of most Nly. & E. projection of Bldg.
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