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POSTS: 2-127 x 76 x 1875 x 5mm

THK. HSS GALV.

762 x 914mm (30" x 36")

INTERPRETIVE SIGN SEE SPECS.

GRAPHIC TO BE SUPPLIED BY

CONTRACT ADMINISTRATOR

6.4mm (1/4") STEEL TOP PLATE

GALV.

TOP PLATE HOLE DIA. TO BE

6.4mm (1/4") TO ACCEPT

6.4mm (1/4") - 20 THREAD HEX

SS TAMPER PROOF BOLTS

13mm (1/2") LONG

CIP CONC. PAD SEE CIVIL
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") HOLE DIA. TO ACCEPT

13mm (
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") STAINLESS STEEL

ANCHOR BOLTS

9.5mm (
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") BASE PLATE, GALV.
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PLAN VIEW - BASE

BASE PLATE - SHIM TO MATCH

SLOPE OF CONC. SIDEWALK

6mm WEEPING HOLES - BACK

SIDE OF POST

SODDING OR SEED

OVER TOPSOIL

SCALE

1

INTERPRETIVE SIGNAGE

1:20L2.2

CIP CONC. PAD SEE CIVIL

COMPACTED GRANULAR BASE

COMPACTED SUBGRADE

SEED OVER TOPSOIL

BELLE ISLE WASTE RECEPTACLE, SURFACE

MOUNTED SEE SPECS.

150

4-6mm DIA. x 100mm STAINLESS STEEL

ANCHOR BOLTS

150 150

SECTION

LID OPENING

TERRASSA SERIES BENCH SURFACE

MOUNTED SEE SPECS.

SECTION

863

150

150 150

CIP CONC. PAD SEE CIVIL

COMPACTED GRANULAR BASE

COMPACTED SUBGRADE

SEED OVER TOPSOIL

4-6mm DIA. x 100mm STAINLESS STEEL

ANCHOR BOLTS

SCALE

8

TYP. DECIDUOUS TREE PLANTING DETAIL 

: NTSL2.2

WOOD STAKE

ROOTBALL

TREE TIE

TREE TIE: BIODEGRADABLE

OR POLYETHYLENE FABRIC

STRAPPING 38 WIDE MIN.

2- 76 DIA. x 2440 WOOD STAKES

PLANTING MEDIUM

FINISH GRADE

REMOVE BURLAP & WIRE BASKET

FROM TOP 1/3 OF ROOTBALL

SCARIFY BOTTOM & SIDES OF TREE

WELL TO 150 DEPTH

COMPACTED SUBGRADE

PLAN

SECTION

WIDTH OF

ROOTBALL
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WATERING SAUCER 100 DEPTH

REMOVE SOIL BUILD UP OVER ROOT FLARE

& POSITION ROOT CROWN AT TOP OF

MULCH / FINISHED GRADE

75 DEPTH WOOD MULCH

SCALE
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TYP. PERENNIAL / VINE PLANTING

: NTSL2.2SCALE

9

TYP. SHRUB PLANTING DETAIL

: NTSL2.2

ROOTBALL

75 WOOD CHIP MULCH

OVER PLANTING

MEDIUM

SCARIFY BOTTOM OF

PLANTING BED TO 150

DEPTH

COMPACTED SUBGRADE

COMPACTED SUBGRADE

SCARIFY BOTTOM OF

PLANTING BED TO 150

DEPTH

ROOTBALL

PLANTING MEDIUM

75 DEPTH WOOD MULCH

OVER PLANTING MEDIUM
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SCALE
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BENCH
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SCALE

7

WASTE RECEPTACLE

1:20L2.2

73 DEPTH BLOCKOUT

16 BEDDING SAND (BOTTOM)

JOINT SAND (JOINTS)
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SCALE

4

PAVERS IN CONC. BLOCKOUT - INDICATOR STRIP

1:10L2.2

SCALE

5

PAVERS IN CONC. BLOCKOUT

1:10L2.2

73 DEPTH BLOCKOUT

16 BEDDING SAND (BOTTOM)

JOINT SAND (JOINTS)
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194 x 92 x 57mm ENDICOTT PAVER

COLOUR: MANGANESE IRONSPOT

PATTERN: SOLDIER COURSE

194 x 92 x 57mm ENDICOTT PAVER

 COLOUR: MEDIUM IRONSPOT

 PATTERN: HERRINGBONE

194 x 92 x 57mm ENDICOTT PAVER

COLOUR: MANGANESE IRONSPOT

PATTERN: SOLDIER COURSE

CIP CONC. SIDEWALK

CIP CONC. SIDEWALK

+/- 205 TO SUIT PAVER

OUTLINE OF GALV. METAL SIGN

2270 x 650 x 200mm THK. CONC. SLAB C/W

25mm BEVEL EDGE SMOOTH TROWEL FINISH

2270
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150 150

25mm BEVEL EDGE ALONG TOP

OUTSIDE EDGE OF PAD

200mm DEPTH COMPACTED

GRANULAR BASE TO CW 3110

CONC. PAD SEE CIVIL

SODDING OR SEED

OVER TOPSOIL

SCALE
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CIP CONC. SIGN BASE

1:20L2.2

10M STIRRUPS AT 400 O.C.

15M HORIZ. T&B EA. SIDE & MID

BASE PLATE SEE ENLARGMENT

1570

1520 x 1100 SIGN SEE SPECS. GRAPHIC

TO BE SUPPLIED BY CONTRACT

ADMINISTRATOR

1470 x 1050 x 19mm CREZON PLYWOOD

PRIMED & PAINTED SEE SPECS.

100 x 150 HSS POST

25 25
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R4400

1470 x 1050 x 19mm CREZON PLYWOOD

PRIMED & PAINTED SEE SPECS.

SIGN SEE SPECS.

BASE PLATE SEE ENLARGMENT

2- 50 x 75 x 9mm THK. ANGLE IRON

RAIL WELDED TO HSS. ENSURE TOP

& BOTTOM RAILS ARE ALIGNED TO

ALLOW FOR PLYWOOD TO SIT FLAT

PLAN

SECTION
FRONT ELEVATION
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1501570

1520

12 DIA.  x 150 LONG CONC.

WEDGE ANCHORS

BASE PLATE SEE ENLARGEMENT

25 x 25 STEEL STRIP SHAPE &

WELD TO HSS POST

50 x 75 x 9 THK. METAL ANGLE IRON

HORIZ. BOTTOM RAIL

100 x 150 HSS, 9 THK. WALL

50 x 75 x 9 THK. METAL ANGLE IRON

HORIZ. TOP RAIL

12 THK. DECORATIVE STEEL PLATE

WELDED TO FACE OF POST

1520 x 1100 SIGN

GRAPHIC TO BE SUPPLIED BY

CONTRACT ADMINISTRATOR

CONC. SIGN BASE SEE DTL. 3 THIS

SHEET

FRONT ELEVATION
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150

WELD 6 THK. CAP OVER END OF HSS

COORDINATE MOUNTING HOLE

LOCATION W/SIGN SUPPLIER PRIOR

TO GALVANIZATION

50 x 75 x 9 THK. ANGLE IRON HORIZ.

TOP RAIL

6 DIA. HOLES FOR SCREWS @ 100 O.C.

FASTEN PLYWOOD W/NO. 8 x 25 LONG

STAINLESS STEEL WOOD SCREWS

GRIND SCREW SLOT W/DRILL BIT TO

PREVENT REMOVAL

50 x 75 x 9 THK. ANGLE IRON HORIZ.

TOP RAIL

EDGE OF PLYWOOD

EDGE OF SIGN

SCALE
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TRAILHEAD SIGN
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152
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19 THK. STEEL BASE PLATE

5
0

25mm THK. STEEL GUSSETT PLATE

WELDED TO BASE PLATE & HSS

100 x 150 x 9 THK. HSS WELDED

TO BASE PLATE

25 x 25 STEEL STRIP WELDED TO HSS

4-19 DIA. HOLES FOR ANCHOR BOLTS

BASE PLATE SCALE 1:10

LOCATION OF UNDERGROUND STRUCTURES AS

SHOWN ARE BASED ON THE BEST INFORMATION

AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES

BEFORE PROCEEDING

LOCATIONS APPROVED

UNDERGROUND STRUCTURES

FROG PLAIN WAY TO HENDERSON HIGHWAY
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DETAILS
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