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3 DECIDUOUS TREE PLANTING - TYPICAL

PLANTING SOIL OR COMPACTED CLEAN EARTH FILL

SUITABLE FOR TREE GROWTH.

TREE GUARD: 100mm DIA. x 600mm LENGTH WEEPING TILE

MATERIAL SLICED AND WRAPPED AROUND BASE OF TREE

100mm DEPTH WOOD CHIP MULCH. MULCH MUST NOT CONTACT

TREE TRUNK.

ROOT FLARE SHALL BE AT OR SLIGHTLY ABOVE FINISH GRADE.

REMOVE EXCESS TOPSOIL FROM TOP OF ROOT BALL. DO NOT

PLACE PLANTING SOIL OVER ROOT BALL.

BERM OF PLANTING MEDIUM FORMING WATER DISH AROUND

OUTSIDE EDGE OF ROOTBALL

CUT WIRE BASKET, BEND BACK TOP LOOPS AND REMOVE

BURLAP FROM TOP 1/3 OF ROOT BALL. REMOVE ALL TWINE AND

NON BIODEGRADABLE MATERIAL

TREE PIT SLOPING TO APPROXIMATE WIDTH OF

ROOTBALL AT BASE

TREE PLANTING TOPSOIL.

FINISHED GRADE

WOOD TIMBER STAKE ON ONE OR TWO SIDES AND

GUYING STRAP (WHERE REQUIRED, ADJUST

LOCATION WITH PREVAILING WINDS)

SCARIFY SIDES OF PIT TO 150mm DEPTH IF

SURROUNDING SOIL IS NOT NEW PLANTING MEDIUM

REMOVE ALL DELETERIOUS MATERIALS INCLUDING

GARBAGE, RUBBLE, DEBRIS, GRAVEL, ETC.

TREE TO BE SET PLUMB IN CENTRE OF

TREE PIT

NOTE:

1. CONTINUOUS 900m DEEP PLANTING SOIL WHEN TREE

IS PLANTED IN PLANTING BED

L2.0

TREE PIT:  2.5X DIAMETER OF

ROOT BALL (MINIMUM)

AS SPECIFIED IN CITY OF WINNIPEG

STREET TREE PLANTING GUIDELINES

N.T.S.

4 TREE PLANTING IN PLAYGROUND AREA

L2.0

TREE PIT:  2.5X DIAMETER OF

ROOT BALL (MINIMUM)

AS SPECIFIED IN CITY OF WINNIPEG

STREET TREE PLANTING GUIDELINES

NOTES:

1. CONTINUOUS 900m DEEP PLANTING SOIL WHEN TREE IS PLANTED IN PLANTING

BED OR MULCH.

PLANTING SOIL OR COMPACTED CLEAN EARTH FILL

SUITABLE FOR TREE GROWTH.

TREE GUARD: 100mm DIA. x 600mm LENGTH WEEPING TILE

MATERIAL SLICED AND WRAPPED AROUND BASE OF TREE

100mm DEPTH WOOD CHIP MULCH. MULCH MUST NOT CONTACT

TREE TRUNK.

ROOT FLARE SHALL BE AT OR SLIGHTLY ABOVE FINISH GRADE.

REMOVE EXCESS TOPSOIL FROM TOP OF ROOT BALL. DO NOT

PLACE PLANTING SOIL OVER ROOT BALL.

BERM OF PLANTING MEDIUM FORMING WATER DISH AROUND

OUTSIDE EDGE OF ROOTBALL

CUT WIRE BASKET, BEND BACK TOP LOOPS AND REMOVE

BURLAP FROM TOP 1/3 OF ROOT BALL. REMOVE ALL TWINE AND

NON BIODEGRADABLE MATERIAL

TREE PLANTING TOPSOIL.

FINISHED GRADE

WOOD TIMBER STAKE ON ONE OR TWO SIDES AND

GUYING STRAP (WHERE REQUIRED, ADJUST

LOCATION WITH PREVAILING WINDS)

SCARIFY SIDES OF PIT TO 150mm DEPTH IF

SURROUNDING SOIL IS NOT NEW PLANTING MEDIUM

REMOVE ALL DELETERIOUS MATERIALS INCLUDING

GARBAGE, RUBBLE, DEBRIS, GRAVEL, ETC.

TREE TO BE SET PLUMB IN TREE BED
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NOTES:

1. STAGGER ALL VERTICAL JOINTS

2

1

EXISTING  TIMBER EDGE

100mm DEPTH WOOD MULCH ON FILTER

FABRIC TO TIE INTO EXISTING TIMBER EDGE

LIMESTONE LANDSCAPE BOULDERS

STACKED AT 2:1 RATIO. TYPICAL SIZE: 500mm

x 500mm x 125mm HT. ENSURE BOULDERS

ARE STABLE. USE NUMBER OF BLOCKS

NEEDED TO MEET EXISTING ASPHALT

PATHWAY GRADE

19mmØ CRUSHED LIMESTONE COMPACTED

AND BACKFILLED AS WALL IS BUILT IN 150mm

LIFTS

BENCH OUT SUBGRADE TO PROVIDE STABLE

BASE FOR ROCK

GEOTEXTILE FABRIC UNDER BASE

MATERIAL. FIX WITH 100mm LONG STAPLES

AT 500mm O.C.

COMPACTED OR UNDISTURBED SOIL

M c G O W A N R U S S E L L

HARBOURVIEW

PLAYGROUND

UPGRADES

DETAILS

L2.0

CITY OF WINNIPEG

18-016

DOCK SURFACE: 38mm X 140mm PRESSURE 

TREATED UPPER DECK QUALITY RADIUS 

EDGE DECKING.  USE 2: 83mm 

STADLER #14 PAN HEAD INSULFIXX 

SCREWS (OR EQUIVALENT)

152mm X 152mm PRESSURE 

TREATED WOOD POST

DOCK EDGE: 38mm X 140mm PRESSURE 

TREATED UPPER DECK QUALITY RADIUS 

EDGE
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DOCK SURFACE: 38mm X 140mm PRESSURE

TREATED UPPER DECK QUALITY RADIUS EDGE

DECKING. USE 2-83mm STADLER #14

PAN HEAD INSULFIXX SCREWS (OR EQUIVALENT)

38mm X 185mm PRESSURE TREATED 

JOISTS 

3-38mm X 185mm PRESSURE TREATED

SKIRTING

38mm X 150mm PRESSURE TREATED

BEAM 

BACKFILL 50mm DOWN LIMESTONE

COMPACTED OR UNDISTURBED 

SUBGARDE

152mm X 152mm PRESSURE TREATED

TREATED WOOD POST

SECTION A-A

2
4

4
0

DOCK EDGE: 38mm X 140mm PRESSURE 

TREATED UPPER DECK QUALITY RADIUS EDGE

DECKING. USE 2-83mm STADLER #14

PAN HEAD INSULFIXX SCREWS (OR EQUIVALENT)

152mm X 152mm PRESSURE 

TREATED WOOD POST

SECTION B

2650

38mm X 140mm PRESSURE TREATED

UPPER DECK QUALITY RADIUS EDGE

DECKING. USE 2-83mm STADLER #14

PAN HEAD INSULFIXX SCREWS (OR EQUIVALENT)

38mm X 185mm PRESSURE TREATED 

JOISTS 

3-38mm X 150mm PRESSURE TREATED

BEAM 

BACKFILL 50mm DOWN LIMESTONE

COMPACTED OR UNDISTURBED 

SUBGARDE

B

B

PLAN VIEW

WOODEN DOCK AND RAMP

L2.0

1

LIMESTONE BOULDER STEPS

L2.0

2

BEAM AND JOIST PLAN

38mm X 185mm PRESSURE TREATED 

JOISTS

152mm X 152mm PRESSURE 

TREATED WOOD POST

3-38mm X 150mm PRESSURE  

TREATED BEAM 

3-38mm X 185mm ROUGH HEWN 

PRESSURE TREATED SKIRTING
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NOTES:

1. DETAIL FOR DESIGN INTENT ONLY. CONTRACTOR TO PROVIDE

STAMPED STRUCTURAL DRAWINGS FOR DOCK PLATFORM TO CONTRACT

ADMINISTRATOR FOR REVIEW AND APPROVAL

EDGE OF EXISTING ASPHALT PAVING. DOCK TO TIE

INTO EXISTING GRADES

EDGE OF EXISTING TIMBER EDGE BENEATH NEW

DOCK. REPAIR AS NEEDED

WOODEN BOLLARDS AS PER SCD-105B.

MODIFIED TO BE ±250mm ABOVE TOP OF DOCK

GRADE

±1580

MIN 1830±1200

±1200

1
4

0

MIN 1670

SUPPLY AND INSTALL TACHE BENCHES

AS PER CITY OF WINNIPEG DETAIL SCD

121A. SURFACE MOUNT TO DOCK

1745 1670

REVISED FOR CITY REVIEW
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1 22-05-18 MN

ISSUED FOR TENDER 13-06-18 MN

1
2

0
0

±
1

0
0

0
±
1

0
0

0

3
7

3

0.8360.8360.48

±
1

7
4

5

AutoCAD SHX Text
By

AutoCAD SHX Text
Date

AutoCAD SHX Text
Revisions

AutoCAD SHX Text
No.

AutoCAD SHX Text
Date

AutoCAD SHX Text
Scale

AutoCAD SHX Text
Checked By

AutoCAD SHX Text
Drawn By

AutoCAD SHX Text
Designed By

AutoCAD SHX Text
Seals

AutoCAD SHX Text
Client

AutoCAD SHX Text
Project Title

AutoCAD SHX Text
Sheet Title

AutoCAD SHX Text
Project No.

AutoCAD SHX Text
Drawing No.

AutoCAD SHX Text
FILE:

AutoCAD SHX Text
X:\18-016 Harbourview Playground\DWG\wkg dwg\L2 DETAILS 2018-05-24.dwg

AutoCAD SHX Text
NTS

AutoCAD SHX Text
23-04-2018

AutoCAD SHX Text
MN

AutoCAD SHX Text
AH/MN

AutoCAD SHX Text
AH

AutoCAD SHX Text
-

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
N.T.S.


