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DUBLIN AVENUE NOTES:
1. ADJUST EXISTING MANHOLES AS REQUIRED.
2. ADJUST EXISTING WATER VALVES AS REQUIRED.
EXISTING OVERHEAD 3. INSTALL GEOGRID OVER SILTY SUBGRADE AS DIRECTED BY THE CONTRACT ADMINISTRATOR.
THICKENED CONCRETE APPROACH WITH OLE LINE 10 BE 4. FOR CB'S, LEADS AND UNDERGROUND INFO SEE SHEETS 37 - 39.
BLOCK OUT FOR 210x210x80 CHARCOAL REMOVED BY MTS — 5. INSTALL 18m OF SUBDRAIN EACH SIDE OF LOW POINTS, AS PER SD-245 c/w CAPPED ENDS.
- HOLLAND PAVERS. , B 6. INSTALL WATER SERVICE INSULATION ON ALL LONG SIDE SERVICES AS DIRECTED BY CONTRACT ADMINISTRATOR.
#14 #1475 - REFER TO DETAIL CAUTION: HYDRO 15KV 7. PRIVATE APPROACHES ARE 200mm REINFORCED CONCRETE.
o
| 2 2536 TOP OF CONDUIT=231.671 & '
= >
© | \ Wl |Jlo| N o© ] ~ —-| o T
(33.559 2 & ' S 12 2 2| 5 2 & S NS 2 | NORTH SOUTH
N\(33.268)  (33.255) 31.5 (33.180) I (33.103) (33.068) i) (33119 @ (332080 163426 — m—_rrsl PL 22.617 PL EXISTING
- - — - N - \'- Co E - SS— - '/I’ \ . - - .. Co - : A< — ‘m - e - - e - - - Jr. .U._ - - \m - - — - 9—¢- - : FENCE
e e~ ' e i _m«_# Sy Py s o s ey e g 2.91 3.50 350 . 350 3.50 2.61
ol - UL L ' T S (LN N i To 234 — —234
o e g . [20% 200 o
oo S Cebon § X —_———— —— S M _
|<_E e e @D — .- P o @B T I ' E EXISTING 100mm CONCRETE
T T~ IR & SR s 232— GROUND SIDEWALKWITH =232
LU' T R et PO S R R PRI i 230mm - PLAIN DOWELED CONCRETE S s
Z|_ . o .xmoCsSTT o T v T T T T T T T Tps0cS L T T T Ty e e e T T T T - 300VePVe CS L T T = - EXISTING 75mm - 20mm LIMESTONE BASE COURSE SEE DETAIL SHEET 35
L ae0GAS L 100GAS L I . R ! I T APPROACH 150mm - 50mm LIMESTONE SUB-BASE
OL - . - @I e T ] BRI O 230 - LAYER OF GEOGRID 180mm BARRIER -230
= f———— —— _ T —_— S — 350mm - 100mm LIMESTONE SUB-BASE CURB (SD-204)
%E':f_g- TORTORONC " T ok TVPRG C <§E NON-WOVEN GEOTEXTILE FABRIC
o $33.310 o 7 . (33.263 T4.906 ] \ (33.170 290) (33.267) T (33.253 (33.277) m
L o
2 I e N \ 3 E_\ SECTION AT STA 1+540
C r : SEIE E EXISTING ROW v 1:200H  1:100V
I i CAUTION: 100 GAS EXISTING OVERHEAD POLE LINE I
elele #1460
TOP OF GAS =231.965 TO BE RELOCATED TO BACK OF
i SIDEWALK BY MB HYDRO |
WAHNING mm mm—— ENGINEERS
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED GEOSCIENTISTS
FOR_EXCAVATION ON THIS PROJECT THE CONTRACTOR B MANITOBA
MUST: Certificate of Authorization
1O)FN(I-%-QEYA1\-/I-IAFTI%AI\?. COMPANY OF THE PROPOSED LOCATION METHIC Stantec Consulting Ltd.
2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY
Il\)lSTALLATIONS. WHOLE NUMBERS INDICATE MILLIMETRES N.E. Cor. King Edward ST. & Dublin Ave., Tbltin 6.1 m Conc. pile in valve box, No. 1301
SEE PROVINCIAL REGULATION 140/92 FOR DETAILS  DECIMALIZED NUMBERS INDICATE METRES 31.2m N. of C.L. Pav't. of Dublin Ave. & 10 m E. of C.L. Pav't. of N.
bound traffic lane King Edward St. on private property.
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