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NEW FULL WIDTH CONCRETE

SIDEWALK WITH PAVING BAND

RENEW WITH FULL WIDTH

CONCRETE SIDEWALK &

BARRIER CURB

ABANDON EXISTING CB AND SEWER SERVICE

TELEVISE LEAD

REMOVE EX CB, INSTALL NEW  CB c/w STD

FRAME AND SOLID COVER

STA 3+113.820

REPLACE 1.5m OF 200 CO WITH 250 PVC

SDR-35 CONNECTION PIPE.

CONNECT TO EX 200 CB LEAD.

NEW TILES AT

INTERSECTION (TYP.)

C01

C02

ADD 150mm RESTRICTOR PIPE

INSTALL HYDRANT RISER

ADD 150mm

RESTRICTOR PIPE

EXISTING SIDEWALK TO REMAIN

EXISTING WEST GUTTER

EXISTING WEST PROPERTY
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EXISTING EAST GUTTER

EXISTING EAST  PROPERTY

EXISTING  ROAD C/L
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Stantec Consulting Ltd.
Certificate of Authorization

No. 1301

MANITOBA

GEOSCIENTISTS

ENGINEERS

ST. JAMES STREET

NORTHBOUND LANES

SOUTHBOUND LANES
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C-214

ST. JAMES AVENUE

STA 2+960 TO STA 3+130

ROAD MILL AND FILL

45

P-3503-27

N.E. Cor. King Edward ST. & Dublin Ave., Tblt in 6.1 m Conc. pile in valve box,

31.2m N. of C.L. Pav't. of Dublin Ave. & 10 m E. of C.L. Pav't. of N.

bound traffic lane King Edward St. on private property.


