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INSTALL 4.0m-150 WM

AND HYDRANT VALVE

#1580

#1565

MTS

MTS

INSTALL 1500 CB (SD-024)

STA 1+107.771 AND

12.5m OF 250 PVC

SDR-35 CB LEAD

TOP ELEV=233.415

BTM ELEV=231.465

INV 250 S=232.065

TIE INTO 750 CS

INSTALL 1800 CB (SD-024)

STA 1+107.771 AND

1.3m OF 250 PVC

SDR-35 CB LEAD

TOP ELEV=233.415

BTM ELEV=231.165

INV 250 N=231.765

TIE INTO 750 CS

c/w RESTRICTOR PIPE 150mm

REMOVE EXISTING CB.

ABANDON EXISTING

SEWER SERVICES.

AS PER SD-021

REMOVE EXISTING CB

INVERT = 229.29
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CAUTION: 200 WM

INSTALL 100mm RIGID INSULATION

BOTTOM, FRONT & SIDES OF CB

INVERT E&W = 229.57
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INVERT= 229.66
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MH ID 20010669

RIM ELEV=233.38

INV=228.99

GROUT 2 JOINTS BELOW

FRAME (NEW RISERS)

AND GROUT PIN HOLES.

GROUT TO ELIMINATE

INFILTRATION.

MH ID 20010645

RIM ELEV=233.99

INV=228.62

GROUT UNDER FRAME. GROUT CRACKED

RISERS FROM UNDER FRAME TO 1.2m. GROUT

JOINT AT MH BASE/REDUCER ±3.9m DEPTH.

200 PVC WM

100 GAS
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200 PVC WM
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ABAND 200 WM

ABAND 200 WM
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INSTALL 4.2m-150 WM

AND HYDRANT VALVE
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200 PVC WM TO

BE ABANDONED

BREAK INTO EX 200 WM

AND CONNECT WITH 200

VALVE

INSTALL 200-45° BENDS

#1550 #1500

200 PVC WM

INSTALL 1500 CB (SD-024)

STA 1+202.023 AND

12.6m OF 250 PVC

SDR-35 CB LEAD

TOP ELEV=233.263

BTM ELEV=231.013

INV 250 S=231.613

TIE INTO 900 CS

c/w RESTRICTOR PIPE 200mm

INSTALL 1800 CB (SD-024)

STA 1+201.995 AND

1.2m OF 250 PVC

SDR-35 CB LEAD

TOP ELEV=233.262

BTM ELEV=231.012

INV 250 N=231.612

TIE INTO 900 CS

INSTALL 1500 CB (SD-024)

STA 1+259.583 AND

12.2m OF 250 PVC

SDR-35 CB LEAD

TOP ELEV=233.311

BTM ELEV=231.061

INV 250 S=231.661

TIE INTO 900 CS

c/w RESTRICTOR PIPE 200mm

INSTALL CB (SD-024)

STA 1+259.555 AND

2.0m OF 250 PVC

SDR-35 CB LEAD

TOP ELEV=233.311

BTM ELEV=231.061

INV 250 N=231.661

TIE INTO 900 CS

REMOVE EXISTING CB. ABANDON

EXISTING SEWER SERVICES.

RELOCATED

WATERMAIN

(BY OTHERS)

CAUTION: HYDRO 15kV

CAUTION: 100 GAS

INSTALL 100mm RIGID INSULATION

BOTTOM, FRONT & SIDES OF CB

INSTALL 100mm RIGID INSULATION

BOTTOM, FRONT & SIDES OF CB

CAUTION: WM & MTS

WATERMAIN WORK

BY OTHERS

200 PVC WM

200 PVC WM

MH INV = 230.98
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DUBLIN AVENUE

ST. JAMES STREET TO STA 1+370

MUNICIPAL UTILITIES
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N.E. Cor. King Edward ST. & Dublin Ave., Tblt in 6.1 m Conc. pile in valve box,

31.2m N. of C.L. Pav't. of Dublin Ave. & 10 m E. of C.L. Pav't. of N.

bound traffic lane King Edward St. on private property.

NOTES:

1. CONTRACTOR TO LOCATE ALL WATERMAIN SERVICES AND INSULATE AS

PER SD-018.

2. RESTRICTORS TO BE INSTALLED AS PER SD-025B.

3. INSTALL 18m  OF SUBDRAIN EACH SIDE OF LOW POINTS, AS PER SD-245 c/w

CAPPED ENDS.


