
CAUTION: 100 GAS

TOP OF GAS =231.859
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HYDRANT TO

RENEW CURB

OVERHEAD TO BE

REMOVED BY

SHAW

REMOVE

EXISTING

APPROACH

HYDRO DISTRIBUTION LINE TO

BE RELOCATED BY MB HYDRO

TO BACK OF NEW SIDEWALK

BRIDGE LOCATION

RECONSTRUCT PORTION OF

APPROACH 100mm-TYPE 1A ASPHALT
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REGRADE  AREA, REMOVE

GRAVEL AND ESTABLISH

NATURALIZED AREA.

INSTALL 75mm  ASPHALT AND

200mm BASE COURSE AS

REQUIRED TO RAISE GRADE

INSTALL NEW TIMBER BUMPER

FENCE TO MATCH EXISTING
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CAUTION: 100 GAS

TOP OF GAS =232.481
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LOW PT STA: 1+259.717

LOW PT ELEV: 765.45

PVI STA:1+260.97

PVI ELEV:233.29

K:10.00

LVC:12.50

B
V

C
S

:
 
1

+
2

5
4

.
7

2

B
V

C
E

:
 
2

3
3

.
3

2

E
V

C
S

:
 
1

+
2

6
7

.
2

2

E
V

C
E

:
 
2

3
3

.
3

4

0

.
7

5

%

1

.

8

1

%

1

.
2

5

%

0
.5

0
%

-
0
.
5
0
%

-

1

.
2

5

%

-

1

.

8

0

%

1+302.686

233.746

1+327.297

234.190

1+336.722

234.308

1+341.797

234.333

1+346.872

234.308

1+356.297

234.190

1+376.586

233.826

EXIST SOUTH PROPERTY

EXIST NORTH PROPERTY

CENTERLINE (CONTROL)

NORTH AND SOUTH GUTTERS

BRIDGE OPTION 3B

(CENTERLINE)
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NORTH SIDEWALK BACK

SOUTH SIDEWALK BACK
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LOW PT STA: 1+259.741

LOW PT ELEV: 765.92

PVI STA:1+260.97

PVI ELEV:233.43

K:10.00

LVC:12.45
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EXISTING

GROUND

230mm - PLAIN DOWELED CONCRETE

75mm - 20mm LIMESTONE BASE COURSE

150mm - 50mm LIMESTONE SUB-BASE

LAYER OF GEOGRID

350mm - 100mm LIMESTONE SUB-BASE

NON-WOVEN GEOTEXTILE FABRIC

180mm BARRIER

CURB (SD-204)

100mm CONCRETE

SIDEWALK WITH

BLOCK OUTS FOR

CONCRETE PAVERS

SEE DETAIL SHEET 35

EXISTING

APPROACH

DUBLIN AVENUE

Stantec Consulting Ltd.
Certificate of Authorization

No. 1301

MANITOBA

GEOSCIENTISTS

ENGINEERS
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DUBLIN AVENUE BRIDGE REPLACEMENT
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C-203

DUBLIN AVENUE

STA 1+250 TO STA 1+375

ROADWORKS - RECONSTRUCTION

23

P-3503-5

N.E. Cor. King Edward ST. & Dublin Ave., Tblt in 6.1 m Conc. pile in valve box,

31.2m N. of C.L. Pav't. of Dublin Ave. & 10 m E. of C.L. Pav't. of N.

bound traffic lane King Edward St. on private property.

NOTES:

1. ADJUST EXISTING MANHOLES AS REQUIRED.

2. ADJUST EXISTING WATER VALVES AS REQUIRED.

3. INSTALL GEOGRID OVER SILTY SUBGRADE AS DIRECTED BY THE CONTRACT ADMINISTRATOR.

4. FOR CB'S, LEADS AND UNDERGROUND INFO SEE SHEETS 37 - 39.

5. INSTALL 18m OF SUBDRAIN EACH SIDE OF LOW POINTS, AS PER SD-245 c/w CAPPED ENDS.

6. INSTALL WATER SERVICE INSULATION ON ALL LONG SIDE SERVICES AS DIRECTED BY CONTRACT ADMINISTRATOR.

7. PRIVATE APPROACHES ARE 200mm REINFORCED CONCRETE.


