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MAJOR ITEMS OF WORK
NO. | DESCRIPTION SHEET REF.
(D | REMOVE EXISTING BRIDGE 4
(@ | INSTALL CONTRACTOR DESIGNED TEMPORARY SHORING, IF REQUIRED 4,5
(® | STRUCTURAL EXCAVATION 6
(@ | CREEK MODIFICATION WORKS 18
(® | SUPPLY AND INSTALLATION OF STEEL H-—PILES 7
(® | CONSTRUCTION OF REINFORCED CONCRETE SUBSTRUCTURE UNITS 8, 9, 10
(@ | CONSTRUCTION OF REINFORCED CONCRETE DECK 11, 12
STRUCTURAL BACKFILL AROUND ABUTMENTS 6
(9 | CONSTRUCTION OF REINFORCED CONCRETE DECK SIDEWALK AND BARRIERS 15, 16
CONSTRUCTION OF REINFORCED CONCRETE SLEEPER SLAB 13
@ | CONSTRUCTION OF REINFORCED CONCRETE APPROACH SLAB 13
@ | CONSTRUCTION OF REINFORCED CONCRETE TRANSITION SLAB 14
@3 | SUPPLY AND INSTALLATION OF JOINTS 11, 13, 14, 15, 16
CONSTRUCTION OF REINFORCED CONCRETE APPROACH SLAB TRAFFIC BARRIER 15, 16
@ | CONSTRUCTION OF REINFORCED CONCRETE TRANSITION SLAB TAPERED BARRIER 15, 16
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