
2.64

1
5

0

200

7.15

EXISTING PARKING FENCE

RENEW EXISTING CURB

125mm REVEAL BARRIER CURB

244

115mm TYPE 1A ASPHALT CL

REPAIR EXISTING 200mm REINFORCED

CONCRETE AS PER PLAN

SLOPE VARIES

50mm COMPACTED ASPHALT

CAST IN-PLACE

REINFORCED CURB

1
0

0

75mm TYPE 1A ASPHALT GUTTER

MILL EXISTING 50mm ASPHALT

TO EXISTING CONCRETE

1.5

2.65
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200

650

0.75

0.63

1.77

1.50

10M LONGITUDINAL BARS

15 M @ 600 O/C

25mm CHAMFER

SEPARATE RETAINING CURB

COMPACTED LEVELING

BASE COURSE

50mm MINIMUM

LONGITUDINAL SAW-CUTS

300

200

2.0%

EXISTING

HYDRANT

PAVERS SET ONTO LEVEL

13mm SAND BASE

HOLLAND CHARCOAL CONCRETE PAVERS

210mm x 210mm x 60mm

1
5

0

1
0

0

1
0

0

RENEW EXISTING

BARRIER CURB

125mm REVEAL

38x89 SHEAR KEY

50 DEEP SAW CUT TOP &

FACE, INTERVALS TO

MATCH SIDEWALK

75 CLEAR

1
0
0

200

≤
 
2
0
0
m

m

10M LONGITUDINAL

COMPACTED LEVELING

BASE COURSE

50mm MINIMUM

SEPARATE CURB

EASED EDGES

3.503.503.65 3.652.90 2.60

230mm PLAIN DOWELED CONCRETE

75mm - 20mm BASE COURSE

150mm - 50mm SUB-BASE COURSE

450mm - 150mm SUB-BASE

NON-WOVEN GEOTEXTILE FABRIC

2.81

0.63 0.63

EL = 232.949

SOD AS REQUIRED

0.50

SD-245 150mm SUBDRAIN

SD-204 180mm INTEGRAL BARRIER CURB

EL = 233.181

 EXISTING

FENCE

0.660.66

0.90 0.90

0.75

100mm CONCRETE SIDEWALK

WITH BLOCK OUTS FOR

CONCRETE PAVERS

EXISTING

ELECTRICAL

RECEPTACLES

TO REMAIN

EXISTING TIMBER POLES

TO BE REMOVED BY

BELL MTS AND SHAW

EXISTING OVERHEAD

DISTRIBUTION LINE TO

BE RELOCATED TO

BACK OF SIDEWALK

0.67

0.67

0.72

5.06

0.47

1.29
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0

0.5

0.90m ST. JAMES (WEST SWLK)

0.84m ST. JAMES (EAST SWLK)

210

0.52m DUBLIN AVE

SAND SWEPT

JOINTS

220

CHARCOAL HOLLAND PAVERS

(210x210x60)

CONCRETE SIDEWALK

13mm SAND SETTING BED

COMPACTED LEVELING COURSE

1
0
0

1
0
0

1
3

Stantec Consulting Ltd.
Certificate of Authorization

No. 1301

MANITOBA

GEOSCIENTISTS

ENGINEERS

1:20

ST. JAMES STREET RETAINING CURB >200mm AND ≤400mm

-

1

1:10

RETAINING CURB ≤200mm

-

2
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C-501

MISCELLANEOUS SECTIONS & DETAILS

35

P-3503-17

(WORK BY BELL MTS)

1:50

4

3528

ST. JAMES STREET BELL MTS BOX

ST. JAMES CROSS SECTION AT STA 2+430

1:50

A

3531

1:20

SIDEWALK PAVING BAND

-

3

1:20

DUBLIN AVENUE TYPICAL SECTION NEAR DOMINION BRIDGE YARDS

-

B


