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MACMOR INDUSTRIES LTD.
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600 CONC LDS

3.8 3.8 4.6

(TYP)

4.6

(TYP)

3.8 3.6 3.6 3.6 4.3 4.3 4.3 4.6

(TYP)

4.6

(TYP)

3.6 3.6 3.5 4.3

0+942.500 O/S 11.295 L

1200 DP CB (SD-025) C/W AP-009

RIM EL 34.200

250 E INV 33.180, BOT EL 32.550

C/W 250 x 4.1 SSP @ 1.0%

CONNECT TO EX 450 CSP LDS

0+943.000 @ INV ±33.14

0+982.500 O/S 3.800 R

1800 DP CB (SD-024)

RIM EL 34.412, 150 N&S INV 33.407

250 W INV 32.762, BOT EL 32.162

C/W 250 x 11.0 SSP @ 14.2%

CONNECT TO EX 600 CONC LDS

0+983.500 @ INV ±31.20

REMOVE EX CP, CB &

ABANDON LEAD

0+982.500 O/S 3.800 L

1800 DP CB (SD-024)

RIM EL 34.412, 150 N&S INV 33.407

250 E INV 32.762, BOT EL 32.162

C/W 250 x 3.8 SSP @ 41.1%

CONNECT TO EX 600 CONC LDS

0+983.000 @ INV ±31.20

REMOVE EX CB & LEAD

1+047.500 O/S 3.800 R (FLY-BY)

1800 DP CB (SD-024)

RIM EL 34.737, 150 N&S INV 33.732

250 W INV 33.087, BOT EL 32.487

C/W 250 x 11.0 SSP @ 19.0%

CONNECT TO EX 600 CONC LDS

1+048.500 @ INV ±31.00

1+047.500 O/S 3.800 L (FLY-BY)

1800 DP CB (SD-024)

RIM EL 34.737, 150 N&S INV 33.732

250 E INV 33.087, BOT EL 32.487

C/W 250 x 3.8 SSP @ 54.9%

CONNECT TO EX 600 CONC LDS

1+048.000 @ INV ±31.00

REMOVE EX CB &

ABANDON LEAD

REMOVE EX CB & LEAD

D

29 34

MILL & OVERLAY.

MATCH EX GRADES (TYP)

150Ø x 6.00 m SUBDRAINS

C/W PLUGGED ENDS (TYP)

INSTALL NEW MH F&C AP-006,

AP-007 & ADJUST TO GRADE (TYP)

ASPH

450

CONC

LDS

E

29 35

0
.
5

9
0

M
T

S

34.826

34.860

34.928

34.847 34.917

34.733

34.678

ADJUST EX GV (TYP)

REMOVE EX CSP

NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR

REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF

THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.

CB SD-025 OFFSETS ARE DIMENSIONED O/C.

7. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE

REMOVED.  MATCH RECONSTRUCTION LIMITS.

8. REFER TO TENDER FOR DETAILS REGARDING TRAFFIC

MANAGEMENT.

9. EXISTING LONG WATER SERVICES TO BE INSULATED

(SD-018).  REFER TO TENDER FOR FURTHER

REQUIREMENTS AND AS NOTED IN PLAN.

10. MODIFIED BARRIER CURB & GUTTER INLET FRAME &

COVER TF-122.

11. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.

12. ALL DIMENSIONS TO BACK OF CURB.

13. ADJUST EXISTING WATER VALVES AND WATER SERVICES

CURB STOPS TO GRADE.

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

METRIC
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 PAVING AND GRADING
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Certificate of Authorization

MORRISON HERSHFIELD

No. 1736

ENGINEERS

GEOSCIENTISTS

MANITOBA

LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW

WATERMAIN

LAND DRAINAGE SEWER

SANITARY/COMBINED SEWER

MANHOLE

CATCH BASIN/CATCH PIT

CURB INLET WITH BOXHYDRO HANDWELL/CABINET

MTS  HANDWELL/PEDESTAL

GAS

SURVEY BAR

FENCE

TREECATV/FIBRE OPTIC

TRAFFIC SIGNALS/PIT

CB LEAD/SSP/DCP

SUBDRAIN

DITCH

PROPERTY LINE

BOC/EDGE OF PAVEMENT

TEST HOLE

TH-12

ELEVATION

TRAFFIC SIGN

33.000

CONCRETE PAVEMENT

CONC SIDEWALK/MEDIAN

ASPHALT PAVEMENT

PAVING STONE

GRAVEL

PLANING/REMOVAL

RAMP CURB

33.333

H

M

DESIGNED

DRAWN

CHECKED

APPROVED

RELEASED FOR CONSTRUCTION

BM

ELEV

HOR SCALE

VERT SCALE

DATE DATE

PROFESSIONAL'S SEAL

SHEET OF

CONSULTANT FILE NAME

BY

BY

BY

BY

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES

COMMITTEE

LOCATION APPROVED

UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

TENDER No. 24-2020

THE CITY OF WINNIPEG

PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION

CITY DRAWING NUMBER

44

PRELIMINARY

DRAWING 

NOT TO BE

USED FOR

CONSTRUCTION

23-018

235.300 m

S.E. Cor. Notre Dame Ave. & Sherwin Rd., Tblt. in W. Conc.

foundation No. 2070 Notre Dame Ave., 0.8 m S. & 0.7 m

below Conc. block of N.W. Cor. of bldg.

JGKISSUED FOR PRELIMINARY DESIGNA 19/12/13

DRAWING NUMBER

SHERWIN ROAD RECONSTRUCTION

AND CULVERT REPLACEMENT

OVER OMAND'S CREEK

SASKATCHEWAN AVE TO NOTRE DAME AVE

19/11/28

JGKISSUED FOR CLIENT REVIEWB 20/05/26

JGKISSUED FOR TENDERC 20/07/17
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