1ISO A1 - 594mm x 841mm

Plotted: 7/14/2020 2:25 PM by Dave Lane

Last Saved: 7/14/2020 1:47 PM by dlane

P:\2019\190381100-Sherwin Road Reconstruction\09. CAD\07 Sheets\Roadworks\1903811-Sherwin-XS-03.dwg

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

WPL 24.384 EPL
|
9.611 7.600 7.173 .
|
! 3.500 3.800 , 3.800 ‘
REGRADE & RESOD C/W 0600 |
IMPORTED TOPSOIL AS 060 L 180 mm MONOLITHIC ;?AORETEF'{NCT:ESSAL | EXISTING
REQD (TYP) CONCRETE SPLASH STRIP (SD-204) ‘ GROUND
| (SD-223A) |
5% - —_— Y — — — — —
R L R D S RS LS s
75 TYPE 1A ASPHALT ——ZT'f(%O) . SUITABLE SITE
125 - 20 mm BASE COURSE (GRANULAR A) FILL (TYP)
CLASS B GEOGRID
0.750
150 - 50 mm CRUSHED SUB-BASE (GRANULAR A) o 230 PLAIN DOWELLED CONCRETE PAVEMENT
125 - 20 mm BASE COURSE (GRANULAR A)
SEPARATION/FILTRATION GEOTEXTILE FABRIC
PREPARED SUBGRADE 300 - 50 mm CRUSHED SUB-BASE (GRANULAR A)
SEPARATION/FILTRATION GEOTEXTILE FABRIC
PREPARED SUBGRADE
/B SECTION - STA 0+990
! f
29]35 SCALE: 1:100 H
0 2.0 4.0m
e e
0 1.0 2.0m
SCALE 1:50 VV
W PL EPL
| 24.384 |
| 9.611 7.600 7.173 |
3.500 2.690 3.800 , 3.800 ‘
REGRADE & RESOD C/W— ! ‘ !
IMPORTED TOPSOIL AS REQ'D 180 mm DOWELLED 180 mm INTEGRAL ‘ EXISTING
(TYP) BARRIER CURB BARRIER CURB GROUND
| |
(SD-205) (SD-204)
_ 6% 29% ‘
= / §__I‘~—T!__\ 2%__ _2% _‘ y— — <_/_—_.——;——A—‘\—'*—MI__I
........................ AN _ — E— _ A —
///\///\ O //\//\//\//\ KK W h —
S R S S S S
75 TYPE 1A ASPHALT
125 - 20 mm BASE COURSE (GRANULAR A) 0.750 L
CLASS B GEOGRID (TYP)
150 - 50 mm CRUSHED SUB-BASE (GRANULAR A) 1.200 - 230 PLAIN DOWELLED CONCRETE PAVEMENT
SEPARATION/FILTRATION GEOTEXTILE FABRIC ap) 125 - 20 mm BASE COURSE (GRANULAR A)
PREPARED SUBGRADE

300 - 50 mm CRUSHED SUB-BASE (GRANULAR A)
SEPARATION/FILTRATION GEOTEXTILE FABRIC
PREPARED SUBGRADE

7\ __SECTION - STA 1+230

e

SCALE: 1:100H

0 2.0 4.0m
o T
0 1.0 2.0m
SCALE 1:50V
== ENGINEERS
e mmmm] GEOSCIENTISTS
Certificate of Authorization
MORRISON HERSHFIELD
No. 1736
TENDER No. 24-2020
LOCATION APPROVED | BM 23018 o e No 2070 Mot Dame ave. 08 m 8. 807 m PROFESSIONAL'S SEAL @
OCATION APPROVED | cley aassoom  nestonto 270 tovspone e 08m &07m . THE CITY OF WINNIPEG
MORRISON HERSHFIELD || PRELIMINARY Winni \g PUBLIC WORKS DEPARTMENT
SUPR. U/G STRUCTURES DATE
COMMITTEE DRAWING pe ENGINEERING DIVISION
I!‘:)(C);E):l\l OF UNDERGROUND STRUCTURES EESIGNED JGK (BjsECKED GFC SHERWIN ROAD RECONSTRUCTION o DRAW;N;;:;:AE:ZR
AS SHOWN ARE BASED ON THE BEST S ﬁg;ggg’g AND CULVERT REPLACEMENT popmn - OF_
INFORMATION AVAILABLE BUT NO DRAWN APPROVED
GUARANTEE IS GIVEN THAT ALL EXISTING BY KMB BY BWB CONSTRUCTION OVER OMAND'S CREEK 35 44
UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT. CONFIRMATIONOE | € | 1SSUED FOR TENDER 20/07/17 | JGK R SCALE A RELEASED FOR CONSTRUCTION SASKATCHEWAN AVE TO NOTRE DAME AVE DRAWING NUMBER
EXISTENCE AND EXACT LOCATION OF ALL B | ISSUED FOR CLIENT REVIEW 20/05/26 | JGK
SERVICES MUST BE OBTAINED FROM THE > VERT SCALE N/A CONSULTANT FILE NAME SECTIONS
WITH CONSTRUCTION. No. | REVISIONS YymwmpD | BY | DATE 19/11/28 DATE awe STA 0+990 AND STA 1+230




