
EXISTING

GROUND

24.384

E PLW PL

1.200

REMOVE

EXISTING

CURB

75 - TEMPORARY ASPHALT

VARIES - BASE COURSE MATERIAL (TO BE REUSED)

125 - BASE COURSE MATERIAL- GRANULAR A

300 - 50 mm GRANULAR A

SEPARATION/FILTRATION GEOTEXTILE FABRIC

PREPARED SUBGRADE

3.500

EXISTING

PAVEMENT

150 SUBDRAIN (SD-245) AT

LOCATIONS SHOWN IN PLAN

G

39 43

STAGE 4 SECTION - STA 0+990

SCALE 1:75 V

0 2.5m

SCALE:  1:150 H

0 5.0m

EXISTING

GROUND

24.384

E PLW PL

3.500

230 PLAIN DOWELLED  CONCRETE PAVEMENT

125 - BASE COURSE MATERIAL- GRANULAR A

300 - 50 mm GRANULAR A

SEPARATION/FILTRATION GEOTEXTILE FABRIC

PREPARED SUBGRADE

2%

BUILD PATH SUBSTRUCTURE

150 - 50 mm GRANULAR A

SEPARATION/FILTRATION GEOTEXTILE FABRIC

PREPARED SUBGRADE

1.200

CONSTRUCTION

ZONE

TEMPORARY 75 ASPHALT PAVEMENT ON TOP

OF PERMANENT BASE COURSE AND SUB-BASE

SEPARATION/FILTRATION GEOTEXTILE FABRIC

PREPARED SUBGRADE

0.500

0.300

3.800

150 SUBDRAIN (SD-245) AT

LOCATIONS SHOWN IN PLAN

I

40 43

STAGE 5&6 SECTION - STA 0+990

SCALE 1:75 V

0 2.5m

SCALE:  1:150 H

0 5.0m

EXISTING

GROUND

24.384

E PLW PL

230 PLAIN DOWELLED CONCRETE PAVEMENT

125 - BASE COURSE MATERIAL- GRANULAR A

300 - 50 mm GRANULAR A

SEPARATION/FILTRATION GEOTEXTILE FABRIC

PREPARED SUBGRADE

3.800

EXISTING

PATH

2%

0.750

1.200

3.500

0.500

0.300

75 - TEMPORARY ASPHALT

VARIES - TEMPORARY BASE COURSE MATERIAL (TO BE REUSED)

125 - BASE COURSE MATERIAL- GRANULAR A

300 - 50 mm GRANULAR A

SEPARATION/FILTRATION GEOTEXTILE FABRIC

PREPARED SUBGRADE

150 SUBDRAIN (SD-245) AT

LOCATIONS SHOWN IN PLAN

H

40 43

STAGE 5&6 SECTION - STA 0+250

SCALE 1:75 V

0 2.5m

SCALE:  1:150 H

0 5.0m

CONSTRUCTION

ZONE

EXISTING

GROUND

24.384

E PLW PL

3.500 3.8001.500

REMOVE TEMPORARY ASPHALT AND

BASE COURSE AS REQUIRED - ONCE

PAVEMENT/CURB IN PLACE, SUITABLE

SITE FILL TO BE PLACED

230 PLAIN DOWELLED  CONCRETE PAVEMENT C/W

INTEGRAL BARRIER CURB

125 - BASE COURSE MATERIAL- GRANULAR A

300 - 50 mm GRANULAR A

SEPARATION/FILTRATION GEOTEXTILE FABRIC

PREPARED SUBGRADE

J

41 43

STAGE 7&8 SECTION - STA 0+990

SCALE 1:75 V

0 2.5m

SCALE:  1:150 H

0 5.0m

CONSTRUCTION

ZONE

24.384

E PLW PL

3.500

75 TYPE 1A ASPHALT

125 - BASE COURSE MATERIAL- GRANULAR A

CLASS B GEOGRID

REGRADE & RESOD C/W

IMPORTED TOPSOIL AS

REQ'D (TYP)

180 mm MONOLITHIC

CONCRETE SPLASH

STRIP (SD-223A)

REMOVE TEMPORARY ASPHALT,

PLACE BASE COURSE AND

MONOLITHIC SPLASH STRIP

L

42 43

STAGE 9 SECTION - STA 0+990

SCALE 1:75 V

0 2.5m

SCALE:  1:150 H

0 5.0m

CONSTRUCTION

ZONE

24.384

E PLW PL

EXISTING

PATH

180 mm DOWELLED

BARRIER CURB

(SD-205)

3.500

REMOVE TEMPORARY ASPHALT,

PLACE SUITABLE SITE FILL AND

DOWELED BARRIER CURB

REGRADE & RESOD C/W

IMPORTED TOPSOIL AS

REQ'D (TYP)

K

42 43

STAGE 9 SECTION - STA 0+250

SCALE 1:75 V

0 2.5m

SCALE:  1:150 H

0 5.0m

CONSTRUCTION

ZONE

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

METRIC

N/A

N/A

43
1903811-Sherwin-ST-08.dwg
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Certificate of Authorization

MORRISON HERSHFIELD

No. 1736

ENGINEERS

GEOSCIENTISTS

MANITOBA

DESIGNED

DRAWN

CHECKED

APPROVED

RELEASED FOR CONSTRUCTION

BM

ELEV

HOR SCALE

VERT SCALE

DATE DATE

PROFESSIONAL'S SEAL

SHEET OF

CONSULTANT FILE NAME

BY

BY

BY

BY

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES

COMMITTEE

LOCATION APPROVED

UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

THE CITY OF WINNIPEG

PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION

CITY DRAWING NUMBER

PRELIMINARY

DRAWING 

NOT TO BE

USED FOR

CONSTRUCTION

23-018

235.300 m

S.E. Cor. Notre Dame Ave. & Sherwin Rd., Tblt. in W. Conc.

foundation No. 2070 Notre Dame Ave., 0.8 m S. & 0.7 m

below Conc. block of N.W. Cor. of bldg.

GFCISSUED FOR PRELIMINARY DESIGNA 19/12/13

DRAWING NUMBER

19/11/28

SHERWIN ROAD RECONSTRUCTION

AND CULVERT REPLACEMENT

OVER OMAND'S CREEK

SASKATCHEWAN AVE TO NOTRE DAME AVE

TENDER No. 24-2020
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