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STAGE 7 - TRAFFIC

STAGE 7 - CONSTRUCTION

STAGE 7 - PATHWAY

STAGE 7 - LAND DRAINAGE

STAGE 7 - ASPHALT OVERLAY

STAGE 7 - CURB

NOTES

1. MAINTAIN A MINIMUM OF ONE LANE OF TRAFFIC AT ALL TIMES DURING CONSTRUCTION.

2. INTERSECTING STREETS AND PRIVATE APPROACH ACCESS SHALL BE MAINTAINED AT ALL TIMES (UNLESS APPROVED BY CONTRACT ADMINISTRATOR).

3. CONSTRUCTION STAGING IN ACCORDANCE WITH THE LATEST EDITION OF THE CITY OF WINNIPEG "MANUAL OF TEMPORARY TRAFFIC CONTROL ON CITY STREETS".

4. MAINTAIN EXISTING DRAINAGE AND INSTALL PROPOSED DRAINAGE APPURTENANCES AS REQUIRED DURING THE APPROPRIATE STAGES AND AS DIRECTED BY THE CONTRACT ADMINISTRATOR.

5. CONSTRUCT TEMPORARY ASPHALT PAVEMENT AND RAMPS AS REQUIRED TO FACILITATE THE CONSTRUCTION STAGING.  THE TEMPORARY ASPHALT PAVEMENT SHALL CONSIST OF 75 mm - TYPE 1A

ASPHALTIC CONCRETE PAVEMENT, 75 mm BASE COURSE, 300 - 100 mm SUB-BASE AND GEOTEXTILE / GEOGRID (OR AS SHOWN ON DRAWING).

6. PARTIALLY EXCAVATE AND PERMANENT SUB-BASE / BASE STRUCTURE TO BE INSTALLED, WHILE MAINTAINING REQUIRED TRAFFIC (TO AVOID UNDERMINING OF PAVEMENT IN SUBSEQUENT STAGES).

7. SAWCUT EXISTING PAVEMENT FULL DEPTH PRIOR TO REMOVAL TO ENSURE INTEGRITY OF REMAINING PAVEMENT LEFT OPEN TO TRAFFIC.

STAGE 8 - TRAFFIC

STAGE 8 - CONSTRUCTION

STAGE 8 - ASPHALT OVERLAY

STAGE 8 - CURB

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

METRIC
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 STAGING - STAGE 7 & 8
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MORRISON HERSHFIELD
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UTILITIES ARE SHOWN OR THAT THE GIVEN
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SUPR. U/G STRUCTURES

COMMITTEE

LOCATION APPROVED

UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

THE CITY OF WINNIPEG
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23-018

235.300 m

S.E. Cor. Notre Dame Ave. & Sherwin Rd., Tblt. in W. Conc.

foundation No. 2070 Notre Dame Ave., 0.8 m S. & 0.7 m

below Conc. block of N.W. Cor. of bldg.
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DRAWING NUMBER
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SHERWIN ROAD RECONSTRUCTION

AND CULVERT REPLACEMENT

OVER OMAND'S CREEK

SASKATCHEWAN AVE TO NOTRE DAME AVE

TENDER No. 24-2020
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