B1 SIZE - 1000 x 707

SHT. REV.

1-04707-DE-50000-0529 " 00
737, P // / 1/ / NOTES:
y // // '/ / T CONSTRUCTION STANDARDS
7 /¢ LA / - TO BE CONSTRUCTED IN ACCORDANCE WITHMANITOBA HYDRO DISTRIBUTION
;7 ) ; T AND SUBTRANSMISSION STANDARDS, LATEST REVISION. NO MAJOR CHANGE
_ /[ _ A V) ; e SHALL BE MADE WITHOUT APPROVAL OF THE DESIGN ENGINEER OR DELEGATE.
/ / \ / T
/ VX T SITE GRADING
- / / \ &) T THE DEVELOPER IS RESPONSIBLE FOR GRADING OF THE SITE TO WITHIN +/-0.15M OF
zsom - \ ¢ e FINISHED GRADE PRIOR TO CONSTRUCTION COMMENCEMENT. BENCHMARKS ARE TO
250w o 2= L%\, - — - - BE OBTAINED FROM THE DEVELOPER OR CONSULTANT.
[ ] (0] / L% E \ T -
2 250W o // / Y / ) 2 \ ?A /—/—/ —
zson oty 1]/ nd / %%\\ \\'% T INSTALL ALL STREET LIGHT CONDUCTORS
[COCATION OF S/L CIRCUITS UNKNOWN | y o ® e "] | IN.50mm CONDUITS
10 ~ '\'LB'L% - \ \\ ";3\\ Pt - —///,/‘/-
. 250W o o - ///'/ ///X K \ / //_//‘//
o S o < T X}/\/ L\ T 7"~~~ |INSTALL GROUND ROD'S AS PER CD 50-5
& ° o > e P CONDUITS UNDER RAILWAY [ T
Sor U ICONTRACTOR SHALL INSTALL LOWER T / ARE SPACED 1 METER APART
\ | 0.3m 3m OF CABLE GUARD (AS PER CD 315-5 AND| |_ o T
| | 45' /|| ICD 200-63) AND COIL NEW CABLE FOR 3 <
51w N LOCK OUT, TA T AND FINAL CONNECTION
TO BE USED AS SOURCE FOR (€0 MANITOBA HYDRO CONNECTION . ® PCE)gFOOREJMED BGYCK/IUANITOBA HYDgg eTio
TEMPORARY OVERHEADS. I — A
I FINAL CONNECTION BY 1084 N s CONTRACTOR SHALL THEN INSTALLL TEMPORARY
MANITOBA HYDRO ® #6 DUPLEX OVERHEAD CONDUCTORS TO MAINTAIN LIGHTING DURING
\ \ . (D _— 2 CONSTRUCTION WITH MH DOING FINAL CONNECTION
\ \ S =,
} - Z 3 o AT THE END OF CONSTRUCTION TEMPORARY OVERHEAD CABLE SHALL
\ 5 BE DICONNECTED BY MH AND SALVAGED BY CONTRACTOR
\ ' iy - .
‘ 0.5m © J (:) § =
@ | _ D |8
& TF CST [ — - Ny A
\‘ { (OD ] LOCATION LUMINAIRE| TYPE MO G A L ik Py &
\ ‘ ey & S WALL STREET 9OWLED | I 77M | 1072 231 | 5266 | 30
T ?{ 35 o - WALL AND NOTRE DAME INT 240W LED 1 13.7M | 2242LUx 1.59 2.79
“ TR Ty ——— LED . ] WALL AND WALL ST E 150W LED 11l 10.7 [ 1918ux | 237 4.73
[HRIRER SRR 12 e PO ©
AR | ] —— oo
| - - — —— 0"8 67w
\ \ 45' 9 L e REEL NUMBER MANUFACTURER MANUFACTURE DATE
\ \ o -
3 3 3
0.5m % ”
g 1 e
| 5 2 A
[ INSTALL NEW GROUND ROD | ° AUTHORITY NOTIFIED NOT REQD OBTAINED
| - ol 3 DISTRICT 10/06/2020
- 5 =, @ C.0.W /MUNICIPAL 10/06/2020
. &0 S & S M.T.S. X
_ & © :‘;) N SHAW X
0.3m @ & S 3 EASEMENTS X
" . . A INSTALL NEW GROUND R(?OWP COMMUNICATIONS X
o Py g &0 scc. X
_ E © SN DEPT. OF HIGHWAYS X
— ! - N ° J Heated Bus Shelter
E| © o CONTACT NAME ,\"’G*,\?g‘gR E-MAIL ADDRESS
R . | INSTALL NEW GROUND ROD | DESIGN TOM HUMBLE 360-4569 THUMBLE@HYDRO.MB.CA
- 3 DESIGN ENGINEER MATT SINGER 360-3201 MSINGER@HYDRO.MB.CA
2 2 — AW PORTFOLIO PM DARIN WACH 360-3082 DWACH@HYDRO.MB.CA
j‘ e —— 0.5m—{ ® =7 _ 0 N Ly, S - o ENERGY SERVICE ADVISOR | TIM LOEB 360-5157 TLOEB@HYDRO.MB.CA
R’ gggggg:ﬁg@f%??%;ém & X ' U/G CONSTRUCTION JASON WITT 360-5794 | JWITT@HYDRO.MB.CA
a‘f/ g - S < O/H CONSTRUCTION WAYNE IRELAND 771-5212 | WIRELAND@HYDRO.MB.CA
| S ° < 7 HYDRO GAS
“ ~ ? g ‘\ 91w LED SHAW
& 9 N — | MTS
35" LI | ' Z7 \ ||
| o0 -l R 3 1980 WALL ST ;’7 TO BE USED AS SOURCE FOR | REPRESENTATIVE
| - - o vV A TEMPORARY OVERHEADS. 7 DISTRICT ENG TECH PHIL BRUCE 360-3073 PBRUCE@HYDRO.MB.CA
0.3m & =, 2 S FINAL CONNECTION BY %
| - ? > . MANITOBA HYDRO
| # ( 7 | INSTALLED
\ | 2 N [ v S Quantity Fixture Type Wattage Pole Type
‘#————ffffffffffiiiiiiii o - & QL = 8 LED 240W EXCLUSIVE
\ 18 0 - — oL st S 4 LED 150W EXCLUSIVE
N = o \_ | 9 D iz .l 2 LED 90 EXCLUSIVE
| »% = - 67TW k“ ‘LE |
\ 0.5m — | < - o
o g . 1
~ — = : i L
. . I REMOVED
INSTALL NEW GROUND ROD | o - i Quantity | Fixture Type | Wattage Pole Type
‘ 2000 = il 750 i = 8 LED 240W EXCLUSIVE
| b te 2 s - 4 LED 90W EXCLUSIVE
‘ — — . FI 347/600V L
| 5 0]
| I B g =
VH - 7 N -
\ 1149 ST MATTHEWS AVE N — R ‘,f, < e -
5 o - ******f—f——j,élffff, 7 ;
A i 2 o’ T 1
l MAGENTA [ PROPOSED TRENCH
CONTRACTOR SHALL INSTALL LOWER T 4
3m OF CABLE GUARD (AS PER CD 315-5 AND o RED | — r PROPOSED ORJECT
CD 200-63) AND COIL NEW CABLE FOR =,
MANITOBA HYDRO CONNECTION T - PINK OBJECT TO BE ABANDONED
- " — GREEN I s DBJECT TO BE SALVAGED
o106 © s BLACK . EXISTING OBJECT
120/208V Ny ¢ - e
] 5 . e 1 22 Y I AN— ||y = ot N A L'l--'-‘-I'-HHCT%TIDN .................. 1-#&4 AL CN STREET LEGHTING CABLE
| B %Tf‘ 75 i LL & ANMOTATION 1-1/0TRIPLEY STREET LHGHTING CABLE
I S / /i / ]
n J . e
- | 1 INFORMATION PERTAINING TO THE SIZE, TYPE AND LOCATION OF MANITOBA HYDRO FACILITIES
| ‘ AND INSTALLATIONS IS ILLUSTRATIVE AND SHOULD NOT BE RELIED ON FOR THE PURPOSES OF
- ANY ACTIVITY BEING CONDUCTED AT OR NEAR THE IDENTIFIED HYDRO INSTALLATIONS. ALL
| g LOCATIONS AND EQUIPMENT MUST BE VERIFIED BY APPROPRIATE HYDRO DISTRICT OFFICES
— | L PRIOR TO ANY PHYSICAL ACTIVITY BEING UNDERTAKEN AT OR NEAR HYDRO INSTALLATIONS.
] \ . ]
- g e e AT
: " " DRAWING NUMBER REFERENCE DRAWINGS AREA NUMBER MANITOBA HYDRO
- CONTACT "CLICK BEFORE YOU DIG MANITOBA" AT P A ———— 00 ISTRBLTION PLANING & DESioN
CI . kB f Y D . M B WO# P34261 NETWORK # 4306567
ICKBelore Y ouvig .com PRELIMINARY NOT TO BE STATION NUMBER DISTRICT:  KEEWATIN
3 USED FOR THIS IS A PRINT OF A DOCUMENT THAT HAS BEEN 1299
S THREE FULL WORKING DAYS ELECTRONICALLY AUTHENTICATED WITH 509 STREET LIGHT PROJECT
2 CONSTRUCTION TECHNOLOGY AUTHORIZED BY THE EGM. THE TV
s PRIOR TO CONSTRUCTION FOR LOCATION OF EXISTING ORIGINAL IS IN ELECTRONIC FORM. NO. DATE REVISIONS BY CKD. APP. — 46?522%%?!18&301 WALL STREET RECONSTRUCTION
S WATER, WASTEWATER, LAND DRAINAGE UTILITIES AND TH
O MANITOBA HYDRO UTILITIE CHECK SYSTEM VOLTAGE REMOVE AND INSTALL NEW STREET LIGHTING FROM
2 0 ou S 2 4/4.16KV ST MATHEW'S TO NOTRE DAME AS NEEDED
" S 1Ts0 SHT REV




