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NOTES:
CONSTRUCTION STANDARDS

TO BE CONSTRUCTED IN ACCORDANCE WITH MANITOBA HYDRO
DISTRIBUTION AND SUBTRANSMISSION STANDARDS, LATEST

INSTALLED SITE GRADING
Quantity Fixture Type Wattage Pole Type

THE DEVELOPER IS RESPONSIBLE FOR GRADING OF THE SITE TO WITHIN

/-0.15M OF FINISHED GRADE PRIOR TO CONSTRUCTION
\ 4 LED 240W EXLUSIVE EOMMENCEMENT. BENCHMARKS ARE TO BE OBTAINED FROM THE
DEVELOPER OR CONSULTANT.
e
\.\&‘{,\é‘?ﬁ‘l“ﬂ
&
DISCONNECTED
Quantity Fixture Type Wattage Pole Type
4 LED 240W EXLUSIVE

4120\A/

aN
{UPON LOCKOUT AND TAGOUT BY MANITO
HYDRO,CONTRACTOR SHALL INSTALL
TEMPORARY #4 DUPLEX OVERHEAD FEED
1IN ORDER TO MAINTAIN LIGHTING DURING
CONSTRUCTIOIN.

VAT THE END OF CONSTRUCTION
TEMPORARY OVERHEAD CABLE

S HAL B E D I S CO N N E CT E D BY M H \ CONTACT NAME ,\TL']"\(/?E';‘EER E-MAIL ADDRESS

AN D SA LVAG E D BY CO N TRACTO R \ DESIGN TOM HUMBLE 204-360-3459 |  thumble@hydro.mb.ca

DESIGN ENGINEER MATT SINGER 204-360-3201 msinger@hydro.mb.ca
N O/\,/\/ PROJECTS MGNT DARIN WACH 204-360-3183 dwach@hydro.mb.ca
~‘. YORK AVE + @ ESA TIM LOEB 204-360-5157 tloeb@hydro.mb.ca
\] . UNDERGROUND CABLES SHALL NOT BE INSTALLED IN THE SAME VERTICAL PLANE WITH OTHER UNDERGROUND U/G CONSTRUCTION JASON WITT 2043605794 | jwitt@hydromb.ca
\ SYSTEMS: -
O/H CONSTRUCTION WAYNE IRELAND 204-771-5212 wireland@hydro.mb.ca
\ SUCH AS PRIVATELY OWNED SUPPLY CABLES, GAS, WATER, SEWER LINES OR ANY FOREIGN CONDUIT.
INSTALLATION WITH COMMUNICATION CABLE IN THE SAME VERTICAL PLANE IS PERMITTED WITH JOINT USE HYDRO GAS @hydro.mb.ca
130W ey INSTALLATION )
LED O\ SHAW @sjrb.ca
‘ A MINIMUM HORIZONTAL SEPARATION OF 0.3M (DEFINED AS THE HORIZONTAL DISTANCE BETWEEN TWO MTS @nmtsallstream.com
‘ , VERTICAL PLANES) SHALL BE OBTAINED BETWEEN MANITOBA HYDRO OWNED UNDERGROUND CABLE AND
OTHER UNDERGROUND SYSTEMS. CUSTOMER BRUCE CHIN 204-986-6227 | bchin@winnipeg.ca

DISTRICT ENG TECH GEORGE WEDDALL| 204-485-3306 | gweddall@hydro.mb.ca

AL L STR E ET L I G H TS TO B E \ 2 56 SEE TABLE 1 AND 2 FROM C22.3 NO.7-10 PAGES 34 & 35 AL CONTRAGTOR
35" SPUN ALUMINUM ON el 0/208V > ‘\

B R EAKAWAY BAS E S W I T H ! \ AUTHORITY NOTIFIED NOT REQ'D OBTAINED
3M ARM AND LUMINAIRE | ' B DISTRICT 22007

C.0.W /MUNICIPAL 2020 08 27
( M.T.S. X
22546 < GAS X
34 7/600 ‘ \ E:::IMENTS .
A\ - X
INSTALL ALL #4 CN CABLES \ A COMMUNIOATIONS X
W
IN 50mm CONDUITS \ & — :
A 2 DEPT. OF HIGHWAYS X
' macenta N | PROPOSED TRENCH
| I
RED L PROPOSED DRIECT
PN OBJECT TO BE ABANDONED
- B ]
GREEN E DBIECT TO BE SALVAGED
BLacK — EXISTING OBIECT
Le AMMOTATION 1- &4 AL CN STREET LIGHTING CAELE
LL & AMMOTATION 1-1/0 TRIPLEX STREET LIGHTING CABLE

MUNICIPAL EXCAVATION STANDARDS

P 1 \ ,
I N STAL L N EVV G RO U N D AR X \ (1) BEFORE EXCAVATION FOR INSTALLATION OF HYDRO UNDERGROUND PLANT,

1 4 DEPTH AND LOCATION OF OBSTRUCTIONS MUST BE DETERMINED.
RO D AS P E R C D 50-5 ? \ (2) BEFORE COMMENCING WORK, ALL UTILITIES ARE TO BE CONTACTED FOR
CLEARANCES.
\ (3) CONCRETE SAW TO BE USED TO CUT PAVEMEN (FULL DEPTH)
\ . (4) THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL REPAIRS TO STREETS,
\/“ CURBS, BOULEVARDS, SIDEWALKS, FENCES, AND ANY OTHER PROPERTY
/ A '§\ ! DAMANGE DURING THE COURSE OF CONSTRUCTION.
- \ 1 REEL NUMBER MANUFACTURER MANUFACTURE DATE (5) ALL EXISTING STREET EXCAVATIONS TO BE BACKFILLED WITH STABILIZED
/‘\s & FILL. SIDEWALK EXAVATIONS WITH STABILIZED FILL. ALL OTHER EXCAVATIONS
\ , ° PRES SHALL BE BACKFILLED WITH EARTH FILL.
) 3 (6) ALL WORK SHALL CONFORM TO MANITOBA HYDRO SPECIFICATIONS.
. X e (7) MINIMUM 1.2 METERS COVERING CABLES AT DITCH BOTTOM. RESTORE AND
REGRADE DITCH.

BROADWAY AV

CONTACT "CLICK BEFORE YOU DIG MANITOBA" AT
ClickBeforeYouDigMB.com

** DISCLAIMER™*
THE INDICATION OF OTHER PARTIES ON THIS DRAWING ARE FOR TRENCH LOCATION

THREE FULL WORKING DAYS PURPOSES ONLY. REFER TO THE OTHER PARTY'S DRAWINGS FOR DESIGN DETAILS.
PRIOR TO CONSTRUCTION FOR LOCATION OF EXISTING
WATER, WASTEWATER, LAND DRAINAGE UTILITIES AND INFORMATION PERTAINING TO THE SIZE, TYPE AND LOCATION OF MANITOBA HYDRO
MANITOBA HYDRO UTILITIES THE PURPOSES OF ANY AGTIVITY BEING CONDUCTED AT OR NEAR THE |DENTIFIED HYDRO

INSTALLATIONS. ALL LOCATIONS AND EQUIPMENT MUST BE VERIFIED BY APPROPRIATE
HYDRO DISTRICT OFFICES PRIOR TO ANY PHYSICAL ACTIVITY BEING UNDERTAKEN AT OR
NEAR HYDRO INSTALLATIONS.

THIS IS A PRINT OF DOCUMENT THAT HAS BEEN ELECTRONICALLY AUTHENTICATED WITH
TECHNOLOGY AUTHORIZED BY THE EGM. THE ORIGINAL IS IN ELECTRONIC FORM.

NO. DATE REVISION BY | ckp. APP. AREA NUMBER MANITOBA HYDRO
DISTRIBUTION PLANNING & DESIGN
5201 WO# P:34238 NETWORK #
STATION NUMBER DISTRICT: CITY CENTRE
1501 CUSTOMER SERVICE PROJECT
FEEDER NUMBER INSTALL 4-35' SPUN ALUM C/W ' 240W LED
DRAWING NUMBER REFERENCE DRAWINGS DRAWN 1U3
TH NETWORK BUS STREET LIGHTS ON EAST SIDE OF HARGRAVE ST
CITY OF WINNIPEG APPROVALS CHEOK SYSTEM VOLTAGE
BETWEEN BROADWAY AND YORK
120V
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