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ARCHITECTURAL MATERIAL LIST

INSTALL AS PER MANUFACTURE INSTRUCTIONS
FILL IN HOLES IN CERAMIC TILE FLOORING AND GROUT LINE
AS REQUIRED FOR FIRST CLASS INSTALLATION OF CARPET T

CARPET

SHAW OBSERVE COLOR TILE 5T309
COLOR WILD FLORA 05411

SIZE 9” X 36"

HERRINGBONE PATTERN

TRANSACTION STRIP AT EDGES OF CARPET
DIAPLAS ALUMINIUM NOIR 3” HT STRIP

RCB

JOHNSONITE 4" BASE

CARPET BASE, TA4 GATEWAY WG
STANDARDS ARCHITECTURAL PAINTING
SPECIFICATION MANUAL PAINTING
INSTITUTE (MPI) TO APPLY
MANUFACTURE: DULUX, LIFEMASTER OR
BETTER

PAINT TYPE 1
DELICATE WHITE DLX1001—1 EGGSHELL

PAINT TYPE 2
TWINKLE DLX1154—4 EGGSHELL

PAINT TYPE 3
TO MATCH HEATING UNITS ALL WINDOW
WALL

TILE & STONE

ALL TILE & STONE BY CARRARA TILE

CENTURA CERAMIC FES, COLOR CIELO LUCIDO 5289
5" X 5"

GROUT MAPEI 77 FROST

COUNTER TOPS
RADIANZ QUARTZ SURFACES
CIRRUS AC711 2 CM TH

UNIKA VEAEV

AIR FLAKE BLADES, OPEN

COLOR —60 LIGHT GREY 80%

ATTACHED IN INTERIOR OF WINDOW MULLION
ACCENT COLOR —-65 MIDDLE GREY 20%

m

POWER & SYSTEMS LEGEND

DUPLEX OUTLET (REF. TO ELECT. DWGS.)
ISOLATED GROUND OUTLET

EXISTING

LAND LINE FOR
PHONE AT
COLUMN CAT 6
WIRING

46" MONITOR, MOUNT & INSTALLATION
SUPPLIED BY CITY

DATA CLOSET ON MAIN FLOOR NEAR
CHILDREN AREA

REF. TO ELECT. DWGS )
2 DATA LINES TO MATCH EXISTING WIRING SYSTEM

LIGHTING SPECIFICATIONS

CEILING HUNG LIGHT FIXTURE
UNIKA VAEV

LILY 35.4 " DIA 2.4HT
CUZ1R PLYMOUTH NRC .70

10 WATT

236" ELECTRICAL CORD
UNDERSIDE TO BE 7'-0"
F.F.F.

EXISTING LIGHT FIXTURE
® TO BE REPLACED WITH
NEW LED

LED DIMMABLE 900 — 1100 LUMENS

INTENSE LIGHTING, LEVITON COMPANY

SD8DRR—L7—-359—-DIM—FL/IC830SF
WHITE TRIM, 3500 K

TRACK LIGHTING C/W NEW 8’ TRACK
3 HEADS PER TRACK

INTENSE LIGHTING, LEVITON COMPANY

ITLP20=L2-358—-B—FL
BLACK FINISH, 3500K
NEW TRACK 10’ LONG

$  LIGHT SWITCH MATCH BUILDING STANDARD
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