CONTRACT ADMINISTRATOR:

Kathy Roberts
KEYED FLOOR PLAN NOTES: GENERAL NOTES: Project Officer, Municipal Accommodations
01.PROVIDE NEW 2X WOOD STRAPPING ON THE EXISTING STUDSTO 01. SKIM COATAS REQUIRED TO EVEN OUT EXISTING ADHESIVE ON Planning, Property and Development Department
ACCOMMODATE 6" ROUGH-IN SPACE. FILLVOID WITH BATT INSULATION, INSTALL EXISTING PLYWOOD WALLS. APPLY SKIM COAT UPTO 1'-0" ABOVE THE City of Winnipeg

Phone: 204.470.7380
Email: kathyroberts@winnipeg.ca

ONE LAYER OF 1/2" GYPSUM WALL BOARD AND PREPARE TO RECEIVE TILE FINISH. NEW CEILING LINE ON ALL WALLS.
REFERTO NOTE 06 FOR MORE INFO.
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WALL-BASE DETAIL
WOMEN'S WASHROOM REFLECTED CEILING PLAN WOMEN'S WASHROOM ROOM FINISH PLAN 05 3" = 10"
- — - — KEYED ROOM FINISH NOTES:
38" = 10 38" = 10 <~ ---- F01-  12'x24" CARRARATILES ERAMOSA
COLOUR: ICE, FINISH: POLISHED
GROUT: MAPEI - ULTRACOLOR PLUS #27 SILVER
LIGHT FIXTURE SCHEDULE
ot Quanity T T Produgl N e ] PROVIDE SCHLUTER RONDEC CLEAR ANODIZED ALUMINUM
em# “uantily ype anutacturer roduct Mo nis amps FOR EXTERNAL CORNERS, AND SCHLUTER JOLLY FOR CLEAR ANODIZED ALUMINUM EDGING
L1 8 Wall Sconce KUzCO 601484-LED Chrome LED 800Im
12 4 24"LED Striplight LTHONIALIGHTING  ZL1N L48 SMR 5000LM FSTMVOLT 40K 90CRIWH ~ White LED 5000Im ~¢——p F02-  PAINTED DRYWALL
13 2 48"LED Striplight LITHONIALIGHTING  ZL1N L24 SMR 2500LM FSTMVOLT40K 90CRIWH  White LED 2500Im COLOUR: DULUXARIA (DLX11160-3) - EGGSHELL FINISH
L4 2 4"0Potlight LITHONIALIGHTING  LDN4 40/10 LOAWR MVOLT GZ10 White LED 1000Im < B 03 PAINTED DRYWALL PROJECT ADDRESS: 2071 WSt
COLOUR: DULUX RENDEZVOUS (DLX1001-2) - EGGSHELL FINISH Winnipeg, VB, R2V 289
CEILING COMPONENTS: (VERIFY WITH ARCHITECT BEFORE ORDERING) ROECITIPE COMMERCALINTERIOR
NOTE:  REFERTO ELECTRICALAND MECHANICAL DRAWINGS FOR MORE INFORMATION F04-  PAINTED MDF (DOORWAYTRIMS) ALTERATION
COLOUR: DULUX SOLITARY STATE (DLX1009-3) - EGGSHELL FINISH TENDER¥: 9112020
EFD1:  PRICE PDDR DUCTED STEEL PERFORATED FLUSH FACE RETURN DIFFUSER SIZE TO FIT 24"X24" GRID, STANDARD WHITE FINISH (B12) PROJECT NAME:
EFD2:  RETURN DIFFUSER TBD BY MECHANICAL r 7] FO5- SHEETVINYL- JOHNSONITE 1Q GRANIT KILDONAN PARK
MS/W:  EXISITNG WALL MOUNTED MOTION SENSOR TEXTURE: 379 FULL SAIL (VERIFY WITH CONTRACT ADMINISTRATOR BEFORE ORDERING) GOLF COURSE CLUBHOUSE
MS/C:  CEILING MOUNTED MOTION SENSOR PROVIDE 4" COVED-UP WALL BASE AND WELDED SEAMS WOMEN'S WASHROOM
EL:  EMERGENCY LIGHTING RENOVATION
FO6-  FLOORING (VINYLTO CARPET) TRANSITION STRIP. PROVIDE A WIDER STRIP THAN THE ONE ATTHE MEN'S WASHROOM ENTRANCE.
VERIFY THE STRIP PROFILE WITH THE CONTRACT ADMINISTRATOR PRIOR TO INSTALLATION 2027 MAIN ST.
reoooo- roooe- 1 WOMEN'S WASHROOM PLANS
booooo- boooes t FO7-  GRID: USC DORN SUSPENDED CEILING GRID SYSTEM W/ DX/DXLAC3167 GRID PROFILE, W/ FLAT WHITE FINISH 0 0

TILES: 24"X 24" USC MILLENIA CLIMAPLUS ACOUSTIC CEILING TILE W/ FINE TEXTURE FINISH
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