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80mm - TYPE 1A ASPHALT

125mm - 20mm GRANULAR B

GEOGRID

150mm - 50mm GRANULAR B

GEOTEXTILE FABRIC

COMPACTED SUBGRADE

2.0%

SECTION A: TYPICAL PATHWAY CROSS-SECTION
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THAT THE GIVEN LOCATIONS ARE EXACT.

BEFORE PROCEEDING WITH CONSTRUCTION.

OBTAINED FROM THE INDIVIDUAL UTILITIES

LOCATION OF ALL SERVICES MUST BE

CONFIRMATION OF EXISTENCE AND EXACT

SUPR. U/G STRUCTURES

THAT ALL EXISTING UTILITIES ARE SHOWN OR

AVAILABLE. BUT NO GUARANTEE IS GIVEN

SHOWN ARE BASED ON THE BEST INFORMATION

LOCATION OF UNDERGROUND STRUCTURES AS

UNDERGROUND STRUCTURES

LOCATION APPROVED

LDS/WWS

ELEVATIONSGEODETIC BENCH MARK

RAMP CURB

LEGEND - PLAN

SURVEY BAR

PROPERTY LINE

EXISTING PROPOSEDLEGEND - PLAN EXISTING

WATERMAIN
VALVE

HYDRANT

PROPOSED

COMMITTEE

NOTE:
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TRAFFIC SIGNAL POLE
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CITY DRAWING NUMBER
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A.T. PATHWAY RENEWALS AND NEW MULTI-USE PATHWAY - STURGEON

CREEK

TOFROM

PATH RENEWAL

LIGHT STANDARD

ENGINEER'S SEAL

TRAFFIC SIGNALS

T.G.

M.S. , E.H. , R.W.T.G.
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SILVER AVE

STURGEON CREEK PATHWAY

 TENDER NO. 188-2021

TOFROM ACHESON DR

31.000

HYDRO/STREET LIGHT

MTS/SHAW

LEGEND - PLANEXISTING PROPOSED

ASPHALT

H

L

TREE

CONCRETE SIDEWALK

PAVEMENT DIMENSIONS ARE TO BACK OF CURB

C.

B.

A.

GENERAL NOTES

ALL CURB RADII UNDER 15.0m SHALL BE MODIFIED

CURB REPLACEMENT AS DIRECTED BY CONTRACT ADMINISTRATOR

PRELIMINARY

WHOLE NUMBERS INDICATE MILLIMETERS

METRIC

DECIMALIZED NUMBERS INDICATE METERS

1.

CONSTRUCTION NOTES

REMOVE EXISTING PATH AND CONSTRUCT NEW 80mm ASPHALT PATHWAY AS

PER DETAILED CROSS SECTION

2.
REMOVE POST BOLLARDS AND INSTALL NEW REMOVABLE STEEL BOLLARD AS

PER SCD-105C

3.
INSTALL NEW BENCH ON NEW ACCESSIBLE BENCH NODE AS PER SCD-136A

SUBMIT FOR PLAN APPROVAL1. T.G.21/03/03

BUSH-LINE

4.
TREE REMOVAL

5.
CONSTRUCT NEW 100mm CONCRETE SIDEWALK WITH DETECTABLE WARNING

TILES AS DIRECTED BY CONTRACT ADMINISTRATOR

6.
INSTALL TYPE "A" PAVEMENT REPAIR FABRIC AS DIRECTED BY CONTRACT

ADMINISTRATOR

PAVEMENT REPAIR FABRIC

7.
NEW LIGHT STANDARDS TO BE COMPLETED BY US

ISSUE FOR TENDER2. T.G.21/04/14

8.
SALVAGE AND RE-INSTALL POST BOLLARD AS PER SCD-105B

9.
REMOVE AND REPLACE ASPHALT

10.
INSTALL NEW POST BOLLARDS AS PER SCD-105B
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