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NOTES:

1. TOPOGRAPHIC CONTOURS BASED ON
KGS GROUP SURVEY FEBRUARY 2021
AND INFILL CONTOURS BASED ON 2011
LiDAR PROVIDED BY THE CITY OF
WINNIPEG. ALL DATA IS IN UTM ZONE 14,
NAD83 ORIGINAL, CGVD28.

2. FOR DETAILED TEST HOLE LOGS REFER
TO TECHNICAL SPECIFICATIONS.

3. CONTRACT WORK AND EQUIPMENT IS
LIMITED BY THIS BOUNDARY " NO WORK
ZONE".

OUTFALL PIPE

4. THE TRANSCONA POND IS A REGULATED
BODY OF WATER BY THE CITY OF
WINNIPEG. WATER LEVELS CAN

\\\\\\\\ FLUCTUATE GREATLY EVEN ON A DAILY

__________ BASIS AND NO GUARANTEES ARE MADE

THAT THE WATER LEVEL WILL BE AT THE

LEVELS INDICATED ON THE DRAWINGS.

NOTE THAT ACTUAL POND LEVELS

ENCOUNTERED AT THE SITE DURING

CONSTRUCTION WILL VARY DEPENDING

ON SEVERAL FACTORS THAT MAY

INFLUENCE THE POND LEVEL AT ANY

GIVEN POINT IN TIME. THE NATURE OF

EXTENT OF VARIATIONS MAY NOT

Tl BECOME EVIDENT UNTIL CONSTRUCTION

S, — COMMENCES.

NV E 222.98
NV W 222.98

5. HIGH WATER LEVEL IS IN PROCESS OF
BEING REVIEWED AND UPDATED.

RETENTION LAKE 4-7 (POND) (SEE NOTE 5)

HIGH WATER LEVEL EL. 229.16 (CITY OF WINNIPEG MAY 2010)

NORMAL WATER LEVEL EL. 223.01 - EL. 224.01 (CITY OF WINNIPEG)

LAKE BOTTOM EL. 222.6 (KGS GROUP FEB 2021)

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

ICE LEVEL EL. 223.75 (KGS GROUP FEB 2021)

OUTFALL PIPE

INLET PIPE
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. \\ \vg, ' DELINEATION OF PROPERTY LIMITS AS
\ e SHOWN ON THIS DWG DOES NOT REPRESENT
‘ A"LEGAL SURVEY". KGS GROUP MAKES NO

. ™ : : LAYDOWN REPRESENTATION OR WARRANTY AS TO THE

= AREA / ACCURACY OF PROPERTY LIMITS
DELINEATED ON THIS DWG, NOR ON THE

DIMENSIONAL ACCURACY OF DWG FEATURES

RELATIVE TO THOSE PROPERTY LIMITS.

— WORK LIMITS
| * (SEE NOTE 3)
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