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2 COTTONWOOD

5 MOUNTAIN ASH

7 MANITOBA MAPLE

7 AMUR MAPLE

4 DISCOVERY ELM

4 BLACK HILLS SPRUCE

WILLOW POLES PLANTING,

DOUBLE STAGGERED ROWS,

REFER TO DETAILS,

EXACT LAYOUT TO BE CONFIRMED ON SITE

(TOTAL LENGTH APPROX. 190m,

ROWS TO BE 1.0m O.C.

DIVOT @ 2.0m O.C. ALONG ROW,

380 STAKES IN TOTAL)

2 COTTONWOOD

4 MOUNTAIN MAPLE

2 COTTONWOOD

5 MOUNTAIN ASH

7 MANITOBA MAPLE

6 AMUR MAPLE

5 DISCOVERY ELM

4 BLACK HILLS SPRUCE

LOWER ROCKFILL TRENCH

2 COTTONWOOD

5 MOUNTAIN ASH

7 MANITOBA MAPLE

3 AMUR MAPLE

5 DISCOVERY ELM

4 BLACK HILLS SPRUCE

2 COTTONWOOD

5 MOUNTAIN ASH

2 MANITOBA MAPLE

6 AMUR MAPLE

5 DISCOVERY ELM

3 BLACK HILLS SPRUCE
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5 MOUNTAIN ASH

2 MANITOBA MAPLE

4 DISCOVERY ELM

2 DISCOVERY ELM

10 AMUR MAPLE

3 MANITOBA MAPLE

6 AMUR MAPLE

2 DISCOVERY ELM

5 AMUR MAPLE

2 DISCOVERY ELM

500mm STEEL PIPE

(SEE NOTE 5 ON CG-02)

LEGEND

TOPSOIL & SOD

UPPER SLOPE SEED MIX

LOWER SLOPE SEED MIX

WILLOW POLE PLANTING

DECIDUOUS TREES

COMMON NAMEQTY.

CONIFEROUS TREES

COTTONWOOD (MALE)

MANITOBA MAPLE
32

12

MOUNTAIN ASH25

15
BLACK HILLS SPRUCE

DISCOVERY ELM29

AMUR MAPLE43

PLANT SCHEDULE

(Refer to L2 for Full Plant Schedule)

WILLOW LIVE CUTTINGS370

REVISIONS

-
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BEFORE  PROCEEDING  WITH  CONSTRUCTION.

OBTAINED  FROM  THE  INDIVIDUAL  UTILITIES

LOCATION  OF  ALL  SERVICES  MUST  BE

CONFIRMATION  OF  EXISTENCE  AND  EXACT

THAT  THE  GIVEN  LOCATIONS  ARE  EXACT.

THAT  ALL  EXISTING  UTILITIES  ARE  SHOWN  OR

AVAILABLE  BUT  NO  GUARANTEE  IS  GIVEN

SHOWN  ARE  BASED  ON  THE  BEST  INFORMATION

LOCATION  OF  UNDERGROUND  STRUCTURES  AS

SUPV. U/G STRUCTURES

UNDERGROUND STRUCTURES
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TRANSCONA BOULEVARD POND

STABILIZATION AND ROADWORKS

LANDSCAPE WORKS

PLANTING PLAN
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RETENTION LAKE 4-7 (POND)

(SEE GENERAL NOTE 6)

HIGH WATER LEVEL:

EL. 229.16 (CITY OF WINNIPEG MAY 2010)

NORMAL WATER LEVEL:

EL. 223.01 - EL. 224.01

(CITY OF WINNIPEG MAY 2010)

LAKE BOTTOM:

EL. 222.6 (KGS GROUP FEB 2021)

ICE LEVEL:

 EL. 223.75 (KGS GROUP FEB 2021)

WARNING

PROPERTY LIMITS DELINEATION

DELINEATION OF PROPERTY LIMITS AS

SHOWN ON THIS DWG DOES NOT REPRESENT

A "LEGAL SURVEY".  KGS GROUP MAKES NO

REPRESENTATION OR WARRANTY AS TO THE

ACCURACY OF PROPERTY LIMITS

DELINEATED ON THIS DWG, NOR ON THE

DIMENSIONAL ACCURACY OF DWG FEATURES

RELATIVE TO THOSE PROPERTY LIMITS.

NOTIFY THE GAS COMPANY OF THE PROPOSED

LOCATION OF EXCAVATION.

TAKE PRECAUTION TO AVOID DAMAGE TO GAS

COMPANY INSTALLATIONS.

SEE PROVINCIAL REGULATION 21O/72 FOR

DETAILS.

1.

2.

3.

METRICGENERAL NOTES:

1. ALL CONSTRUCTION MATERIALS

AND METHODS TO BE IN

ACCORDANCE WITH "THE CITY OF

WINNIPEG, STANDARD

CONSTRUCTION SPECIFICATION

AND STANDARD DETAILS"

(LATEST REVISION).

2. CONTRACTOR TO STAKE

PROPOSED TREE LOCATION ON

SITE, LAYOUT TO BE APPROVED

BY LANDSCAPE ARCHITECT

PRIOR TO INSTALLATION.

3. CONTRACTOR TO CONFIRM THE

LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD

PRIOR TO CONSTRUCTION.

4. CONTRACTOR MUST FOLLOW THE

REQUIREMENTS OF THE VARIOUS

UTILITIES.

5. ALSO REFER TO SPECIFICATION.

6. HIGH WATER LEVEL IS IN

PROCESS OF BEING REVIEWED

AND UPDATED.

TREE PLANTING NOTES

1. PIT TO BE DUG WITH BACK HOE NOT TREE SPADE.

2. CONTRACTOR TO ENSURE TREE SET PLUMB.

3. SECURE 'T'-BARS TO TREE @ APPROX. 2/3 TOTAL TRUNK HEIGHT ABOVE FINISHED

GRADE.  CONTRACTOR TO ENSURE 'T'-BARS DO NOT PENETRATE ROOTBALL.

4. TREE SHALL BE PRUNED IMMEDIATELY AFTER PLANTING TO REMOVE DEAD,

BROKEN, DISEASED, DYING OR RUBBING BRANCHES.  CO-DOMINANT STEMS LESS

THAN 100mm (4") DIA. AT THE FORKS SHALL BE PRUNED OFF AND ONE MAIN STEM

SHOULD REMAIN.  TREE TOPPING OR HEADING IS NOT PERMITTED AT ANY TIME.

5. STAKES & TIES TO BE REMOVED BY CONTRACTOR AT END OF MAINTENANCE

PERIOD AND UPON ACCEPTANCE BY L.A.

6. MULCH TO BE ENVIRO MULCH AS PER SPEC. THE RECOMMENDED MULCH SHALL

CONSIST OF CHIPS NOT LESS THAN 15mm NOT LARGER THAN 75mm IN SIZE AND

NOT MORE THAN 20mm THICK.

7. LANDSCAPE ARCHITECT TO INSPECT TREE INSTALLATIONS TO CONFIRM PROPER

DEPTH OF PLANTING.

8. ARBORTIE

®

 by Deep Root Canada Corp.

Suite 341 – 550 West Broadway, Vancouver, BC V5Z 0E9

Tel: 604 687 0899, Toll Free: 800 561 3883

Fax: 604 684 6744

Website: http://www.deeproot.com/products/arbortie/applications

Email: mjames@deeproot.com

9. ALSO REFER TO CITY OF WINNIPEG TREE PLANTING AND MAINTENANCE

SPECIFICATION.

10. NO TREE PLANTING WITHIN 5.0m ON EACH SIDE OF OUTFALL PIPES,

11. NO TREE PLANTING WITHIN 3.0M ON EACH SIDE OF ROCK FILLED SWALE &

INTERCEPTOR DRAIN

AutoCAD SHX Text
LOCATION APPROVED

AutoCAD SHX Text
Winnipeg

AutoCAD SHX Text
PUBLIC WORKS DEPARTMENT

AutoCAD SHX Text
ENGINEERING DIVISION

AutoCAD SHX Text
THE CITY OF WINNIPEG

AutoCAD SHX Text
A1 (841x594) / PLOT SCALE: 1:1

AutoCAD SHX Text
Filename: C:\Users\WFok\Desktop\TEMP\Print-temp\Transcona_Pond\Transcona_Pond-Landscape-WORKING - Tab:L1 Plotted By: wfok 21/06/29 [Tue 1:21pm]C:\Users\WFok\Desktop\TEMP\Print-temp\Transcona_Pond\Transcona_Pond-Landscape-WORKING - Tab:L1 Plotted By: wfok 21/06/29 [Tue 1:21pm] - Tab:L1 Plotted By: wfok 21/06/29 [Tue 1:21pm]L1 Plotted By: wfok 21/06/29 [Tue 1:21pm]

AutoCAD SHX Text
WHOLE NUMBERS INDICATE MILLIMETRES DECIMALIZED NUMBERS INDICATE METRES

AutoCAD SHX Text
NOT TO BE USED FOR CONSTRUCTION

AutoCAD SHX Text
ISSUED FOR TENDER


	Sheets and Views
	Transcona_Pond-Landscape-WORKING-L1
	Transcona_Pond-Landscape-WORKING-L2


