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NOTES:
1. CONTRACTOR TO PROVIDE MEASURES TO

FACILITATE CONSTRUCTION OF CLAY TOE
BERM IN THE DRY.OUTFALL FLOW MUST BE
MAINTAINED AND MUST NOT BE IMPEDED. THE
PURPOSE OF THE SACRIFICIAL BERM IS TO
ALLOW THE CONTRACTOR TO WORK IN THE
DRY (WITHOUT IMPEDING THE OUTFALL
FLOW). SHOULD TEMPORARY PUMPING BE
REQUIRED, CONTRACTOR WILL BE REQUIRED
TO SUBMIT A DE-WATERING OUTFALL PIPE
PLAN INCIDENTAL TO SITE DEVELOPMENT
AND RESTORATION. FOLLOWING COMPLETION
OF WORK IN THE DRY, THE CONTRACTOR IS
TO RESTORE THE POND BOTTOM TO ITS
ORIGINAL CONDITION BY REMOVING THE
SACRIFICAIL BERM IN ITS ENTIRETY.

NOTES CONTINUED:
2. CLAY TOE BERM FOUNDATION TO BE

PREPARED BY STRIPPING ALL UNSUITABLE
MATERIALS AND SATURATED SOIL IN POND
AREA AS PER SPECIFICATIONS.

3. ALL LOOSE FAILED MATERIAL IN SCARP AND
SINK HOLE AREAS TO BE REMOVED OFF SITE
AND REBUILT AS PER SPECIFICATIONS.

TRANSCONA BOULEVARD POND
STABILIZATION AND ROADWORKS

SLOPE STABILIZATION WORKS
ROCKFILL COLUMNS PLAN, SECTIONS AND DETAILS
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