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DELINEATION OF PROPERTY LIMITS AS
SHOWN ON THIS DWG DOES NOT REPRESENT
A "LEGAL SURVEY".  KGS GROUP MAKES NO
REPRESENTATION OR WARRANTY AS TO THE
ACCURACY OF PROPERTY LIMITS
DELINEATED ON THIS DWG, NOR ON THE
DIMENSIONAL ACCURACY OF DWG FEATURES
RELATIVE TO THOSE PROPERTY LIMITS.

NOTIFY THE GAS COMPANY OF THE PROPOSED
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SEE PROVINCIAL REGULATION 21O/72 FOR
DETAILS.

1.

2.

3.

METRIC

FENCE

WINDOW/DOOR SILL
GARAGE/PARKING SLAB

C PROFILE
EDGE OF ALLEY LHS
EDGE OF ALLEY RHS

B

N/W LANE P
S/E MEDIAN P

L

L
L

LHS/RHS

TREE

21-0107-004-CG-02

CG-02

SCALE:

0 10 20 30m10

1:400 METRIC

ENGINEERS
GEOSCIENTISTS
MANITOBA

Certificate of Authorization

KGS Group

No. 245

5

P-3548-05

12

2021-05-27

PwD

AS NOTED

-

NOTES:
1. TOPOGRAPHIC CONTOURS BASED ON KGS

GROUP SURVEY fEBRUARY 2021 AND INFILL
CONTOURS BASED ON 2011 LiDAR PROVIDED BY
THE CITY OF WINNIPEG. ALL DATA IS IN UTM ZONE
14, NAD83 ORIGINAL, CGVD28.

2. CONTRACTOR SHALL CONSTRUCT ACCESS RAMP
WITH SUITABLE GRADE AND SAFE SIDE SLOPES.
TRAFFIC GRAVEL USED SHALL BE REMOVED AND
RAMP AREA RESTORED AFTER CONSTRUCTION IS
COMPLETED.

3. CONTRACTOR SHALL USE SOFT DIG METHODS TO
CONFIRM LOCATION OF PIPE AT MINIMUM OF TWO
LOCATIONS (1) IN AREA OF SINK HOLE AND (2) AT
CROSSING PRIOR TO INSTALLING ROCKFILL
COLUMNS WITHIN 1m OF PIPE FROM WHICH
COLUMNS SPACING SHALL ORIGINATE.
CONTRACTOR IS TO ONLY CROSS PIPE AT
DESIGNATED CROSSING.

4. RAMPS TO UPPER AND LOWER COLUMN BENCHES
TO BE STAGED AS APPROVED BY THE CONTRACT
ADMINISTRATOR.

5. 500mm STEEL PIPE BELIEVED TO HAVE BEEN
ABANDONED BY THE CITY OF WINNIPEG.
CONTRACTOR IS RESPONSIBLE TO CONFIRM
ABANDONMENT AND SOFT DIG TO CONFIRM
LOCATION. CONTRACTOR RESPONSIBLE FOR
REMOVING PIPE IF SITE ACCESS RAMP IS
IMPEDED INCIDENTAL TO SITE DEVELOPMENT
AND RESTORATION.

6. PROTECTION AREA / NO WORK ZONE TO BE
ENCLOSED WITH RIGID FENCING WITH MINIMUM
3m BUFFER.

7. HIGH WATER LEVEL IS IN PROCESS OF BEING
REVIEWED AND UPDATED.
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