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FROM UTILITY
4.16 kV LEGEND

GENERAL NOTES:
ﬁ 1. THE INFORMATION SHOWN ON THIS DRAWING IS BASED ON EXISTING CITY OF WINNIPEG

FDS-UTIL DRAWINGS AND MATERIAL. IT HAS NOT BEEN VERIFIED AS 100% ACCURATE AND IS NOT VFD VARIABLE FREQUENCY DRIVE
50A, 3P INTENDED TO PROVIDE A COMPLETE LISTING OF ALL EXISTING EQUIPMENT.

________________________ 1 2. THE EXTENT OF THE DEMOLITION SCOPE OF WORK INCLUDES THE DISCONNECTION AND 0/L]  ELECTRONIC OVERLOAD WITH
REMOVAL OF ALL THE EXISTING ELECTRICAL EQUIPMENT AND CABLING SHOWN HEREIN 6/fl  GROUND FAULT DETECTION
UNLESS SPECIFICALLY INDICATED OTHERWISE.
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TRANSFORMERS : <> 3. CONFIRM WITH THE CITY OF WINNIPEG WATER & WASTEWATER DEPARTMENT FOR THE ELAPSED HOUR METER
|

2400-600/347V SPECIFIC ALLOCATION OF ALL ELECTRICAL EQUIPMENT REMOVED UNDER THIS CONTRACT.
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——————————————————————————————————————————————————————— INDICATED. CONSULT WITH THE CITY IF ANY EQUIPMENT AND/OR PART SHALL BE KEPT,
CITY OF WINNIPEG OTHERWISE DISPOSE OF EQUIPMENT

b J
UTILITY 4. ALL EQUIPMENT SHOWN ON THIS DRAWING IS TO BE DEMOLISHED UNLESS OTHERWISE E CURRENT TRANSFORMER
CONTACTOR

SPECIFIC KEYNOTES

@——— CP-CSTE-MAIN

4-1C, 750 MCM AL. COORDINATE WITH MANITOBA HYDRO FOR THE DECOMMISSIONING OF THE EXISTING POLE MOUNTED

600A, 3P, 4W, 347/600V UNDERGROUND POWER SERVICE. o
BREAKER

EXISTING FLOOD PUMP MOTORS TO REMAIN. COORDINATE SCHEDULING OF PUMP POWER

SHUTDOWN(S) TO OCCUR DURING THE WINTER MONTHS (NOVEMBER TO MARCH) WHEN THE FLOOD o

PUMPING SYSTEM IS NOT REQUIRED TO OPERATE.

EXISTING LIFT PUMP MOTORS TO REMAIN. COORDINATE SCHEDULING OF PLANT POWER SERVICE MOTOR THERMAL OVERLOAD

(‘I- (@ UTILITY :: UPGRADE AND INSTALLATION OF NEW LIFT PUMPS MCC-A72 & PUMP FLOOR MOUNTED VFD CABINETS

METERING SUCH THAT THE TWO EXISTING LIFT PUMPS REMAIN OPERATIONAL DURING ALL PHASES OF
‘I —_ = - — FUSED DISCONNECT
CB-CSTE-MAIN

CONSTRUCTION. THIS MAY INCLUDE THE PROVISION OF TEMPORARY PUMPING BYPASS AND / OR THE ﬁ
> 600A, 3P %

UNSPECIFIED PERIOD OF TIME.

PROVIDE TEMPORARY RELOCATION AND / OR POWER SUPPLY TO EXISTING PLANT 120/240V POWER
PANEL PNL-L10 TO MINIMIZE INTERRUPTION OF PLANT LIGHTING AND HEATING OPERATIONS DURING
THE INSTALLATION AND COMMISSIONING OF THE NEW 120/240V POWER PANEL PNL-A73 SPECIFIED IN
— = — - r - — - — THIS CONTRACT.

P——— CP-CSTE-SPL
2-3C, 350MCM

PROVISION OF ON-SITE TEMPORARY POWER AND CONTROLS FOR THE LIFT PUMPS FOR AN
MAIN BREAKER

o RESISTOR
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600A, 600V, 3PH, 4W 100A, 600V, 3PH, 4W
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PNL-L20
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