
M

UTILITY

METERING

3-100 kVA PLOE MOUNT

TRANSFORMERS

2400-600/347V

XFMR-UTIL

CITY OF WINNIPEG

UTILITY

CP-CSTE-MAIN

4-1C, 750 MCM AL.

CP-CSTE-SPL

2-3C, 350MCM

600A, 3P

MAIN BREAKER

CB-CSTE-MAIN

CSTE-SPL

600A, 600V, 3PH, 4W

MCP-P-F1

600A, 3P

FDS-UTIL

50A, 3P

4.16 kV

FROM UTILITY

CP-MCP-P-F1

3C, 2/0  AWG, TYPE T

M

(WAS P46)

P-F1

125 HP

126 FLA

695 RPM

MS-P-F1

SIZE 5

REDUCSED

VOLTAGE

STARTER

CP-MS-P-F1

3C, 2/0  AWG, TYPE T

CP-P-F1

3C, 2/0  AWG, TYPE 1

MCP-P-F2

600A, 3P

CP-MCP-P-F2

3C, 4/0  AWG, TYPE T

M

(WAS P47)

P-F2

175 HP

175 FLA

580 RPM

MS-P-F2

SIZE 5

REDUCSED

VOLTAGE

STARTER

CP-MS-P-F2

3C, 4/0  AWG, TYPE T

CP-P-F2

3C, 4/0  AWG, TYPE 1

FDS-SPL-L1

100A, 3P

CP-FDS-L1

3C, 3  AWG

CP-SPL-L1

3C, 3  AWG

SPL-L1

100A, 600V, 3PH, 4W

PNL-L20

120/240V

1PH, 3W

40A

6 CCT.

40A

3P

FDS-XFMR-L10

30A, 3P

CP-FDS-XFMR-L10

3C, 10  AWG

15kVA

TRANSFORMER

600-120/240 V

XFMR-L10

PNL-L10

120/240V

1PH, 3W

100A

20 CCT.

100A

3P

CP-XFMR-L10

3C, 10  AWG

CP-PNL-L10

3C, 3  AWG

CP-MS-P-L1

3C, 10  AWG

MS-P-L1

50A

SIZE 2

M

SANATATION PUMP

P-L1

20 HP

22 FLA

CP-P-L1

3C, 10  AWG

CP-MS-P-L2

3C, 10  AWG

MS-P-L2

50A

SIZE 2

M

SANATATION PUMP

P-L2

20 HP

22 FLA

CP-P-L2

3C, 10  AWG

27

POWER FAIL

VOLTAGE MONITOR

PLC

RLY-L1

CP-RLY-F1

3C, 10  AWG

ELECTRONIC OVERLOAD WITH

GROUND FAULT DETECTION

CONTACTOR

CURRENT TRANSFORMER

ELAPSED HOUR METER

BREAKER

ETM

\\TTS293FS2.TT.LOCAL\PROJECTS\A-G\CITY OF WINNIPEG - WATER & WASTE DEPARTMENT - 0012\734-21001206.00 - LINDEN LFPS UPG\CAD\ELECT\PRODUCTION DRAWINGS\734-2100120600-DWG-E0001.DWG  21.08.26  9:13 AM  SPEIDEL, KEEGAN

REVISIONSNO.

ELEV.

B.M.

DATE DATEBY

HOR.  SCALE:

DRAWN

VERTICAL:

BY

BY

DESIGNED

DATE

CONSULTANT DRAWING NO.

APPROVED

RELEASED FOR

CONSTRUCTION

BY

CHECKED

BY

CITY DRAWING NUMBER

SHEET       OF

ISSUED FOR TENDER00

LINDEN LIFT AND FLOOD PUMPING STATION UPGRADES

ELECTRICAL

SINGLE LINE DIAGRAM

DEMOLITION

21.08.26

F.B. 

21.08.26 DWD

KS

AS NOTED

DWD

734-2100120600-DWG-E0001

E0001

1-0155L-E0001-001

14 50

DWD

THE INFORMATION CONTAINED ON THIS DRAWING HAS BEEN
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PROJECT AND IS COPYRIGHTED. ANY UNAUTHORIZED USE

OF THIS INFORMATION IS A BREACH OF COPYRIGHT AND
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INTENDED PURPOSE IS AT THE SOLE RISK OF THE USER.
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GENERAL NOTES:

1. THE INFORMATION SHOWN ON THIS DRAWING IS BASED ON EXISTING CITY OF WINNIPEG

DRAWINGS AND MATERIAL. IT HAS NOT BEEN VERIFIED AS 100% ACCURATE AND IS NOT

INTENDED TO PROVIDE A COMPLETE LISTING OF ALL EXISTING EQUIPMENT.

2. THE EXTENT OF THE DEMOLITION SCOPE OF WORK INCLUDES THE DISCONNECTION AND

REMOVAL OF ALL THE EXISTING ELECTRICAL EQUIPMENT AND CABLING SHOWN HEREIN

UNLESS SPECIFICALLY INDICATED OTHERWISE.

3. CONFIRM WITH THE CITY OF WINNIPEG WATER & WASTEWATER DEPARTMENT FOR THE

SPECIFIC ALLOCATION OF ALL ELECTRICAL EQUIPMENT REMOVED UNDER THIS CONTRACT.

4. ALL EQUIPMENT SHOWN ON THIS DRAWING IS TO BE DEMOLISHED UNLESS OTHERWISE

INDICATED. CONSULT WITH THE CITY IF ANY EQUIPMENT AND/OR PART SHALL BE KEPT,

OTHERWISE DISPOSE OF EQUIPMENT

SPECIFIC KEYNOTES

COORDINATE WITH MANITOBA HYDRO FOR THE DECOMMISSIONING OF THE EXISTING POLE MOUNTED

600A, 3Φ, 4W, 347/600V UNDERGROUND POWER SERVICE.

EXISTING FLOOD PUMP MOTORS TO REMAIN. COORDINATE SCHEDULING OF PUMP POWER

SHUTDOWN(S) TO OCCUR DURING THE WINTER MONTHS (NOVEMBER TO MARCH) WHEN THE FLOOD

PUMPING SYSTEM IS NOT REQUIRED TO OPERATE.

EXISTING LIFT PUMP MOTORS TO REMAIN.  COORDINATE SCHEDULING OF PLANT POWER SERVICE

UPGRADE AND INSTALLATION OF NEW LIFT PUMPS MCC-A72 & PUMP FLOOR MOUNTED VFD CABINETS

SUCH THAT THE TWO EXISTING LIFT PUMPS REMAIN OPERATIONAL DURING ALL PHASES OF

CONSTRUCTION. THIS MAY INCLUDE THE PROVISION OF TEMPORARY PUMPING BYPASS AND / OR THE

PROVISION OF ON-SITE TEMPORARY POWER AND CONTROLS FOR THE LIFT PUMPS FOR AN

UNSPECIFIED PERIOD OF TIME.

PROVIDE TEMPORARY RELOCATION AND / OR POWER SUPPLY TO EXISTING PLANT 120/240V POWER

PANEL PNL-L10 TO MINIMIZE INTERRUPTION OF PLANT LIGHTING AND HEATING OPERATIONS DURING

THE INSTALLATION AND COMMISSIONING OF THE NEW 120/240V POWER PANEL PNL-A73 SPECIFIED IN

THIS CONTRACT.
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