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ELECTRIC HEATERS SCHEDULE

HEATOUTPUT TEMPERATURE RISE FAN ELECTRICAL WEIGHT
TAG LOCATION MANUFACTURER MODEL TYPE MOUNTING NOTES
BTUH KW °C °F HP RPM | CFM L/S VOLT | PHASE | HZ LBS KG

UH-L&5 MAIN FLOOR OUELLET OAS20036AM UNITHEATER 68,240 200 27 49 13 1725 | 1,400 661 575 3 60 85 39 SUSPENDED 1-411
UH-L75 FLOOD STATION DRYWELL OUELLET OowD10036 UNITHEATER 34,130 10.0 12 22 1.450 684 575 3 60 70 32 SUSPENDED 5-8 11
UH-L76 COMM. CHAMBER QUELLET OwD05036 UNITHEATER 17,065 50 13 24 700 330 575 3 60 70 32 SUSPENDED 5-8 11
UH-L77 LIFT STATION MOTOR ROOM QUELLET OwD05036 UNITHEATER 17,065 50 13 24 700 330 575 3 60 70 32 SUSPENDED 5-8 11
UH-L78 LIFT STATION DRYWELL QUELLET OwD05036 UNITHEATER 17,065 50 13 24 700 330 575 3 60 70 32 SUSPENDED 5-8 11
HCE-AB6 MAIN FLOOR THERMOLEC DUCTHEATER 122,868 36.0 575 3 60 IN-DUCT 9-10, 11
HCE-AB7 MAIN FLOOR THERMOLEC DUCTHEATER 44,369 13.0 575 3 60 IN-DUCT 9-10, 11
NOTES:

—_

.INDUSTRIAL SUSPENDED ELECTRIC UNITHEATER, CSA LISTED. 18 GA CONSTRUCTION, EPOXY/POLYESTER POWDER PAINTED. ADJUSTABLE LOUVERS TO DIRECT AIR FLOW. HIGH-LIMIT TEMPERATURE CONTROL WITH AUTOMATIC RESET.

. TOTALLY ENCLOSED FACTORY-LUBRICATED BALL BEARING FAN MOTOR. MOTOR IS THERMALLY PROTECTED. FAN DELAY PURGES HEATER OF RESIDUAL HEAT. FAN BLADES WITH ALMOND EPOXY/POLYESTER COATING.

. TUBULAR HEATING ELEMENTS, FINNED STEEL. FACTORY INSTALLED CONTACTOR AND 208V CONTROL CIRCUIT. NEMA 4XWALL MOUNTED THERMOSTAT CONNECTED TO UNIT CONTROL TERMINAL BLOCK. DISCONNECT SWITCH.

FACTORY SUPPLIED CEILING MOUNTING BRACKETS ALOWING 360 ° ROTATION. MAXIMUM INSTALLATION HEIGHT - 3m.

.INDUSTRIAL WASHDOWN UNITHEATER. 16 Ga 304 STAINLESS STEEL, MOISTURE AND CORROSION RESISTANT HOUSING. ULC LISTED. ADJUSTABLE STAINLESS STEEL OUTLET LOUVERS. STAINLESS STEEL REAR PROTECTION. GRILLE

. HIGH-LIMIT TEMPERATURE CONTROL WITH AUTOMATIC RESET. DISCONNECT SWITCH WITH LOCKABLE HANDLE. ANODDIZED ALUMINUM, DELAYED-ACTION FAN. ENCLOSED EPOXY COATED MOTOR WITH PERMANENTLY LUBRICATED BALL BEARING.
. EPOXY PAINTED FAN TO RESIST MOISURE AND CORROSION. SEALED TUBULAR HEATING ELEMENT WITH 316 STAINLESS STEEL FINS. EPOXY PAINT FINISH FOR CORROSION RESISTANT.

. FACTORY SUPPLIED STAINLESS STEEL SWIVEL MOUNTING BRACKET FOR WALL OR CEILING MOUNTING. NEMA 4XWALL MOUNTED THERMOSTAT.

9. ELECTRIC OPEN COIL IN-DUCTHEATER, CSA APPROVED, FLANGED TYPE, SUITABLE FOR DUCT SIZE PER DRAWING, GALVANIZED STEEL FRAME, STAINLESS STEEL COIL TERMINAL, FAIL SAFE AUTOMATIC RESET, BUILT-IN DISCONNECT SWITCH.

10. CONTROL TRANSFORMER, AIR FLOW INDICATING PRESSURE SWITCH, IN-DUCT AIR SUPPLY TEMPERATURE STAT FOR ENERGIZING AND DE-ENERGIZING, ELECTRONIC THERMOSTAT, INTERCONNECTED WITH HVYAC CONTROLLER.
11. SUPPLIED BY MECHANICAL CONTRACTOR.

FAN SCHEDULE

AR STATICPRESSURE MOTOR ELECTRICAL WEIGHT DAMPER SIZE
TAG LOCATION SERVICE MANUFACTURER MODEL DRIVE TYFE NOTES
CHFM LS IWC. Pa HP Kw RPM VOLT | PHASE | HZ | LBS | KG IN MM
SFF61 MAINFALOOR SUPFLY AIR GREENHECK SA130-A-3/4 DIRECT 1,367 645 1.25 3 34 0.56 1674 120 1 60 77 35 18x18 457457 1-2,8
SFFg2 MAINFLOOR SUPRLY AIR GREENHECK SG-100-A-1/4 DIRECT 601 284 1.00 249 1/4 0.19 1248 120 1 60 56 25 14x14 366x356 3-4.8
EF-AE3 MAINFLOOR BEXHAUSTAIR GREENHECK SG-140VGA DIRECT 19671943 9291445 125 3N 1 0.75 14971717 120 1 60 104 | 47 20620 508408 5-6,8
EF-AG4 MAINFALOOR BEHAUSTAIR NORTHERN BLOWER 8091 SERIES, SIZE 2225 BELT 6,500 3066 0.50 125 3 34 | 280 1725 575 3 60 30DIA 762 DIA 7.8
NOTES:

1. CENTRIFUGAL INLINE FAN, HORIZONTAL MOUNTING AND DISCHARGE, ALUMNJUM CONSTRUCTION, INTERNALLY INSULATED FAN HOUSING WITH 25mm FIBERGLASS DUCT LINER, INSULATED MOTOR COVER. MANUFACTURER'S APPLIED CORROSION RESISTANT POWDER PROTECTIVE COATING.
2. DISCONNECT SWITCH NEMA-4X PERMANENTLY LUBRICATED, SEALED BALL BEARING MOTOR. HANGING SPRING ISOLATORS KIT. ULCLISTED.

3. CENTRIFUGAL INLINE FAN, VERTICAL MOUNTING AND DOWNWARD DISCHARGE, ALUMNUM CONSTRUCTION, INTERNALLY INSULATED FANHOUSING WITH 25mm FIBERGLASS DUCT LINER, INSULATED MOTOR COVER. MANUFACTURER'S APPLIED CORROSION RESISTANT POWDER PROTECTIVE COAT
4. DISCONNECT SWITCH NEMA-AX PERMANENTLY LUBRICATED, SEALED BALL BEARING MOTOR. HANGING SPRING ISOLATORS KIT. ULCLISTED.

5. CENTRIFUGAL INLINE FAN, HORIZONTAL MOUNTING AND DISCHARGE, ALUMNUM CONSTRUCTION, INTERNALLY INSULATED FAN HOUSING WITH 25mm FIBERGLASS DUCT LINER, INSULATED MOTOR COVER. MANUFACTURER'S APPLIED CORROSION RESISTANT POWDER PROTECTIVE COATING.
6. VARI-GREEN MOTOR, TWO SPEED CONTROL W TH INTEGRAL TRANSFORMER. DISCONNECT SWTCH NEMA-AX PERMANENTLY LUBRICATED, SEALED BALL BEARING MOTOR. HANGING SPRING ISOLATORS KIT. ULCLISTED. GRAVITY BACKDRAFT DAMPER,

7. CENTRIFOIL EXHAUST FAN(PURCHASED BY THE CTY OF WINNIPEG). HEAVY DUTY ALL WELDED STEEL WITH ENCLOSED BELT AND BEARING TUNNELS. INLET SCREEN.

8. FANS SUPPLIED BY MECHAN CAL CONTRACTOR (EF-AB4 1S PURCHASED BY THE ATY OF WINNIPEG AND STORED WITHIN THE PROJECT PREM SES)
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