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KEYNOTES

DISCONNECT AND REMOVE EXISTING FLOOD STATION DRY WELL HIGH LEVEL FLOAT SWITCH AND

REPLACE WITH NEW AS INDICATED. PROVIDE ALL NEW CABLE AND CONDUIT FROM FLOAT SWITCH TO

PLC / RTU PANEL CP-A81. PROVIDE EXCESS CABLING FOR FLOAT HEIGHT ADJUSTMENT. FINAL

ELEVATION WILL BE DETERMINED DURING CONSTRUCTION.

DISCONNECT AND REMOVE EXISTING FLOOD STATION WET WELL ULTRASONIC LEVEL TRANSDUCER

AND REPLACE WITH NEW AS INDICATED. PROVIDE ALL NEW CABLE AND CONDUIT FROM TRANSDUCER

TO LEVEL TRANSMITTER PANEL MOUNTED IN PLC / RTU PANEL CP-A81. PROVIDE EXCESS CABLING

FOR TRANSDUCER HEIGHT ADJUSTMENT. FINAL ELEVATION WILL BE DETERMINED DURING

CONSTRUCTION.

DISCONNECT AND REMOVE EXISTING FLOOD STATION WET WELL HIGH LEVEL FLOAT SWITCH AND

REPLACE WITH NEW AS INDICATED. PROVIDE ALL NEW CABLE AND CONDUIT FROM FLOAT SWITCH TO

PLC / RTU PANEL CP-A81. PROVIDE EXCESS CABLING FOR FLOAT HEIGHT ADJUSTMENT. FINAL

ELEVATION WILL BE DETERMINED DURING CONSTRUCTION.

DISCONNECT AND REMOVE EXISTING LIFT STATION DRY WELL HIGH LEVEL FLOAT SWITCH AND

REPLACE WITH NEW AS INDICATED. PROVIDE ALL NEW CABLE AND CONDUIT FROM FLOAT SWITCH TO

PLC / RTU PANEL CP-A81. PROVIDE EXCESS CABLING FOR FLOAT HEIGHT ADJUSTMENT. FINAL

ELEVATION WILL BE DETERMINED DURING CONSTRUCTION.
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