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100A RATED, 120/240V, 1-PH, 3W _
PANEL TAG NAME: PNL-A73 MAINS: 100A, Cu ﬁﬂggxﬁgﬁ I\S/I}AJIEFFAI\_C(;)EOR
MAIN BKR: M.L.O.
CIRCUIT DESCRIPTION AMP CIRCUITS AMP CIRCUIT DESCRIPTION

MAIN FLOOR LIGHTING 15 1 A 2 20 |MAIN FLOOR RECEPTACLES (3)
FLOOD STATION DRY WELL LIGHTING 15 3 B 4 20 |MAIN FLOOR RECEPTACLES (3)
COMMUNITOR CHAMBER LIGHTING 15 5 A 6 20* |EXTERIOR RECEPTACLES (1)
LIFT STATION MOTOR ROOM LIGHTING 15 7 B 8 20 |FLOOD STATION DRY WELL RECEPTACLES (3)
LIFT STATION PUMP CHAMBER LIGHTING 15 9 A 10 20 |LIFT STATION RECEPTACLES (3)
EXTERIOR LIGHTING CONTACTOR PANEL 15 11 B 12 15  |LIFT STATION SUMP PUMP
EMERGENCY LIGHTING 15 13 A 14 15 |FLOOD STATION SUMP PUMP SP-F101
FLOOD WET WELL LIGHTING 15 15 B 16 15 |SPARE
SUPPLY FAN SF-F61 20 17 A 18 15 |SPARE
SUPPLY FAN SF-F62 15 19 B 20 15 |PLC PANEL CP-A81
EXHAUST FAN EF-A63 20 21 A 22 15 |HVAC CONTROL PANEL JBA-A86
SPARE 15 23 B 24 15 |CSO PANEL
SPARE 15 25 A 26 15 |OUTDOOR LIGHTING PHOTOCELL CNTRL PANEL
SPARE 15 27 B 28 15 |SPARE

29 A 30

31 B 32

33 A 34

35 B 36

37 A 38

39 B 40

41 A 42

* GFCI CIRCUIT BREAKER

71\ PANEL PNL-A73 SCHEDULE

N

LIGHTING FIXTURE SCHEDULE

TYPE OF VOLTAGE MOUNTING

LABEL [ QUANTITY | MANUFACTURER CATALOG NUMBER DESCRIPTION LAMP LUMENS V) WATTAGE METHOD

ARCHWAY PASSAGE LED ROUGH SERVICE

LITHONIA LIGHTING LSVA 48-LED SERIES FIXTURE FOR WET LOCATION WITH WIDE

A 8 ELITE LIGHTING 4-OW1IP-LED SERIES DISTRIBUTION FROSTED POLYCARBONATE LED 12000 120 99 SURFACE

BELUCE CANADA BS100LEDX SERIES LENS, 4000K, 80CRI, 12000LM
LITHONIA LIGHTING WPX3 LED SERIES OUTDOOR LED WALLPACK LIGHT FIXTURE WITH
SIGNIFY CANADA BRONZE DIE CAST ALUMINUM HOUSING, CLEAR
B 5 LTD ECF_S;.SESSBERIES FLAT GLASS LENS, 71 CRI, 4000K, 0-10V LED 9200 120 69 WALL
LUMARK DIMMING CONTROL, CEILING.
LITHONIA LIGHTING
c 15 SIGNIFY CANADA OI\-/\\//VT;/(VLI\QE’EEES WALL MOUNT, GASKETTED, VAPOUR-TIGHT, LED 600 120 15 WALL /
LTD PVP12LED401 SERIES CORROSION-RESISTANT, 74 CRI, 4000K, CEILING
ABOVE ALL
AIMLITE CSRP12-2L SERIES WALL
- EXIT SIGN, GREEN "RUNNING MAN" COMBO MOUNTED
E 1 EMERGI-LITE ESC 1280 SERIES UNIT C/W DUAL LIGHTNING HEADS LED * 120 * ABOVE
BELUCE CANADA SL-RM SERIES DOORWAY
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