2320 — 232.0
STANDARD CITY OF WINNIPEG
REMOVE EXISTING SJAFETY | MANHOLE FRAME AND SOLID COVER R}g gll::E\c/:oTanjEﬁzd“l‘N THE FIELD
231.0 GRATE FROM MANHOLE - vy 231.0 MANHOLE ISOLATION (SD—220B) ( )
| TS PR 900 X 750 PRECAST FLAT TOP REDUCER
™~ NV UNK INSTALL 15008 MANHOLE +75 mm ASPHALT OVERLAY
| | | .~ SEE DETAIL 1, THIS SHEET A 200 REINFORCED CONCRETE 900 PRECAST MANHOLE (MAX 300 DEPTH)
Ao | | 100 ons L Ao b 1000 STABILIZED FILL
30.0 30.0 1500 X 900 PRECAST FLAT TOP REDUCER
CAUTION: EXISTING
GRANULAR BACKFILL ™ T — /
| ~ ] A
"
, l , — g, 27 7
29.0 29.0 20 _ N
\ v v / /
EXISTING REINFORCED "ﬂ ‘ﬂ
| CONCRETE BULKHEAD : I :
2900 N 2900 N PN VoA
<OV 2900 CONC SRS-R bt d EXISTING CLASS—. \ |} — — — —— R SE——— Lo — "N
(S—MA00010476) 2 BACKFILL 0.30 oy L -
| \/ L z
| T T N T ] v ¥ i
007 007 N ALIGN NEW 15009 . i
<7.v <7.¥ MANHOLE BARREL WITH t L S =
I e e e e e e e T —— EXISTING BULKHEAD n - ]
g g gy g i sy gy = ———= 0 — L
[~ o
2074 N ( |1 { l | j 20en |\ [ | — V. LV S
226.0 1 i 2260— W +-——0 - — BACKFILL EXCAVATION WITH—_| - - =
\y 1650 CONC CS 1650 CONC CS | | | \ / | 1650 CONC CS J L LIGHTWEIGHT BACKFILL \' @ | 7[“ 2
(S—-MA00010597) (S—MA00010596) | : i (S=MA00017404) I - - - - -~ (400 kg/m"’ MAX) TO THE N . =
/ | ] \ / )IJ \ BOTTOM OF THE STABILIZED FILL 0 L o
T 1 Y I 2 B 3]
225.0 & _t\ | \/ ] J\ j 2260—4 W @ +-———— — N B d s
S IR I SN N I S P e [ U, S U S ro 5 -
I __7________;\| I\ B I N I B TEMPORARY SHORING— | ) [ 5
\| Linv 22475 /// \ ‘X EXISTING 3756 CONCRETE (INDICATIVE ONLY) v 15009 PRECAST MANHOLE i\
204 S MH00008426 AL __ | _ 1 224.0 COMBINED SEWER SIPHON ~ v -9 | o
=T W L pemees T e | Cammees SEEE - = h >
' = : Y - o
NV NE 29478 T S-MH00008433 4‘\ VIS - T ] L o - L . P
NV'S 55474 FINV 223.55 INV SE 224.75 o . &
2230 INV N 223.71 - 2230 4 S i o
= ¢ : [7)
Y v <
=z o
2 o | 8 TN 158 e N - . ~
fnn N . > 5 o Ann A COMBINED SEWER v &
<<.V s T 0 @S n ZZ.U 15009 PRECAST MANHOLE — 1 o o
z g & o 78 TEMPORARY SHORING L :
A 328 A 3.96 MAX DIAMETER - [
_ £ 2 8 5 8,'9 _ (INDICATIVE ONLY) i |
221.0 z e o3 = 221.0 " — » | ~POLYURETHANE SEALANT
4 N
% 3L2 % X X2 > DETAIL 1 L — | 15M BAR CONTINUOUS
r('\]’- 'i- 8 Q 8 8 "'3 N SCALE: 1:25 o 015 Z o Y
u'\a < © o= ©—M-00 ) To) — M| B
N 5 > 85 S 05 5 X i o o : 15M DOWELS 400 LONG
) o o - - A - - 1.5m 1.0 0.5 0 CONCRETE CURB al 3 y 7 - @ 300 O.C.
(SECOND POUR) . : 2 —
15M BARS @ 150 O.C.
NOTE: CHAINAGES SHOWN ARE ALONG
15M BARS @ 300 O.C.
W. R OF McPHILLIPS STREET § 15M BaRs
McPHILLIPS STREET
S |\ 7 | VL 15M BARS @ 250 0.C.
S . ) WINNIPEG FAMILY
= DENTAL CENTRE © - 15000 OPENING IN
\ ¢ Blal < EXISTING TRUNK SEWER PLACE HYDROPHILIC
- = 1010 M
] _ WATERSTOP AROUND
| — = " / \ PERIMETER OF MH
| CAST AGAINST 0.30 / OPENING IN BASE PRIOR
| UNDISTURBED TO PLACING CONCRETE
\\ e - Cmoos - CONSTRUCTION NOTES EXISTING SOlL \
5 | ; |
5 CAUTION: _MJTSS_/;O | N 2 1. ALL MATERIALS TO CONFORM TO THE CITY OF WINNIPEG STANDARD CONSTRUCTION SPECIFICATIONS. cusTiG FJS?E’QCSB'BNE’SOSL'EWE'E/\ INSTALL LADDER RUNGS IN
- o \ ‘ o CAUTION. TS| 2 2. EXPOSE ALL EXISTING UNDERGROUND UTILITIES PRIOR TO CONSTRUCTION TO CONFIRM DEPTH AND LOCATION. ANY EXISTING END WALL @ 300 O.C.
g N T /_{ : 3 CONFLICTS WITH PROPOSED MANHOLE AND EXISTING UNDERGROUND UTILITIES SHALL BE REPORTED TO THE CONTRACT
P ICAUTION: GAS ) ‘v/ ADMINISTRATOR PRIOR TO INSTALLATION. BN D, o CRETE NV £224.73
'\ ‘ \ j\ 3. REFER TO TRAFFIC MANAGEMENT DRAWINGS FOR STAGING AND TRAFFIC CONTROL REQUIREMENTS.
1650 CONC CS : 7= S—MHO00008425
e (S-MAOC010596) 5 N/ Ny O 9 4. CONTRACTOR TO CONFIRM LOCATION OF TRUNK SEWER AND MANHOLE LOCATION PRIOR TO EXCAVATION.
———s— 1650 CONC &5y —>O\ - = ‘~-ONC4"—\AZJ@ A N ado01 708y F ——— — = — 3 SECTION A—A
\ o \ SN 7 Y 5. INSTALL SHORING IN A CONTROLLED MANNER LIMITING THE POTENTIAL FOR DISTURBANCE OF ADJACENT SOILS. THE
) el A5 = CONTRACTOR SHALL USE CAUTION AND SOFT DIG TECHNIQUES WHEN EXCAVATING WITHIN 0.3 m OF THE EXISTING SCALE: 1:
X 53 \ S TRUNK SEWER. CONTRACTOR SHALL TAKE CARE TO NOT DISTURB SOILS BELOW SPRINGLINE OF THE EXISTING 1650 CS. —
WATER MAIN RENEWAL 28l¢ o 6. CONCRETE COLLAR SHALL BE CONSTRUCTED PRIOR TO CUTTING OPEN THE EXISTING TRUNK SEWER. CUTTING OF THE e s > °
SEE DWG D—16158 o |g © INSTALL 15008 MANHOLE 3 EXISTING SEWER SHALL BE COMPLETED USING HAND TOOLS, HYDRAULIC SAWS OR SIMILAR METHODS. THE USE OF
\ \ 2o | T S SEE DETAIL 1, THIS SHEET S HYDRAULIC AND PNEUMATIC MACHINE MOUNTED BREAKERS IS STRICTLY PROHIBITED.
450 CI WM— | N L 450 o1 wu \ S 7. CONTRACTOR SHALL MAKE ALL EFFORTS TO KEEP CONSTRUCTION ACTIVITES FROM IMPACTING SEWER FLOWS. ALL
\ (Tli‘hsfg:xg SSESING DEBRIS AND CONSTRUCTION MATERIALS SHALL BE REMOVED FROM THE SEWER AFTER COMPLETION OF CONSTRUCTION.
; L 8. CONCRETE REINFORCEMENT CLEAR COVER:
— — —/- @ o — — — 75 WHERE CAST AGAINST SOIL
— 50 WHERE FORMED
1007 % o1 5‘%‘ 8‘
3 R 9. STRUCTURAL CONCRETE SHALL MEET CW 2160 EXCEPT AS MODIFIED HEREIN:
'} SHOPPERS
_ \ \ DRUG MART — 28 DAY COMPRESSIVE STRENGTH: 35 MPA
) J
20.117
WARNING LOCATION APPROVED VERTICAL DATUM: CGVD28 (HT2.0 Geoid) » ENGINEER'S SEAL @ TH E C ITY OF WI N N I P EG
UNDERGROUND STRUCTURES HORIZONTAL DATUM: NAD83 (June 1990), Zone 14
IF POWER EQUIPMENT OR EXPLOSIVES g ] NMORRISON HERSHFIELD W/' N\ WATER AND WASTE DEPARTMENT
ARE TO BE USED FOR EXCAVATION ON 1nnipe
THIS PROJECT THE CONTRACTOR MUST: ggs\h/m#ég STRUCTURES DATE P g ENGINEERING DIVISION
DESIGNED CHECKED
METRIC 1) NOTIFY THE GAS COMPANY OF THE BY ADB BY JKH 2022 NVEQVTEngé:\IN ﬁfﬂﬁgfg AND sieeT 28 o
m—— s ENG|NEERS WHOLE NUMBERS INDICATE MILLIMETRES PROPOSED LOCATION OF EXCAVATION. NOTE: DRAWN APPROVED CITY DRAWING NUMBER
— GEOSCIENTISTS DECIMALIZED NUMBERS INDICATE METRES LOCATION OF UNDERGROUND STRUCTURES AS D ISSUED FOR TENDER 22/03/15 | ADB | BY DML BY RPB McPHILLIPS STREET TO ARLINGTON STREET
MANITOBA UNLESS OTHERWISE NOTED 2) TAKE PRECAUTION TO AVOID DAMAGE AViTI?AVIVB'\II_EAEEJTBQSE%UCX;ALHT%EBIEZS TGII\'\/II!Z:I\CI) R'I'EAHAAT'II'OQLL C ISSUED FOR CLIENT REVIEW 22/02/18 | ADB M F)H I LLI PS STR EET
ifi izati TO GAS COMPANY INSTALLATIONS. SCALE: RELEASED FOR
Mocgg?é%terxff:gg)snﬁéfgl_o 0.0 5.0 10.0 15.0 20.0 25.0 S OCATIONS ARE EXACT. CoNFRMATON oF | B ISSUED FOR 90% DESIGN REVIEW 22/01/20 | ADB | HomizonTAL  1:250 CONSTRUCTION CONSULTANT DRAWING NUMBER c 13031
No. 1736 EE;S;E CERVDSTENCE AND X LOCATION OF sl | A ISSUED FOR 30% DESIGN REVIEW 21/11/10 | ADB | VERTICAL 1:50 - NEW SIPHON MANHOLE AT MOUNTAIN AVENUE
SEE PROVINCIAL REGULATION 210/72 FOR DETAILS UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION. NO. REVISIONS YY/MM/DD | BY | DATE 2022 03 16 DATE YYYY MM DD
PLOT DATE: 2022 03 16 BID OPPORTUNITY: 719-2021 FILE PATH:  X:\Proj\2021\210258300—2021—2023 McGregor Mountain Renewal\09. CAD\07 Sheets\Mountain\
CONTRACT NUMBER: N/A FILE NAME: 2102583—Mountain—MH-01.dwg



AutoCAD SHX Text
1010

AutoCAD SHX Text
SHOPPERS DRUG MART

AutoCAD SHX Text
7-11

AutoCAD SHX Text
100 GAS

AutoCAD SHX Text
1650 CONC CS

AutoCAD SHX Text
200 GAS

AutoCAD SHX Text
450 CI WM

AutoCAD SHX Text
TS

AutoCAD SHX Text
MTS-2D

AutoCAD SHX Text
1650 CONC CS

AutoCAD SHX Text
450 CI WM

AutoCAD SHX Text
MTS/FO

AutoCAD SHX Text
MTS-2D

AutoCAD SHX Text
TELUS FO

AutoCAD SHX Text
200 GAS

AutoCAD SHX Text
BELL

AutoCAD SHX Text
SL

AutoCAD SHX Text
TS

AutoCAD SHX Text
TS

AutoCAD SHX Text
TS

AutoCAD SHX Text
1650 CONC SRS

AutoCAD SHX Text
1650 CONC SRS

AutoCAD SHX Text
TS

AutoCAD SHX Text
TS

AutoCAD SHX Text
1017

AutoCAD SHX Text
375 CONC CS

AutoCAD SHX Text
2900 CONC SRS

AutoCAD SHX Text
150 CI WM

AutoCAD SHX Text
300 CONC CS

AutoCAD SHX Text
WINNIPEG FAMILY DENTAL CENTRE

AutoCAD SHX Text
1007

AutoCAD SHX Text
CAUTION: GAS

AutoCAD SHX Text
600 CONC CS

AutoCAD SHX Text
INSTALL 1500  MANHOLESEE DETAIL 1, THIS SHEET

AutoCAD SHX Text
TEMPORARY SHORING (INDICATIVE ONLY)

AutoCAD SHX Text
(S-MA00017404)

AutoCAD SHX Text
(S-MA00010597)

AutoCAD SHX Text
(S-MA00010599)

AutoCAD SHX Text
(S-MA00010600

AutoCAD SHX Text
(S-MA00010476)

AutoCAD SHX Text
CAUTION: TS

AutoCAD SHX Text
CAUTION: MTS/FO

AutoCAD SHX Text
1650 CONC CS

AutoCAD SHX Text
(S-MA00010596)

AutoCAD SHX Text
WATER MAIN RENEWAL SEE DWG D-16159

AutoCAD SHX Text
250 PVC WM

AutoCAD SHX Text
S-MH00008433

AutoCAD SHX Text
S-MH00008425

AutoCAD SHX Text
1650 CONC CS (S-MA00010597)

AutoCAD SHX Text
0+75

AutoCAD SHX Text
1+00.000 NW   MOUNTAIN AVE 

AutoCAD SHX Text
1+25

AutoCAD SHX Text
1650 CONC CS (S-MA00010596)

AutoCAD SHX Text
1650 CONC CS (S-MA00017404)

AutoCAD SHX Text
375 CONC CS

AutoCAD SHX Text
S-MH00008426 RIM 232.05 INV S 224.75  INV N 224.75 INV NE 224.75

AutoCAD SHX Text
S-MH00008433 RIM 232.10 INV S 224.74  INV N 223.71

AutoCAD SHX Text
INV 223.55

AutoCAD SHX Text
INV 224.79

AutoCAD SHX Text
S-MH00008425 RIM 232.11 INV S 224.75  INV N 224.75 INV SE 224.75

AutoCAD SHX Text
0+89.32 EXIST MH

AutoCAD SHX Text
0+96.74 EXIST SIPHON MH

AutoCAD SHX Text
1+06.03 EXIST 375-45° BEND

AutoCAD SHX Text
1+07.68 EXIST 1650 PLUG

AutoCAD SHX Text
1+18.23 EXIST MH

AutoCAD SHX Text
INV 224.75

AutoCAD SHX Text
100 GAS INV UNK

AutoCAD SHX Text
1+01.85 EXIST 2900 SRS

AutoCAD SHX Text
MTS/FIBRE INV UNK

AutoCAD SHX Text
1+08.73 INSTALL 1500  SIPHON MH

AutoCAD SHX Text
2900 CONC SRS (S-MA00010476)

AutoCAD SHX Text
INSTALL 1500  MANHOLESEE DETAIL 1, THIS SHEET

AutoCAD SHX Text
REMOVE EXISTING SAFETY GRATE FROM MANHOLE

AutoCAD SHX Text
1500  PRECAST MANHOLE

AutoCAD SHX Text
EXISTING 1650  I.D.MONOLITHIC CONCRETE  COMBINED SEWER

AutoCAD SHX Text
EXISTING 375  CONCRETECOMBINED SEWER SIPHON

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
DETAIL 1

AutoCAD SHX Text
SCALE:  1:25

AutoCAD SHX Text
0

AutoCAD SHX Text
1.5m

AutoCAD SHX Text
1.0

AutoCAD SHX Text
0.5

AutoCAD SHX Text
TEMPORARY SHORING 3.96 MAX DIAMETER (INDICATIVE ONLY)

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
0.30

AutoCAD SHX Text
ALIGN NEW 1500 MANHOLE BARREL WITH EXISTING BULKHEAD

AutoCAD SHX Text
RIM ELEV = ±232.14(TO BE CONFIRMED IN THE FIELD)

AutoCAD SHX Text
1500 X 900 PRECAST FLAT TOP REDUCER

AutoCAD SHX Text
1500  PRECAST MANHOLE

AutoCAD SHX Text
EXISTING 375  CONCRETECOMBINED SEWER SIPHON

AutoCAD SHX Text
EXISTING 1650  I.D. MONOLITHICCONCRETE COMBINED SEWER

AutoCAD SHX Text
SECTION A-A

AutoCAD SHX Text
SCALE:  1:25

AutoCAD SHX Text
0

AutoCAD SHX Text
1.5m

AutoCAD SHX Text
1.0

AutoCAD SHX Text
0.5

AutoCAD SHX Text
POLYURETHANE SEALANT

AutoCAD SHX Text
15M BARS @ 150 O.C.

AutoCAD SHX Text
15M DOWELS 400 LONG @ 300 O.C.

AutoCAD SHX Text
INSTALL LADDER RUNGS IN EXISTING END WALL @ 300 O.C.

AutoCAD SHX Text
CONCRETE CURB (SECOND POUR)

AutoCAD SHX Text
TEMPORARY SHORING (INDICATIVE ONLY)

AutoCAD SHX Text
±75 mm ASPHALT OVERLAY200 REINFORCED CONCRETE 1000 STABILIZED FILL

AutoCAD SHX Text
MANHOLE ISOLATION (SD-220B)

AutoCAD SHX Text
900 PRECAST MANHOLE (MAX 300 DEPTH)

AutoCAD SHX Text
900 X 750 PRECAST FLAT TOP REDUCER

AutoCAD SHX Text
INV ±224.73

AutoCAD SHX Text
PLACE HYDROPHILIC WATERSTOP AROUND PERIMETER OF MH OPENING IN BASE PRIOR TO PLACING CONCRETE

AutoCAD SHX Text
STANDARD CITY OF WINNIPEG MANHOLE FRAME AND SOLID COVER

AutoCAD SHX Text
1500  OPENING INEXISTING TRUNK SEWER

AutoCAD SHX Text
CAST AGAINST UNDISTURBED EXISTING SOIL

AutoCAD SHX Text
2022 WATER MAIN RENEWAL AND

AutoCAD SHX Text
NEW SIPHON MANHOLE

AutoCAD SHX Text
28

AutoCAD SHX Text
ADB

AutoCAD SHX Text
DML

AutoCAD SHX Text
JKH

AutoCAD SHX Text
RPB

AutoCAD SHX Text
WATER AND WASTE DEPARTMENT

AutoCAD SHX Text
SHEET         OF

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
NO.

AutoCAD SHX Text
YY/MM/DD

AutoCAD SHX Text
BY

AutoCAD SHX Text
DATE 

AutoCAD SHX Text
HORIZONTAL

AutoCAD SHX Text
VERTICAL

AutoCAD SHX Text
DESIGNED

AutoCAD SHX Text
BY

AutoCAD SHX Text
DATE

AutoCAD SHX Text
ENGINEER'S SEAL

AutoCAD SHX Text
CONSTRUCTION

AutoCAD SHX Text
RELEASED FOR

AutoCAD SHX Text
BID OPPORTUNITY: 719-2021 

AutoCAD SHX Text
CONTRACT NUMBER: N/A 

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
BY

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
CHECKED

AutoCAD SHX Text
BY

AutoCAD SHX Text
APPROVED

AutoCAD SHX Text
BY

AutoCAD SHX Text
CONSULTANT DRAWING NUMBER

AutoCAD SHX Text
CITY DRAWING NUMBER

AutoCAD SHX Text
ENGINEERING DIVISION

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
LOCATION APPROVED

AutoCAD SHX Text
UNDERGROUND STRUCTURES

AutoCAD SHX Text
SUPV. U/G STRUCTURES

AutoCAD SHX Text
COMMITTEE

AutoCAD SHX Text
DATE

AutoCAD SHX Text
LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT  LOCATION OF ALL SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

AutoCAD SHX Text
ISSUED FOR 30%%% DESIGN REVIEW

AutoCAD SHX Text
A

AutoCAD SHX Text
21/11/10

AutoCAD SHX Text
ADB

AutoCAD SHX Text
-

AutoCAD SHX Text
VERTICAL DATUM: CGVD28 (HT2.0 Geoid)

AutoCAD SHX Text
HORIZONTAL DATUM:  NAD83 (June 1990), Zone 14

AutoCAD SHX Text
McPHILLIPS STREET TO ARLINGTON STREET

AutoCAD SHX Text
ISSUED FOR 90%%% DESIGN REVIEW

AutoCAD SHX Text
B

AutoCAD SHX Text
22/01/20

AutoCAD SHX Text
ADB

AutoCAD SHX Text
ISSUED FOR CLIENT REVIEW

AutoCAD SHX Text
C

AutoCAD SHX Text
22/02/18

AutoCAD SHX Text
ADB

AutoCAD SHX Text
ISSUED FOR TENDER

AutoCAD SHX Text
D

AutoCAD SHX Text
22/03/15

AutoCAD SHX Text
ADB

AutoCAD SHX Text
NOTE:  CHAINAGES SHOWN ARE ALONG 

AutoCAD SHX Text
W.   OF McPHILLIPS STREET

AutoCAD SHX Text
McPHILLIPS STREET

AutoCAD SHX Text
NEW SIPHON MANHOLE AT MOUNTAIN AVENUE

AutoCAD SHX Text
13031

AutoCAD SHX Text
28

AutoCAD SHX Text
1:250

AutoCAD SHX Text
1:50

AutoCAD SHX Text
FILE NAME:

AutoCAD SHX Text
FILE PATH: 

AutoCAD SHX Text
PLOT DATE:

AutoCAD SHX Text
MOUNTAIN AVE

AutoCAD SHX Text
METRIC

AutoCAD SHX Text
WHOLE NUMBERS INDICATE MILLIMETRES DECIMALIZED NUMBERS INDICATE METRES  UNLESS OTHERWISE NOTED

AutoCAD SHX Text
5.0

AutoCAD SHX Text
10.0

AutoCAD SHX Text
15.0

AutoCAD SHX Text
20.0

AutoCAD SHX Text
0.0

AutoCAD SHX Text
25.0

AutoCAD SHX Text
McPHILLIPS STREET

AutoCAD SHX Text
WARNING

AutoCAD SHX Text
%%UCONSTRUCTION NOTES

AutoCAD SHX Text
1. ALL MATERIALS TO CONFORM TO THE CITY OF WINNIPEG STANDARD CONSTRUCTION SPECIFICATIONS. ALL MATERIALS TO CONFORM TO THE CITY OF WINNIPEG STANDARD CONSTRUCTION SPECIFICATIONS. 2. EXPOSE ALL EXISTING UNDERGROUND UTILITIES PRIOR TO CONSTRUCTION TO CONFIRM DEPTH AND LOCATION.  ANY EXPOSE ALL EXISTING UNDERGROUND UTILITIES PRIOR TO CONSTRUCTION TO CONFIRM DEPTH AND LOCATION.  ANY CONFLICTS WITH PROPOSED MANHOLE AND EXISTING UNDERGROUND UTILITIES SHALL BE REPORTED TO THE CONTRACT ADMINISTRATOR PRIOR TO INSTALLATION. 3. REFER TO TRAFFIC MANAGEMENT DRAWINGS FOR STAGING AND TRAFFIC CONTROL REQUIREMENTS. REFER TO TRAFFIC MANAGEMENT DRAWINGS FOR STAGING AND TRAFFIC CONTROL REQUIREMENTS. 4. CONTRACTOR TO CONFIRM LOCATION OF TRUNK SEWER AND MANHOLE LOCATION PRIOR TO EXCAVATION.  CONTRACTOR TO CONFIRM LOCATION OF TRUNK SEWER AND MANHOLE LOCATION PRIOR TO EXCAVATION.  5. INSTALL SHORING IN A CONTROLLED MANNER LIMITING THE POTENTIAL FOR DISTURBANCE OF ADJACENT SOILS. THE INSTALL SHORING IN A CONTROLLED MANNER LIMITING THE POTENTIAL FOR DISTURBANCE OF ADJACENT SOILS. THE CONTRACTOR SHALL USE CAUTION AND SOFT DIG TECHNIQUES WHEN EXCAVATING WITHIN 0.3 m OF THE EXISTING TRUNK SEWER.  CONTRACTOR SHALL TAKE CARE TO NOT DISTURB SOILS BELOW SPRINGLINE OF THE EXISTING 1650 CS.  6. CONCRETE COLLAR SHALL BE CONSTRUCTED PRIOR TO CUTTING OPEN THE EXISTING TRUNK SEWER. CUTTING OF THE CONCRETE COLLAR SHALL BE CONSTRUCTED PRIOR TO CUTTING OPEN THE EXISTING TRUNK SEWER. CUTTING OF THE EXISTING SEWER SHALL BE COMPLETED USING HAND TOOLS, HYDRAULIC SAWS OR SIMILAR METHODS. THE USE OF HYDRAULIC AND PNEUMATIC MACHINE MOUNTED BREAKERS IS STRICTLY PROHIBITED.   7. CONTRACTOR SHALL MAKE ALL EFFORTS TO KEEP CONSTRUCTION ACTIVITIES FROM IMPACTING SEWER FLOWS. ALL CONTRACTOR SHALL MAKE ALL EFFORTS TO KEEP CONSTRUCTION ACTIVITIES FROM IMPACTING SEWER FLOWS. ALL DEBRIS AND CONSTRUCTION MATERIALS SHALL BE REMOVED FROM THE SEWER AFTER COMPLETION OF CONSTRUCTION.  8. CONCRETE REINFORCEMENT CLEAR COVER: CONCRETE REINFORCEMENT CLEAR COVER: - 75 WHERE CAST AGAINST SOIL - 50 WHERE FORMED 9. STRUCTURAL CONCRETE SHALL MEET CW 2160 EXCEPT AS MODIFIED HEREIN:  STRUCTURAL CONCRETE SHALL MEET CW 2160 EXCEPT AS MODIFIED HEREIN:  - 28 DAY COMPRESSIVE STRENGTH: 35 MPA


	Sheets and Views
	2102583-Mountain-MH-01 - New MH
	PS_ALL



		2022-03-16T09:25:40-0500
	Adam David Braun




