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1+011.112

N SW EL 231.961

1+016.026

N SW EL 231.986

1+020.351

N SW EL 232.136

1+032.986

N SW EL 232.172

1+045.000

N SW EL 232.176

1+061.419

N SW EL 231.967

1+067.603

N SW EL 232.141

1+074.947

N SW EL 232.174

1+085.000

N SW EL 232.159

1+006.779

N SW EL 232.102

1+051.167

N SW EL 231.956

CL EL 231.929

CL EL 232.119

1+075.237

CL EL 231.966

N LANE EL 231.858

N LANE EL 232.049

N LANE EL 231.896

N GUT EL 231.798

N GUT EL 231.989

N GUT EL 231.836

1+053.612

S SW EL 232.164

1+075.237

S SW EL 232.158

1+006.779

S SW EL 232.149

1+010.000

S SW EL 232.165

1+018.501

S SW EL 232.147

1+033.805

S SW EL 232.159

1+037.910

S SW EL 232.190

CL EL 231.929

1+045.000

CL EL 232.119

CL EL 231.966

S LANE EL 231.858

S LANE EL 232.049

S LANE EL 231.896

S GUT EL 231.798

S GUT EL 231.989

S GUT EL 231.836
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EASTBOUND PROFILE
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EX SIDEWALK CROSSING

TO BE REMOVED

1+006.779 O/S 6.900 L, 1200 DEEP CB SD-024

RIM EL 31.790, 150 E&W INV 30.840

250 S INV 30.740, BOT EL 30.140

C/W 250 x 2.8 SSP @ 1.0% & 5.0 VERTICAL RISER

CONNECT TO EX 2900 SRS (SD-009) @ 1+006.779,

SRS INV ±23.09

2-6.00 m x 150Ø SUBDRAINS C/W PLUGGED ENDS (TYP)

REMOVE EX CB & ABANDON LEAD

1+075.237 O/S 6.900 L

1200 DEEP CB SD-024

RIM EL 31.828, 150 E&W INV 30.878

250 S INV 30.778, BOT EL 30.178

C/W 250 x 2.8 SSP @ 1.0%

& 5.2 VERTICAL RISER

CONNECT TO EX 2900 SRS

(SD-009) @ 1+075.237, SRS INV ±22.94

2-6.00 m x 150Ø

SUBDRAINS C/W

PLUGGED ENDS (TYP)

REMOVE EX CI, LEAD & CB.

ABANDON LEAD

1+006.779 O/S 6.500 R,1800 DEEP CB SD-024

RIM EL 31.798, 150 E&W INV 30.648

250 N INV 30.148, BOT EL 29.548 C/W 250 x 10.0 SSP @ 2.0%

& 4.2 VERTICAL RISER

CONNECT TO EX 2900 SRS @ 1+007.779, SRS INV ±23.09

INSULATE CB @ WATERMAIN (SEE DETAIL DWG 19)

2-6.00 m x 150Ø INSULATED SUBDRAINS C/W

PLUGGED ENDS (SEE DETAIL DWG 19)

REMOVE EX CB. ABANDON LEAD

1+075.237 O/S 6.500 R

1800 DEEP CB SD-024

RIM EL 31.836, 150 E&W INV 30.686

250 N INV 30.186, BOT EL 29.586

C/W 250 x 10.0 SSP @ 2.0%

& 4.4 VERTICAL RISER

CONNECT TO EX 2900 SRS @

1+076.237, SRS INV ±22.94

INSULATE CB @ WATERMAIN (SEE

DETAIL DWG 19)

2-6.00 m x 150Ø INSULATED SUBDRAINS C/W

PLUGGED ENDS (SEE DETAIL DWG 19)

REMOVE EX CI,

LEAD & CB.

ABANDON LEAD

ADJUST EX MTS MANHOLE (BY OTHERS)

INSTALL NEW MH F&C AP-006,

AP-007 & ADJUST TO GRADE (TYP)

RENEW PRIVATE SIDEWALKS AS REQUIRED (TYP)

WATER MAIN TO BE RENEWED

ADJUST GV (TYP)

PUBLIC LANE RECONSTRUCTION (SEE SECTION, DWG 19)
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NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR

REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF

THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.

CB SD-025 OFFSETS ARE DIMENSIONED O/C.  TF-100

OFFSETS ARE DIMENSIONED TO FACE OF CURB.

7. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE

REMOVED.  MATCH RECONSTRUCTION LIMITS.

8. REFER TO TENDER FOR DETAILS REGARDING TRAFFIC

MANAGEMENT.

9. EXISTING LONG WATER SERVICES TO BE INSULATED

(SD-018).  REFER TO TENDER FOR FURTHER

REQUIREMENTS AND AS NOTED IN PLAN.

10. ALL COSTS, MATERIALS AND LABOR ASSOCIATED WITH

THE RESTORATION OF THE CATHODIC PROTECTED

WATERMAIN WILL BE RESPONSIBILITY OF THE

CONTRACTOR.

11. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

METRIC

2102583-Mountain-PP-09.dwg
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Certificate of Authorization

MORRISON HERSHFIELD

No. 1736

ENGINEERS

GEOSCIENTISTS

MANITOBA

LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW

WATER MAIN

LAND DRAINAGE SEWER

SANITARY/COMBINED SEWER

MANHOLE

CATCH BASIN/CATCH PIT

CURB INLET WITH BOXHYDRO HANDWELL/CABINET

MTS  HANDWELL/PEDESTAL

GAS

SURVEY BAR

FENCE

TREECATV/FIBRE OPTIC

TRAFFIC SIGNALS/PIT

CB LEAD/SSP/DCP

SUBDRAIN

DITCH

PROPERTY LINE

BOC/EDGE OF PAVEMENT

TEST HOLE

TH-12

ELEVATION

TRAFFIC SIGN

33.000

CONCRETE PAVEMENT

CONC SIDEWALK/MEDIAN

ASPHALT PAVEMENT

PAVING STONE

GRAVEL

PLANING/REMOVAL

RAMP CURB

33.333

TOPSOIL & SOD

DESIGNED

DRAWN

CHECKED

APPROVED

RELEASED FOR CONSTRUCTION

BM

ELEV

HOR SCALE

VERT SCALE

DATE DATE

PROFESSIONAL'S SEAL

SHEET OF

CONSULTANT FILE NAME

BY

BY

BY

BY

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES

COMMITTEE

LOCATION APPROVED

UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

TENDER No. 719-2021

2022-2023 REGIONAL STREET RENEWAL PROGRAM

MOUNTAIN AVENUE RECONSTRUCTION

McPHILLIPS ST TO ARLINGTON ST

THE CITY OF WINNIPEG

PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION

CITY DRAWING NUMBER

28

25-021

232.337 m

S.W. Cor. Mountain Ave. & Arlington St., Tblt. in S. Conc.

foundation of No. 772 Mountain Ave., 1 m E. & 0.1 m

below bricks of S.W. Cor. of Bldg.

GFCISSUED FOR GEOMETRY REVIEWA 21/09/26

DRAWING NUMBER

JULY 30, 2021

P-3557

GFCRE-ISSUED FOR GEOMETRY REVIEWB 21/10/15

GFCISSUED FOR CLIENT REVIEWC 22/02/18

GFCISSUED FOR TENDERD 22/03/15
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