
400 1500 620 327 2543

PR
O

PE
R

TY
 L

IN
E

GEOTEXTILE PER CW3120
EXTEND GEOTEXTILE TO
END OF EXCAVATION

100 MIN AGGREGATE
SUB BASE COMPACTED
TO 95% PROCTOR

GEOTEXTILE FABRIC,
PLACED BELOW
AGGREGATE SUBBASE

COMPACTED SUBGRADE

COMPACTED PLANTING
MEDIUM MOUND

300 1500 300

12
92

10
0

SET TREE PLUMB IN
CENTRE OF

OPENING

CIP CONC. SIDEWALK

THICKENED EDGE

MULCH

PLANTING MEDIUM

COMPACTED PLANTING
MEDIUM MOUND

AGGREGATE BASE COURSE

COMPACTED SUBGRADE

 INDICATOR STRIP

SET TREE PLUMB IN CENTRE OF
OPENING

CIP CONC. SIDEWALK

THICKENED EDGE

MULCH

PLANTING MEDIUM

VARIES

2100

VARIES

2100

GEOTEXTILE PER CW3120

SILVA CELL SYSTEM (DECK, BASE & POSTS)

GEOGRID, WRAPPED AROUND PERIMETER OF
SYSTEMS, WITH 150 TOE (OUTWARD FROM BASE) & 300
EXCESS (OVER TOP OF DECK)

A

STRUCTURAL SOIL CELL - LEGEND:

B

C

D

E PLANTING MEDIUM - SEE SPECS

ANCHORING SPIKES 300 LONG GALVANIZED

50 GAP B/T SILVA CELLS AT BASE

SCALE

1 SOIL CELL - MAIN STREET B/T PIONEER & WILLIAM STEVENSON
1:25L2.1

12
92

10
0

A B

C

DE

F

G

H I

G

100 MIN AGGREGATE SUB BASE
COMPACTED TO 95% PROCTOR

150 DIA PERF DRAINAGE PIPE SLOPE
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BEFORE PROCEEDING
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UNDERGROUND STRUCTURES

NOTE:
These design documents are prepared solely for the use by the party with whom the design professional  has entered into a contract and there are
no representations of any kind made by the design professional to any party with whom the design professional has not entered into a contract.

JH

GM

JH

SW

AS NOTED
AS NOTED

09-02-2022
JHISSUED FOR TENDER 09-02-2022

5COLONY & ST. MARY RENEWALS PROJECT
2021-2022 PIONEER, WILLIAM STEVENSON

- L2.1

3

SECTIONS & DETAILS

BarucijaS
Rectangle

BarucijaS
Rectangle

BarucijaS
Snapshot

BarucijaS
Snapshot

BarucijaS
Text Box
17

BarucijaS
Text Box
17

BarucijaS
Text Box
19


