
PRIME CONSULTANT:

ARCHITECT: 1x1 ARCHITECTURE INC
230 MAIN STREET, SUITE 310
WINNIPEG, MANITOBA, R3C 1A8
TEL: (204) 318-2010

STRUCTURAL LAVERGNE DRAWARD & ASSOCIATES INC
ENGINEER 193 DUMOULIN STREET

WINNIPEG, MANITOBA, R2H 0E4
TEL: (204) 947-2222
FAX: (204) 947-2522

MECHANICAL + EPP SIEPMAN ENGINEERING INC.
ELECTRICAL 400-136 MARKET AVENUE
ENGINEER: WINNIPEG, MANITOBA, R3B 0P4

TEL: (204) 453-1080
FAX: (204) 453-1335

UNIVERSAL CHANGE ROOM
BID OPPORTUNITY #878-2021

25 POSEIDON BAY, WINNIPEG, MANITOBA
ISSUED FOR CONSTRUCTION - APRIL 26, 2022

CONSULTANT TEAM

INTERIOR WALL TYPES

DOOR NUMBER

ROOM NAME & NUMBER

STRUCTURAL GRID

WALL SECTION

DRAWING TITLE & REFERENCE

KEY NOTE

BUILDING SECTION

SECTION DETAIL

NORTH ARROW

SYMBOLS

INTERIOR ELEVATION

TITLE
Scale = 1:

#
A#.#

100 000
LOCATION

D000

ELEVATION  POINTS IN PLAN

#

#
A#.# SIM.

#
A#.#

CEILING HEIGHT A.F.F.

GLAZING TYPE

# REVISION NUMBER

EXTERIOR ELEVATION
#

A#.#

LOCATION
100 000

BENCHMARK ELEVATION

ROOM
RM#

NAME

1/A

#
A#.#

EXTERIOR WALL TYPE

D#

A

BD

C

W#

W#

SEPARATION WITH F.R.R.
R

W#

G#

0'-0"

GENERAL DRAWING NOTES

THE DRAWINGS SHALL NOT BE SCALED. FOLLOW GIVEN DIMENSIONS ONLY.

THE CONTRACTOR SHALL SATISFY THEMSELVES THAT ALL DIMENSIONS, ELEVATIONS, DATUMS, 
AND INFORMATION SHOWN ARE CORRECT.  VERIFY ALL DIMENSIONS ON SITE.  DIMENSIONS ARE AS 
FOLLOW UNLESS OTHERWISE NOTED:
     - FACE OF MASONRY WALLS
     - EXTERIOR FACE OF ALL INTERIOR WALLS

PRIOR TO COMMENCEMENT OF WORK, REPORT ANY DISCREPANCIES TO THE CONTRACT 
ADMINISTRATOR.

VARIATIONS AND MODIFICATIONS TO WORK SHOWN WILL NOT BE ALLOWED WITHOUT THE WRITTEN 
PERMISSION OF THE CONTRACT ADMINISTRATOR.

ALL DIMENSIONS ARE IMPERIAL UNLESS OTHERWISE NOTED.

NO REPRODUCTION OF THE DRAWINGS MAY BE MADE WITHOUT THE WRITTEN CONSENT OF THE 
CITY OF WINNIPEG AND ALL REPRODUCTION MUST BEAR THE NAME OF THE ARCHITECT.

GENERAL CONTRACTOR SHALL NOTIFY THE CONTRACT ADMINISTRATOR OF ANY MECHANICAL AND 
ELECTRICAL APPARATUS APPEARANCE WHICH MAY VARY FROM THAT INDICATED IN THE CONTRACT 
DOCUMENTS.
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ARCHITECTURAL
A0.1 TITLE SHEET, KEY PLAN
A1.1 DEMOLITION PLAN & REFLECTED CEILING PLAN 
A1.2 BOILER ROOM PLAN & REFLECTED CEILING PLAN 
A2.1 RENOVATION PLAN & REFLECTED CEILING PLAN 
A2.2 FLOOR SLOPE PLAN & FINISHES PLAN & SCHEDULES
A3.1 INTERIOR ELEVATIONS
A3.2 DETAILS

STRUCTURAL 
S1.1 GENERAL NOTES, PARTIAL FLOOR PLANS, AND SECTION

MECHANICAL
MP2.1 MAIN FLOOR - PLUMBING DEMOLITION PLAN  
MP2.2 MAIN FLOOR - PLUMBING RENOVATION PLAN
MF2.1 MAIN FLOOR - FIRE PROTECTION PLAN
MY2.1 MAIN FLOOR - HYDRONIC RENOVATION PLAN
MH2.1 MAIN FLOOR - HVAC DEMOLITION PLAN
MH2.2 MAIN FLOOR - HVAC RENOVATION PLAN

ELECTRICAL
E0.1 ELECTRICAL SYMBOLS AND ABBREVIATIONS
E2.5 ELECTRICAL LAYOUTS - UNIVERSAL CHANGE ROOM
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DEMOLITION PLAN

FLOOR PLAN

NOTE: DEMOLITION PLAN ONLY. 

THE SCOPE OF THE WORK ON THE MAIN FLOOR IS LIMITED TO THE AREA 
OF RENOVATION INDICATED ON THE REFERENCE PLAN. MECHANICAL AND 
ELECTRICAL SCOPE OF WORK REQUIRES WORK IN ADDITIONAL AREAS 
THAN SHOWN ABOVE. - REFER TO MECHANICAL AND ELECTRICAL 
DRAWINGS. 
REFER TO A1.2 FOR SCOPE OF WORK IN BASEMENT BOLIER ROOM

AREA OF 
RENOVATION

NEW WALL MOUNTED CONDENSING UNIT 
C/W FENCED ENCLOSURE - REFER TO 
MECH. 

REFRIGERANT PIPING ABOVE EXISTING 
ACOUSTIC CEILING TILE. EXACT ROUTE TO 
BE DETERMINED BY GENERAL 
CONTRACTOR ON SITE. - REFER TO MECH. 

REMOVE AND REINSTALL EXISTING A.C.T. 
IN EXISTING WOMENS WASHROOM FOR 
INSTALLATION OF MECHANICAL PIPING

SERVICE
ROOM

SERVICE
ROOM

EXISTING WALL MOUNTED MECHANICAL 
UNIT IN FENCED ENCLOSURE

GENERAL CONTRACTOR TO PROVIDE 
NEW FENCE ENCLOSURE TO MATCH 
EXISTING AS REQUIRED TO ENCLOSE 
NEW CONDENSING UNIT (REFER TO 
MECH). PROVIDE BRACKETS TO 
SUPPORT UNIT AS REQUIRED. REFER TO 
PHOTOGRAPH ON PAGE 3/A3.2

THE SCOPE OF WORK FOR THE INTERIOR RENOVATIONS TO THE PAN AM POOL 
CONSISTS OF RENOVATIONS AND RE-CONFIGURATION TO THE EXISTING UNIVERSAL 
WASHROOMS AREA. THE RENOVATION DOES NOT REDUCE THE OVERALL WATER 
CLOSET OR LAVATORY COUNT.

SCOPE OF WORK

PAN AM POOL 
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REFERENCE PHOTO

HAZARDOUS MATERIALS

THIS BUILDING CONTAINS ASBESTOS CONTAINING MATERIALS. 

PRIOR TO THE COMMENCMENT OF THE GENERAL CONTRACTOR BEING ON SITE, AN 
ASBESTOS ABATEMENT CONTRACTOR WILL REMOVE ANY KNOWN ASBESTOS 
CONTAINING MATERIALS AND/OR MOLD IN THE SCOPE OF WORK AREA.

IF ASBESTOS OR OTHER HAZARDOUS MATERIALS ARE ENCOUNTERED DURING THE 
WORK OF THE CONTRACT, THE CONTRACTOR SHALL STOP ALL WORK AND NOTIFY THE 
CONTRACT ADMINISTRATOR IMMEDIATELY. 

THE SCOPE OF THIS RENOVATION DOES NOT CHANGE THE USE, OCCUPANT LOAD OR 
MAJOR OCCUPANCY CLASSIFICATION. IN OUR PROFESSIONAL OPINION, LIFE SAFETY 
WILL NOT BE AFFECTED BY THIS MODERNIZATION AND INTERIOR ALTERATION.

ALL PENETRATIONS IN RATED ASSEMBLIES ARE TO RECEIVE FIRE STOPPING AND/OR 
DAMPERS TO MAINTAIN RATINGS. REFER TO DRAWINGS AND SPECIFICATIONS. 

FLOORS = 1 HR FRR
WALLS = AS NOTED ON DRAWINGS

CODE ANALYSIS

CONTRACT ADMINISTRATOR WILL APPLY FOR AND PAY FOR THE BUILDING PERMIT. ONCE GENERAL 
CONTRACTOR IS AWARDED THE PROJECT, THE PERMIT WILL BE TRANSFERRED TO THE GENERAL 
CONTRACTORS NAME.
CONTRACTOR TO APPLY FOR AND PAY FOR ALL OTHER PERMITS REQUIRED FOR THE PROJECT.
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