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BOLTS (SHOWN DASHED) 
BEYOND INTO SIDE WALL. 
PROVIDE SOLID 3/4" PLYWOOD 
BLOCKING BEHIND GWB FOR 
SUPPORT

TILE BASE C/W BACKER 
BOARD

CAULK - ALL SIDES

NOTE: SOLID SURFACE TO 
WRAP DOWN EXPOSED SIDE 
OF VANITY

#10 x 38mm STAINLESS STEEL PAN 
HEAD SCREW, TYP.

• 3/4" X  3 1/2" SOLID HORIZONTAL WOOD CLADDING, STAINED.
• 3/4" PLYWOOD BACKING - PAINT MATTE BLACK
• 3 1/2" STEEL STUDS

2"
1/

4"

SOLID SURFACE COUNTER TOP - 
REFER TO MILLWORK DETAILS AND 
SPEC.

• 3/4" PLYWOOD BACKING
• SILVER MIRROR GLASS - REFER TO SPEC.

SOLID SURFACE TO WRAP DOWN 
EXPOSED SIDE OF VANITY

CAULK ALL SIDES

LINE OF STEEL STUD WALL BELOW

LINE OF STEEL C-CHANNEL BELOW

#10 x 38mm STAINLESS STEEL PAN 
HEAD SCREW, TYP.

PROVIDE SOLID WOOD 
BLOCKING FOR SUPPORT 
OF COUNTER

SOLID SURFACE 
COUNTERTOP (SSC-1) C/W 
INTEGRATED SOLID 
SURFACE (SSC-2) SINK

WOOD CLAD WALL BEYOND

FAUCET - REFER TO MECH.

C75x6.1 STEEL CHANNEL 
SUPPORT ON ALL FOUR SIDES 
AND TWO INTERMEDIATE 
STRUTS, WELDED, PRIMED 
AND PAINTED. BOLT INTO 
SOLID BLOCKING AT BACK & 
END WALLS WITH 2-M6 
STAINLESS STEEL LAG BOLTS

BARRIER FREE CLEARANCES 
REQUIRED (SEE ABOVE)

PLUMBING PIPING - REFER TO 
MECH.

5"

2'
-1

0"

CHROME ESCUTCHEON PLATE AT 
PLUMBING OPENINGS - TYP.

MIRRORED GLASS - REFER TO SPEC.

POT LIGHT - REFER TO ELECT.

U/S WOOD CEILING

7'-1 1/2"

U/S CEILING

7'-10"

U/S STRUCTURE

ACOUSTIC CEILING TILE - REFER TO 
SPEC.

2'-1"

WOOD WALL DETAIL
Scale: 1 1/2" = 1'-0"

1
A3.2

M8 THREADED STAINLESS STEEL ROD, NUT AND LOCK 
WASHER BOTH SIDES. PROVIDE LOCK-WASHER AT BACK 
SIDE OF BENCH, THROUGH-BOLT ALL COMPOSITE 
MEMBERS WITH 6mm THICK 75x75 STAINLESS STEEL 
SPACERS BETWEEN BOARDS.

38x89 SOLID FIR, PROVIDE 3mm CHAMFER AT ALL 
EXPOSED EDGES. REFER TO SPECIFICATION FOR FINISH.

75 WIDE x 6mm THICK STAINLESS STEEL BENT PLATE. 
DE-BURR ALL EXPOSED EDGES.

2'-6"

1'
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"

EQ. 3 1/2"EQ.3 1/2"

+/- 6' 7" (INTENT IS TO BE 6" LESS WIDTH OF ROOM)

C  L

WOOD BENCH DETAIL
Scale: 1 1/2" = 1'-0"
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CONDENSING UNIT ENCLOSURE3
A3.2

GENERAL CONTRACTOR TO PROVIDE 
UNISTRUT FRAMING AND WIRE MESH 
SURROUND AROUND NEW CONDENSING 
UNIT TO MATCH EXISTING. GENERAL 
CONTRACTOR TO PROVIDE SHOP 
DRAWINGS PRIOR TO FABRICATION
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