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THAT THE GIVEN LOCATIONS ARE EXACT.

BEFORE PROCEEDING WITH CONSTRUCTION.

OBTAINED FROM THE INDIVIDUAL UTILITIES

LOCATION OF ALL SERVICES MUST BE

CONFIRMATION OF EXISTENCE AND EXACT

SUPR. U/G STRUCTURES

THAT ALL EXISTING UTILITIES ARE SHOWN OR

AVAILABLE. BUT NO GUARANTEE IS GIVEN

SHOWN ARE BASED ON THE BEST INFORMATION

LOCATION OF UNDERGROUND STRUCTURES AS

UNDERGROUND STRUCTURES

LOCATION APPROVED
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UTILITY MAN HOLE

CONCRETE SIDEWALK

PRELIMINARY
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REMOVE EXISTING PAVEMENT AND CONSTRUCT NEW 150mm REINFORCED

CONCRETE PAVEMENT

INTERLOCKING STONE

MMA BAND
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WOOD FENCE
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CONSTRUCTION NOTES

INSTALL DETECTABLE WARNING SURFACE TILE AT CURB RAMP AS PER

SD-228AA (TYP.)

REMOVE EXISTING CONCRETE SIDEWALK AND CURB AND CONSTRUCT NEW

MONOLITHIC CURB AND SIDEWALK (SD-228B)

ADJUST CATCH BASIN, INSTALL NEW FRAME AND SOLID COVER (AP-006,

AP-007)  AS DIRECTED BY CONTRACT ADMINISTRATOR

USE EXTREME CAUTION WHEN WORKING ABOVE UTILITY VAULTS

CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING

TREES WITHIN THE CONSTRUCTION LIMITS AS PER CW 1140

G. GARBAGE/RECYCLING BINS TO BE REMOVED AND REPLACED BY OTHERS

CURB REPLACEMENT AS DIRECTED BY CONTRACT ADMINISTRATOR

SALVAGE AND REINSTALL BYCYLE HOOP

H. MMA INSTALLATION AS DIRECTED BY CONTRACT ADMINISTRATOR

I. ADJUST ALL CURB STOPS AND WATER VALVES TO GRADE
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