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POST BOLLARD SCD-105B

July 12, 2013
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SP

NOTE :

- ALL POSTS THOROUGHLY TAMPED AND GRANULAR MOUNDED AT EACH POST FOR 
  FUTURE SETTLING AND DRAINAGE AWAY FROM POST.  SURPLUS EARTH TO BE LEGALLY 
  DISPOSED OF. 

- FENCE POSTS ARE TO FOLLOW THE NATURAL CONTOUR OF THE LAND EXCEPT
  FOR SMALL UNDULATIONS WHICH WOULD TEND TO REDUCE THE AESTHETIC
  APPEARANCE OF THE FINISHED PROJECT.
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200mmØ x 6mm STEEL
PLATE WELDED TO PIPE

GRADE LEVEL

1 - 9mm CHAIN LINK
WELDED TO PIPE & PLATE

MIN. 115mm O.D. STEEL PIPE

MIN. 100mm O.D. STEEL PIPE

WELDED METAL CAP

NOTE :
PRIMED WITH RUSTOLEUM No. 769. PAINT
WITH SAPOLIN BLACK WROUGHT FINISH
ALL DIMENSIONS IN MILLIMETRES

4-16M x 900mm REBAR
WELDED TO PIPE &
SET IN CONCRETE

300mm Ø x 1220mm
CONCRETE PILE

REMOVABLE STEEL BOLLARD

REFLECTIVE TAPE
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184 x 235mm (8" x 10") Pressure-treated Timber
c/w routed reveille and Chamfered Edges
and Sloped Top

Trail Signage 

25mm (1")  routed 
Dado reveille 
on all sides

Stain Bollard 
Flood- Solid Colour 
Deck & Siding Stain
(*Stain colour as per below)

Set post vertical. Backfill 
w/ 19mm diam. crushed 
limestone, installed in 
lifts and tamped 
thoroughly on each lift.  
Ensure posts are plumb.

Min. 50mm limestone on 
all sides.

13mm (1/2") Chamfer on all 
edges 
except bottom 1000mm (3' 3") 
of post
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*Stain:  Flood brand Solid Colour Deck & Siding Stain

Parkway Bollard: Colour No. 303 Slate Blue. 
Community Trail Bollard: Colour No. 428 Pebblestone Clay 
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POST AND CHAIN FENCING
FOR VEHICLE ACCESS

SCD-105G

Jan. 14/21
N.T.S.
NS/LL

6mm GALVANIZED
CHAIN

NOTE:

-  SECURE CHAIN TO EACH POST WITH TWO ONLY 90mm GALV. NAILS TO PREVENT CHAIN SLIPPING.
   DRAPE CHAIN AS  INDICATED.

-  ALL POSTS THOROUGHLY TAMPED AND GRANULAR MOUNDED AT EACH POST FOR 
   FUTURE SETTLING AND DRAINAGE AWAY FROM POST.  SURPLUS EARTH TO BE LEGALLY DISPOSED OF.

-  FENCE POSTS ARE TO FOLLOW THE NATURAL CONTOUR OF THE LAND EXCEPT FOR SMALL UNDULATIONS    
   WHICH WOULD TEND TO REDUCE THE AESTHETIC APPEARANCE OF THE FINISHED PRODUCT.

190-230mm Dia. ROUGH POSTS
PRESSURE TREATED ALKALINE COPPER

QUATERNARY (ACQ)
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ON ALL SIDES50

PRE-DRILL POST AND 
SECURE CHAIN WITH 
TWO 1 FASTENERS  ON 
EACH POST.

MOUND GRANULAR AT EACH
POST AS SHOWN
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CONTRACTOR TO 
PROVIDE TEMP. 

LOCKING MECHANISM

HIGH VISIBILITY
PLASTIC TUBING

(915 min)
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TACHE BENCH COMPOSITE
WITH ARMS
 

SCD-121A

August 06, 2020
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POURED IN PLACE 
CONCRETE BASE

50 mm SQUARE TUBING

FINISH GRADING

SIDE ELEVATION FRONT ELEVATION

MATERIALS

COMPOSITE SLATS:
-  89mm x 89mm COMPOSITE BOARDS
-  CEDAR TONE FINISH

METAL OPTIONS:

- GALVANIZED - Product # 52501085GLV
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PLAN VIEW
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ACCESSIBLE BENCH 
NODE & PICNIC TABLE LAYOUT

SCD-136A

December 20, 2012
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PLAN VIEW OF PICNIC TABLE ON GRAVEL BASE

1220 min 2440 min

12
20

 m
in

NTS

ACCESSIBLE PICNIC TABLE 
MUST BE ADJACENT TO AN 
ACCESSIBLE PATHWAY

24
40

 m
in

NTS
ACCESSIBLE BENCH NODE DETAIL

ACCESSIBLE PATHWAY

840 1900 840

35
0 

m
in

18
00

 m
in

920 min

CL

BENCH

4500

REVISION: 2


	Appendix 'B' SCD-105B Post Bollard
	Title Block 
	Vp_lay


	Appendix 'B' SCD-105C Removable Steel Bollard
	Title Block 
	Vp_lay


	Appendix 'B' SCD-105D Trail Bollard
	Title Block 
	Vp_lay


	Appendix 'B' SCD-105G Post and Chain Fencing
	Title Block 
	VP_lay


	Appendix 'B' SCD-121A Tache Bench Composite with Arms
	Title Block 
	VP_lay


	Appendix 'B' SCD-136A Accessible Bench Node
	Title Block 
	Vp_Section
	Vp_Plan 



