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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

THE CITY OF WINNIPEG
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, (R3C 4X5)
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SITE ADDRESS

DATEMANAGER,
PARK AND OPEN SPACES Tennis Court Reconstruction

BID OPPORTUNITY NO.

252-20221410 Rothesay St
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COMPACT EXISTING BASE, ADD
GEOTEXTILE -  TOP UP BASE AS NEEDED ,

AND NEW 0.075m ASPHALT TYP.

PROPOSED 4' 
FENCING TYP.

10m

36.7m

18.1m
18.1m

10.4m 10.4m 15.8m 15.9m

DITCH EXCAVATE, INSTALL 
GRANULAR CAP, WEEPING TILE 
& CATCH PIT. GRADE BANKS TO 
MAX APPROX 20%
SCD-661

INSTALL N-12 PIPE, CONNECT CATCH 
PIT TO EXISTING CATCH BASIN. GRADE 
BANKS TO 20% MAX
SCD-659

PROPOSED 3.66 x 2.13m
DOUBLE GATE

SCD-304PROPOSED1.2m x 2.4m HIGH 
PEDESTRIAN
GATE WITH LOCKABLE LATCH
SCD-304

SIX BACKLESS BENCHES TYP. 
C.A. TO DETERMINE LOCATION ON SITE
SCD-121C

PROPOSED 0.05m 
ASPHALT OVERLAY

1.4m OPENING IN 
4' FENCE TYP.

SPORT COURT SURFACING 
W/COLOURED LINES
SEE DETAIL 1A

 COMPACT EXISTING BASE.
ADD 150mm OF SUB-BASE,

50mm OF BASE, AND 25mm OF
1/4" DOWN

PROPOSED TREE TYP.
C.A. TO DETERMINE LOCATION
ON SITE
SCD-517

PROPOSED
ACCESSIBLE

PICNIC TABLE
SCD-122A &136A

PLACE 128mm FILL MATERIAL,
75mm TOP SOIL, AND SOD

8x8 WOODEN POST TYP.
SCD-105B

NEW 3.05m PERIMETER FENCE W/ 
GATES 0.3m OFFSET
SCD-304

PROPOSED
PICNIC TABLE

SCD-122

PROPOSED 0.05m 
ASPHALT OVERLAY

PAVEMENT 
REINFORCEMENT 
FABRIC 0.75m ON 
EITHER SIDE OF 
ASPHALT JOINT

PAVEMENT REINFORCEMENT 
FABRIC 0.75m ON EITHER SIDE 
OF ASPHALT JOINT

APPROX LOCATION OF 10' 
CHAIN GATE
SCD-105G1

 COMPACT EXISTING BASE. ADD 
150mm OF SUB-BASE, 50mm OF 
BASE, AND 25mm OF 1/4" DOWN

NOTES:
1. DIMENSIONS ARE IN METERS UNLESS OTHERWISE
NOTED.
2. REPORT ANY DISCREPANCIES TO THE CONTACT
ADMINISTRATOR IMMEDIATELY.
3. DO NOT SCALE DRAWING.
4. PROTECT EXISTING TREES
5. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY
PERMITS AND PAY ALL NECESSARY FEES.
6. CONTRACTOR TO CONFIRM THE LOCATION OF ALL
UTILITIES/SERVICES IN THE FIELD PRIOR TO
CONSTRUCTION.
7. THE CONTRACTOR SHALL PROVIDE CONSTRUCTION
LAYOUT THROUGHOUT THE PROJECT.
8. SPORT COURT SURFACING AND COLOR LINE PAINTING
SHALL BE APPLIED IN ADHERENCE TO MANUFACTURERS 
DIRECTIONS AND SPECIFICATIONS.
9. INSTALL TEMPORARY CONSTRUCTION FENCING AROUND
CONSTRUCTION AREA

COMPACT EXISTING BASE, ADD
GEOTEXTILE -  TOP UP BASE AS NEEDED ,

AND NEW 0.075m ASPHALT TYP.

COMPACT EXISTING BASE, ADD
GEOTEXTILE -  TOP UP BASE AS NEEDED ,

AND NEW 0.075m ASPHALT TYP.
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PROPOSED TENNIS POSTS, 
FOUNDATIONS, NETS & CENTER 
ANCHORS SCD-304

PROPOSED TENNIS POSTS, FOUNDATIONS, 
NETS & CENTER ANCHORS TYP. SCD-304
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PLANT SPECIFICATION LIST

Qty Label Botanical 
Name

Common 
Name Size

Deciduous Trees

2 DE Ulmus davidiana 
'Discovery' 

Discovery Elm
60- 70 mm calliper, specimen, machine dug
w/ min.10 branches in well branched head, 
straight trunk, min. ht. 4500 mm.

1 GL Tilia Mongoloia 
'Harvest Gold’ 

Harvest Golden 
Linden

60- 70 mm calliper, specimen, machine dug
w/ min.10 branches in well branched head, 
straight trunk, min. ht. 4500 mm.

1 BE Acer negundo Box Elder
60- 70 mm calliper, specimen, machine dug
w/ min.10 branches in well branched head, 
straight trunk, min. ht. 4500 mm.
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