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May 2022

Armstrong Park Redevelopment
Materials Plan

Regrade Low Area (128 SM)

Supply And Install Topsoil
& Sod As Per SD-243

(709 SM Total)

Pick Up and Install Accessible
Picnic Tables As Per

SCD-122A
Pick Up And Install BBQ

Pit w/ Boulder Seating (1)
As Per SCD-155 and Detail 1 - D4

Supply And Install Granular
Paving (957 SM) As Per

SCD-646

Pick Up And Install Backed
Bench (1) As Per SCD-121A &

SCD-136A

Pick Up And Install Backed
Bench (1) As Per SCD-121A & 
SCD-136A

Supply And Install
New Post And Chain

Fencing (26 LM Total) As Per
Detail 2 A.51 D4

Supply And Install New 1.2m
High Chain Link Fencing

(48 LM Total)

Supply And Install Topsoil
& Sod As Per SD-243

(709 SM Total)

Any Areas Damaged Beyond The Areas 
Indicated On the Drawings
Shall Be The Responsibility Of The 
Contractor To Restore Through
Use Of Topsoil And Sod, Unless 
Otherwise Approved By The Contract
Administrator.Supply And Install

New Park Sign As
Per SCD-153

Supply And Install
New Park Sign As

Per SCD-153

Supply And Install
New Waste Receptacle

As Per SCD-119
Supply And Install
New Post And 
Chain
Fencing (26 LM 
Total) As Per
Detail 2 A.51-D4

Supply And 
Install
New 1,2m High 
Chain Link
Fencing
(48 LM Total)

MATERIALS NOTES
1. ALL WORK TO CONFORM TO CURRENT CITY OF 
WINNIPEG STANDARD CONSTRUCTION 
SPECIFICATIONS AND DETAILS UNLESS OTHERWISE 
NOTED.
2. DIMENSIONS ARE IN METERS UNLESS OTHERWISE 
NOTED.
3. DO NOT SCALE DRAWING.
4. PROTECT EXISTING TREES TO REMAIN, TYP.
5. PAVEMENT SLOPE: DIRECTIONAL SLOPE 5% MAX., 
CROSS SLOPE 2% MAX., UNLESS OTHERWISE NOTED. 
REFER TO GRADING PLAN 

A.51 - D3
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