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Armstrong Park Redevelopment
Layout Plan
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LAYOUT NOTES
1. ALL WORK TO CONFORM TO 
CURRENT CITY OF WINNIPEG 
STANDARD CONSTRUCTION 
SPECIFICATIONS AND DETAILS 
UNLESS OTHERWISE NOTED.
2. DIMENSIONS ARE IN METERS 
UNLESS OTHERWISE NOTED.
3. DO NOT SCALE DRAWING.
4. PROTECT EXISTING TREES TO 
REMAIN, TYP.
5. RP: RADIUS POINT
6. ORIGIN OF LAYOUT IS 3m OFFSET 
FROM NORTHWEST CORNER OF 
SHELTER ROOFLINE

 

BOULDER DETAIL
NTS

1
D4

Set Boulder Min 100mm Below 
Finished Grade Of Path On Min 
100mm Depth Compacted 
Granular Base

Compacted Granular Path 
(SCD-646)

Angular Limestone Boulder - 
Dimensions Approx 1200L x 
600W x 600H

45
0-

55
0

Place boulders approximately 1m apart and 
approximately 1m from edge of BBQ Pit

A.51 - D4

339-2022

POST AND CHAIN FENCING
NTS

2
D4

6mm Galvanized Chain

190-230mm Dia. 
Rough Posts 
Pressure Treated 
Alkaline Copper 
Quaternary (ACQ)

90
0
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Backfill And Compact 
19mm Down Limestone

Min 50mm Limestone On All 
Sides

Mound Granular 
At Each Post As 
Shown

NOTES :

- SECURE CHAIN TO EACH 
POST WITH TWO ONLY 
90mm GAL. NAILS TO 
PREVENT CHAIN SLIPPING. 
DRAPE CHAIN AS INDIATED.

- ALL POSTS THOROUGHLY 
TAMPED AND GRANULAR 
MOUNTED AT EACH POST 
FOR 
FUTURE SETTLING AND 
DRAINAGE AWAY FROM 
POSTS. SURPLUS EARTH TO 
BE LEGALLY DISPOSED OF. 

- FENCE POSTS ARE TO 
FOLLOW THE NATURAL 
CONTOUR OF THE LAND 
EXCEPT  FOR SMALL 
UNDULATIONS WHICH 
WOULD TEND TO REDUCE 
THE AESTHETIC  
APPEARANCE OF THE 
FINISHED PROJECT.
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