LAST SAVE: 2022/05/04 8:30 AM

A1 SIZE - 594mm x 841mm

11-0620D-£0012-001-01D dwg

et Fles\900 Design C

Deacon UV Upg

C:WUsers\paul alcos\ACCDocs\AECOM\CI-AMER (C.

1-0601D-D0004-001

GENERAL - COVER AND DRAWING INDEX

DRAWING NUMBER

REFERENCE DRAWING TITLE

PATH:

REFERENCE DRAWING

NOTES:

1

NOTE 4 |AHF-D100 NOTE 4 |AHF-D200| NOTE 4 [AHF-D300 NOTE 4 |AHF-D400 NOTE 4 [AHF-D500 NOTE 4 |AHF-D600|
=" A 2| | T | It | I — T2 | | /===7T""
D) NOTE 3 PD) NOTE 3 D) NOTE 3 ) NOTE 3 PD) NOTE 3 D) NOTE 3
OTHER = OTHER = OTHER = OTHER = OTHER = OTHER =
EQUIPMENT EQUIPMENT EQUIPMENT EQUIPMENT EQUIPMENT EQUIPMENT
LOADS LOADS LOADS LOADS LOADS LOADS
UVR-D100A UVR-D200A UVR-D300A UVR-D400A UVR-D500A UVR-D600A
ENGINEER'S SEAL @
GENERAL NOTE: THE ASSOCIATED UV ELECTRICAL CONTROL PANELS WILL BE UPGRADED AS PART =COM THE CITY OF WINNIPEG
OF THE WORK. UPGRADES TO THE UV REACTORS, AND UV CONTROL PANELS TO BE PERFORMED, A_ . TR AR AT e PAR ST
INCLUDING NEW SURGE PROTECTIVE DEVICES (SPDs). Wmmpeg
DESIGNED BY: CHECKED BY:
REMOVE EXISTING TVSS. REFER TO DE NORA (CALGON) EQUIPMENT DRAWINGS FOR FURTHER 6 DSA DEACON BOOSTER PUMPING STATION
MODIFICATIONS. —— — ULTRAVIOLET DISINFECTION SYSTEM UPGRADES
—— SRR
) GEOSCENTITS PA SRG ELECTRICAL
PROVIDE CONDUCTOR REDUCERS AS REQUIRED. ADDITIONALLY, REFER TO NETWORK DRAWING FOR — SRAMETORA i T ST SINGLE LINE DIAGRAM
10 INTERCONNECTION REQUIREMENTS. Certificate of Authorization NIS By pelts
AECOM Canada Ltd. 01 | 1SSUED FOR TENDER 2005004 6 | osA |™™  2006.06-28 DATE
SIZE TO BE SPECIFIED BY DE NORA. 3W + G, 105C TEW. CITY DRAWING NUMBER SHEET | REV. | SIZE
No. 4671 Date: 22.05.02 00 | ISSUEDFORCITY USE 111024 ™MC CONSULTANT NO.
NO. | REVISIONS DATE DESIGN | CHECK 1 -0620D-E001 2 001 0 1 A1




