
317 LAIDLAW BOULEVARD • WINNIPEG MB • R3P 0K6 • 204-782-1910

CHECKED BY

L-005

DRAWING TITLE

GRADING SCHEMATIC PLAN 

DRAWN BY
EC/LLW EC

DATE

SCALE

MAY 20, 2022

1:100
PROJECT

SPRAY PAD AND PLAYGROUND 
DEVELOPMENT
CORYDON COMMUNITY CENTRE

2115NO. REVISION / NOTE BYDATE

1 ISSUED FOR TENDER EC05/20/2022

2

3

4

5

6

7

8

9

SHEET NO.

PROJECT NO.

CRESCENTWOOD SITE
1170 CORYDON AVENUEDAVID WAGNER ASSOCIATES INC.DO NOT SCALE DRAWING - PLOT MAY NOT BE AT 100%

Location of underground structures as shown are based 
on the best information available but no guarantee is 
given that all existing utilities are shown or that the given 
locations are exact.  Confirmation of existence and exact 
location of all services must be obtained from the 
individual utilities before proceeding with construction.

LEGEND

Existing Grades to be met
Refer to L-001 for complete survey

Proposed Finished Grades (metric)

Top of Curb (Timber Edge)

Invert of Drain Pipe

High Point

+231.88

+231.88

+TC 232.10

+INV231.66

HP

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM
SM

SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM SM

WM

W
M

WM

WM

WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WMWM WM WM WM WM WM WM WM WM WM WM WM

WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM WM

W
M

W
M

W
M

WM

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

W
M

WM

WM

WM

WM

WM

WM

WM

WM

W
M

W
M

SM

SM

SM

SM

SM

+231.80

+231.80

+231.77

+231.96

+232.00

+232.00
+232.00

+231.85
+231.90

+231.91

+231.76
+231.64

+231.76
+231.95

+231.87

+231.94

+231.76

+231.62

+231.75+231.76

+232.00

+231.93

+232.00

+231.84

2%

+231.89

1.7%

1.7%

232.00+

232.00+

1.8%

1.8%

2%

+232.00

3%

2%

1.7%

1.7%

+231.96

+231.93

+231.90

2%

+231.93

2%

2%

+231.75

Meet Existing Grade
Of City Sidewalk

+231.79

+231.86

231.91+

Grade Away From Spray Pad
Ensure No Standing Water in Cabinet

Meet Existing Grade
Of Asphalt

Retain Existing Grades
At Base of All Trees

M
in

. 1
%

+231.92

+231.72

+231.66

+231.89 +232.16

+231.88 +231.88

321.90+

+231.99

+231.81

+231.85

231.64+

231.96+

231.96+

231.90+

1.5%

321.72+ 2%

321.90+231.75+

321.67+

+TC 232.10

+TC 232.10

+TC 232.10

231.90+

+TC 232.10

+TC 232.10

TC 232.10+

Granular Path to Meet
Level with Accessible Entrance

Retain Existing Subgrades
In This Area - Do Not Damage
Tree Roots

+TC 232.10

Retain Existing Grades
This Area

+231.96

Concrete Path to Meet
Level with Accessible Entrance

+231.82

+231.97

232
231.92

3.1%

232.00+

232.00+

HP

+231.76

232.00+

+231.96

+231.96

232.00+

232.00+

+232.0013%1%

+232.00

+231.93

+231.93

HP

+INV 231.6

+INV 231.5

Min. 1%

+INV 231.66

+INV 231.66

231.7+

Slope Sub-grade 1%
Towards Drain Pipe
SCD-650

Emitter sized to suit

Drain Pipe

Inverts Shown for Drain Pipes
Are Approximate and to be
Finalized Based on Contractor's
Design of Engineered Wood Fibre
Safety Surfacing Drainage

+231.88

+231.96
HP

+231.96

+231.88

1%

+231.93
1.8%

+231.95

1.8%

+231.81

1%

+231.85

1%

1%

Slope Evenly to
Meet Existing Grades

1.8%

Meet Existing Grade
Of City Sidewalk

0 5 10 m

COMMUNITY
CENTRE

CORYDON AVENUE

Sewer Connection

GRADING SCHEMATIC PLAN
Scale: 1:100

1

L-005

CONSTRUCTION BOUNDARY

TH
U

RS
O

 S
TR

EE
T

Approximate Extent of
Grading and New Sod

Approximate Extent of
Grading and New Sod


	L-005 [GRADING PLAN]
	2/6


