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Location of underground structures as shown are based 
on the best information available but no guarantee is 
given that all existing utilities are shown or that the given 
locations are exact.  Confirmation of existence and exact 
location of all services must be obtained from the 
individual utilities before proceeding with construction.

WATER SERVICE AND METER PIT1
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CONCRETE SEWER PIT2
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WADING POOL BUILDING INTERIOR3
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250mm Granular Base Typ. 
Compacted to 100% Standard 
Proctor Density

Concrete Slab, Light Broom Finish

Concrete Spray Basin Notes:
Max. Aggregate 19mm
Min. 32 MPa @ 28 Days
Exposure Class F1
Entrained Air 6-9%
Epoxy Coated Reinforcing Steel

Subgrade Typ. Compacted to 95% 
Standard Proctor Density
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0

15M Epoxy Coated Rebar N/S E/W @ 
300mm O.C., 50mm Clear

Non-Woven Geotextile
As per CW 3130
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75

150mm Reinforced 
Concrete Slab 
Refer to 5/L-0071.5% Min.

12mm Radius on 
Concrete Edges

Spray Pad Concrete 
To Meet Flush
With Adjacent Grades
Of Concrete or Turf

300

Thickened Concrete Edge 
w/1 - 15M Extra Horizontal

1.5% Min.

10
0

15
0

100mm Concrete Paving
Thicken Edge Where It
Meets the Spray Pad 
 
Epoxy Coated Dowels
600 OC, Min. 50 from Bottom

100mm CONCRETE PAVING DETAIL
1:10
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SPRAY PAD EDGE DETAIL
1:10
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37
25mm Radius

"Hemi" Skateboard Deterrent
Install ±900mm OC Evenly Spaced
Refer to 4/L-007

3 Wall Spray Features
C/W Piping 
Provide Shop Drawings

Min. 800

Spray Pad Concrete
Refer to 5/L-007

Thicken Concrete Under Wall

Exterior Grade
Sealant All Sides

Min. 1.5% Min. 1.5%

2-15M Bent Dowels
@600 OC
10M Ties T&B

2-15M Cont T&B
10M Stirrups @ 600 OC

CONCRETE SITTING WALL DETAIL
1:10
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150mm Granular Base Typ. 
Compacted to 100% Standard 
Proctor Density

Concrete Slab, Broom Finish

Subgrade Typ. Compacted to 95% 
Standard Proctor Density

10
0

15
0

Non-Woven Geotextile
As per CW 3130

SPRAY PAD CONCRETE DETAIL
1:10
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Centre of
Circle (Drain)

R 4

R 3.5

0.5

10 Skateboard Deterents
Equally Spaced, 5 per Side

3 Wall Sprays
Equally Spaced

Concrete Sitting Wall
Refer to 8/L-007

Line to

O
ther Drain

CONCRETE SITTING WALL PLAN
1:50
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