
317 LAIDLAW BOULEVARD • WINNIPEG MB • R3P 0K6 • 204-782-1910

CHECKED BY

L-008

DRAWING TITLE

SITE DEVELOPMENT DETAILS

DRAWN BY
EC/LLW EC

DATE

SCALE

MAY 20, 2022

AS SHOWN
PROJECT

SPRAY PAD AND PLAYGROUND 
DEVELOPMENT
CORYDON COMMUNITY CENTRE

2115NO. REVISION / NOTE BYDATE

1 ISSUED FOR TENDER EC05/20/2022

2

3

4

5

6

7

8

9

SHEET NO.

PROJECT NO.

CRESCENTWOOD SITE
1170 CORYDON AVENUEDAVID WAGNER ASSOCIATES INC.DO NOT SCALE DRAWING - PLOT MAY NOT BE AT 100%

Location of underground structures as shown are based 
on the best information available but no guarantee is 
given that all existing utilities are shown or that the given 
locations are exact.  Confirmation of existence and exact 
location of all services must be obtained from the 
individual utilities before proceeding with construction.
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ACCESSIBLE BENCH 
NODE & PICNIC TABLE LAYOUT

SCD-136A

December 20, 2012
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PLAN VIEW OF PICNIC TABLE ON GRAVEL BASE
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CHAIN LINK FENCE
ENTRANCE BAFFLE DETAIL

SCD-633

January 7, 2013
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NOTE:
1. CHAIN LINK FENCE 

CONSTRUCTION
SHALL BE COMPLETED 
IN ACCORDANCE
WITH CITY OF WINNIPEG
SPECIFICATION CW 3550
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TACHE BENCH COMPOSITE
WITH ARMS Surface Mount
 

SCD-121E

August 06, 2020
NTS
GZ

1828

102102

37
2

50 mm SQUARE TUBING

SIDE ELEVATION FRONT ELEVATION

MATERIALS

COMPOSITE SLATS:
-  89mm x 89mm COMPOSITE 
   BOARDS
-  CEDAR TONE FINISH

METAL OPTIONS:

- GALVANIZED - Product # 52501071GLV

914

460

110

460

TOP 
OF 
SEAT

406

25x76x406mm RECTANGULAR 
STEEL TUBE (4.8mm (3/16") wall)

17mm diam HOLES         
51

ARM REST

ARM REST x 2PLAN VIEW

12mm diam x 114mm 
SURFACE MOUNTED 
-CADMIUM PLATED 
CARRIAGE BOLTS C/W 
NYLON NUT & WASHER FOR 
EACH 89 x 89 UNIT (max. 2 
threads showing)

13mm STEEL PLATE

178

Anchor bench to 
concrete 
foundation using 
expansion bolts 
(not included)
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TACHE STYLE WHEELCHAIR
METAL FRAME PICNIC TABLE
 

SCD-122A

May 7/21
N.T.S.
GZ/LL

OPENING AS NOTED 
FOR WHEELCHAIR 
PROVISION/ ONE SIDE ONLY

FRONT VIEW

3.2mm x 51mm X 51mm ANGLE
IRON WELDED TO PIPE LEGS

9.5mm X 51mm SUPPORTS

3.2mm X 51mm X 51mm ANGLE 
IRON WELDED TO LEGS

END VIEW

9.5mm X 38.1mm FLAT
IRON WELDED

38mm X 89mm-140mm BASE (SKID)

31.7mm I.D. PIPE

152R
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38

38.1
305

3048

305

13mm ROUNDED 
CORNERS (TYP.)

7.9mm x 38.1mm LAG BOLTS
/2 PER LEG

51mm x 85.7mm x 9.5mm 
PL WELDED TO FRAME

3 PCS 4.8mm x 25.4mm x 737mm 
STRAP FASTENED WITH No. 10 x 
38mm R.H. PAN HEAD SCREWS

9.5mm x 51mm SUPPORT

7.9mm x 12.7mm BOLT

3 PCS 4.8mm x 25.4mm x 216mm 
STRAP FASTENED WITH 3 
No. 10 x 38mm R. H. PAN HEAD 
SCREWS under each seat

FRONT VIEW

38mm x 89-140mm

75

75

75

± 500

NOTE:
ALL TABLE TOP AND SEAT BOARDS TO BE FASTENED TO ANGLE IRONS WITH 8mm CARRIAGE BOLTS, 
SECURED WITH WASHER AND NUT.

Parks, Waterways & Community Initiatives Division

REVISION: 4

Notes:
1. MATERIALS
a) WOOD SLATS:
- VERTICAL GRAIN CLEAR SITCA SPRUCE 
OR CLEAR CEDAR
- PAINTED FINISH: CEDAR
b) METAL LEG OPTIONS: GALVANIZED

2. MOUNTING
a) SOD: 1 DUCKBILL ANCHOR
b) GRANULAR/ASPHALT PAVEMENT: 2 
DUCKBILL ANCHORS
c) CONCRETE PAVEMENT: REMOVE TIMBER 
SKID, SURFACE MOUNT W/ 8 WEDGE 
ANCHORS C/W WASHER, MIN. 75 mm DEPTH. 
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TACHE STYLE METAL
FRAME PICNIC TABLE 
 

SCD-122

May 7/21
N.T.S.
GZ/LL

38.1

737

343

12.7 191

45
1

111

216

137 137

42
2

38

14089
25.5

72
4

45

305

38

305

2440

13mm ROUNDED 
CORNERS (TYP.)

7.9mm x 38.1mm LAG BOLTS
/2 PER LEG

51mm x 85.7mm x 9.5mm 
PL WELDED TO FRAME

3 PCS 4.8mm x 25.4mm x 737mm 
STRAP FASTENED WITH No. 10 x 
38mm R.H. PAN HEAD SCREWS

9.5mm x 51mm SUPPORT

7.9mm x 12.7mm BOLT

3 PCS 4.8mm x 25.4mm x 216mm 
STRAP FASTENED WITH 3 
No. 10 x 38mm R. H. PAN HEAD 
SCREWS under each seat

FRONT VIEW

3.2mm x 51mm X 51mm ANGLE
IRON WELDED TO PIPE LEGS

9.5mm X 51mm SUPPORTS

3.2mm X 51mm X 51mm ANGLE 
IRON WELDED TO LEGS

NOTE:
ALL TABLE TOP AND SEAT BOARDS TO BE FASTENED TO ANGLE IRONS WITH 8mm CARRIAGE BOLTS, 
SECURED WITH WASHER AND NUT.

END VIEW

9.5mm X 38.1mm FLAT
IRON WELDED

38mm X 89-140mm BASE (SKID)

31.7mm I.D. PIPE

38mm x 89-140mm

152R

75

75

75

75

Parks, Waterways & Community Initiatives Division

REVISION: 3

Notes:
1. MATERIALS
a) WOOD SLATS:
- VERTICAL GRAIN CLEAR SITCA SPRUCE 
OR CLEAR CEDAR
- PAINTED FINISH: CEDAR
b) METAL LEG OPTIONS: GALVANIZED

2. MOUNTING
a) SOD: 1 DUCKBILL ANCHOR
b) GRANULAR/ASPHALT PAVEMENT: 2 
DUCKBILL ANCHORS
c) CONCRETE PAVEMENT: REMOVE TIMBER 
SKID, SURFACE MOUNT W/ 8 WEDGE 
ANCHORS C/W WASHER, MIN. 75 mm DEPTH. 
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WASTE RECEPTACLE
SIDE OPENING METAL SLAT TYPE 
SURFACE MOUNT

SCD-119A

Jan 14, 2021
N.T.S.
GZ

WIRE BASKET

PLAN
TO TAKE PADLOCK

NOTE FOR GALVANIZED FINISH:

- METAL TO BE HOT DIPPED  
  GALVANIZED.
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METAL SLAT WR
BASE PLATE

51 mm I.D. S.T.D. PIPE

2 x ALLAN SCREWS
3mm x 19mm long (1/2" x 3/4")

13 mm (1/2") ANCHOR HOLE 
TYP.

13 mm (1/2") DRAINAGE HOLE

19

19
6 mm (1/4") THICK GALVANIZED 
BASE PLATE

WR BASE PLATE

ANCHOR WR TO 
CONCRETE PAVEMENT 
W/ EXPANSION BOLTS 
(NOT INCLUDED)

REVISION:          1

METAL SLAT WR:
Galvanized Finish:  Product # 52501064GLV

WIRE BASKET:
Galvanized Finish:  Product # 52501058GLV

Base course timber :
-  Base course timbers shall be pinned 
   with a minimum of two (2) 19mm dia. 
   by 500mm rebar at maximum 1200mm o.c.
-  All rows of timber above base course 
   shall be securely spiked with a minimum 
   of two (2 x12mm dia. by 250mm spikes at 
   maximum 1200mm o.c. 
-  Preservative must be applied to all end cuts.

Cap:
- shall be pre-drilled and screwed down using 1/4" structural screws
  treated for ACQ use and sized to suit. Screws to extend into timber 
  base at min. 75mm and to be countersunk into cap. Two parallel 
  screws every 600mm O.C. along length and at ends.  Only use 
  butt joints for straight sections of cap.  Min. length of  cap boards to 
  be 1200mm. Install longest lengths possible.
  Shall include continuous 25mm wide bead of construction
  adhesive along all bottom edges of cap.

Existing Subgrade

8mm Chamfer 
Top Edges Safety Surfacing Topsoil and Sod/Seed Repairs. Ensure positive 

drainage away from  play area - min. 1%, max. 
10% slope. (If sod is specified, use one full width 
of sod)

75
m

m

75mm Depth (min.) x 
300mm Width - 19mm 
down crushed granular 
base

Non-Woven Geotextile 
Fabric between 
subgrade and safety 
surfacing

Existing Grade

32

V
A

R
IE

S

19mm dia. x 500mm 
Rebar @ max. 
1200mm O.C. and at all 
joints.

Composite Cap.  (actual size of composite board 
must be equal or wider than board below) Joints to 
be lapped with Timber below. 

12mm dia. x 250mm Spikes @ max. 
1200mm O.C. 

12mm dia. x 250mm 
Spikes @ max. 
1200mm O.C. 

19mm dia. x 500mm 
Rebar @ max. 
1200mm O.C. and 
at all joints

140 x 140mm (6" x 6") S4S (smooth four sides) Pressure 
Treated Timber. Joints to be butt joints.  Joints in 
straight runs are to be lapped over timber below by a 
minimum of 600mm.

Continuous bead of construction adhesive along all 
bottom edges of cap.

max. 1200 o.c.

max. 1200 o.c.

600 mm
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Double Timber Edging with Cap SCD-651A

August 10, 2020
NTS
GZ

REVISION: 5

Note:
All end cuts to be treated
with appropriate above
ground (clear) or below
ground preservative
suitable for outdoor
applications. 
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Double Timber Edging with Cap
at accessible entrance

SCD-651C

August 10, 2020
NTS
GZ

Cap Notes:
Cap shall be pre-drilled and screwed down using 
1/4" structural screws designed for fastening 
composites to ACQ treated wood and sized to 
suit. Cap screws to extend into timber base min. 
75 mm and to be countersunk into cap.
Two parallel screws every 600 mm O.C. along 
length and at ends. Only use mitre joints for 
straight sections of cap.  Min. length of cap to be 
1200 mm. Install longest lengths possible. All end 
cuts to be treated with appropriate above ground 
(clear) or below ground preservative suitable for 
outdoor applications.
Shall include continuous 25mm wide bead of 
construction adhesive along all bottom edges of 
cap.

SECTION A

Feather top of safety 
surfacing to be flush w/ 
accessible entrance

Pavement to be flush w/
accessible entrance, 6 mm

tolderance, max.

Double tier timber edging w/
cap per SCD-651A typ

Finished grade, surface
varies, refer to Materials Plan

Single tier timber edging w/ 
cap at accessible entrance 
per SCD-651

Subgrade

Continuous bead of construction adhesive along
all bottom edges of cap.

SAFETY SURFACE

SECTION B

Double tier timber
edging w/ cap per

SCD-651A typ.

Pavement to be
flush w/ accessible

entrance, 6 mm
tolerance, max.

45° typ.
Subgrade

Mitered composite end 
caps per SCD-651A 
typ.

Sub-base and 
geotectile per 
SCD-651A

1500 mm min. (refer to Layout Plan)
Single tier timber edging w/ cap at

accessible entrance

Timber base course 
per SCD-651A

Max 5%

REVISION: 2

0.6-1% slope

Engineered Wood Fibre Safety
Surfacing

Play Area Edging

Drainage Layer

100mm Perforated PVC Pipe
c/w filter sock and end caps (or

Multi-Flow)

Filter Fabric

100mm PVC Pipe (or
Multi-Flow) to

Drain Towards Catch
Basin or Emitter

Drainage of site 
low
ground

high
ground

Slope excavated 
subsurface 
towards low end 
of site.

Tie-in Directly 
to C.B. or Drain 
to Lower Grade 
Area ending 
with an Emitter
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Engineered Wood Fibre
Safety Surfacing Drainage Diagram

SCD-650

January 12, 2012
NTS
SP
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PAINTED WOODEN SANDBOX
ON GRANULAR PAD

SCD-660

MAY 2019
NTS
IM

General Notes
1. Sub-Grade, Sub Base & 

Base Coarse Construction 
as per CW 3110

2. Topsoil & Seed as per 
CW3520 and CW 3540

3. Topsoil & Sod as per CW 
3510 and CW 3540

4. Volume of Sand 
Required: 3 CM

REVISION:

Ex. Sod

MIN. 1.0% -
MAX. 2%

TURF
REPAIRS

25mm (1") CRUSHED LIMESTONE
SURFACE, 6mm (1/4") DOWN

150 mm (6") CRUSHED LIMESTONE
SUB-BASE, 19mm (3/4") DOWN

NON-WOVEN GEOTEXTILE FABRIC TO 
BE PLACED BETWEEN SUBGRADE AND 
GRANULAR BASE as per CW 3130-latest 
revision 

SANDBOX CORNER SEAT600mm min.

(12")

300
m

m

(7")

175
m

m

PLAYSAND 
(TOTAL VOLUME 3 CM)

OR AS SPECIFIED  
ON DRAWINGS

50
m

m
 (2

")

WOODEN STAKES (x 4) PLACED AT 
EACH CORNER, SECURED FROM 
INSIDE OF SANDBOX

COMPACTED SUB GRADE

SANDBOX (REFER TO SCD-660A)

SANDBOX

PLAYSAND

(12")
300m

m
(7")

175m
m

3:1 MIN. SLOPE

200mm (8")

50
m

m
 (2

")

1

2

COMPACTED 
GRAVEL OR 
SURFACING AS 
PER DRAWINGS

600mm min. CORNER SEAT

EXTENT OF 
COMPACTED 
GRANULAR 
BASE

200mm

SECTION 1

SECTION 2
PLAN VIEW - REFER TO SCD 660A

1
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SIMPLE PARK PATH
CRUSHED LIMESTONE

SCD-645

January 12, 2012
NTS
SP

1800 mm (6'-0") MIN.

OR AS SPECIFIED ON DRAWINGS

150 mm (6") CRUSHED LIMESTONE
BASE COARSE, 20 mm (3/4") DOWN

25.4 mm (1") CRUSHED LIMESTONE 
SURFACE, 6 mm (1/4") DOWN

EX. SOD EX. SOD

75mm 75mmMIN 1% - MAX 2%

COMPACTED SUB GRADE

(3")(3")

NON-WOVEN GEOTEXTILE FABRIC TO BE 
PLACED BETWEEN SUBGRADE AND GRANULAR 
BASE as per CW 3130-latest revision TURF REPAIRS

(AS SPECIFIED)

REVISION: 1

Min. 300

EQEQ

"Goldline" High Density 
Polyethylene (HDPE) perforated 
pipe (or approved substitute) c/w 
end caps and connectors. Pipe 
size as per Drawings

Slope bottom of trench 
min. 0.5%

2. PERFORATED DRAINAGE PIPE W/ FILTER CLOTH  - SOD CAP

19 mm clean stone 
backfill, lightly compacted

Subgrade

6 mm down crushed limestone

Surface varies, refer to 
Drawings

VA
R

IE
S

10
0 

m
in

.

Topsoil and sod/seed as 
per Drawings

 

 

 

 

 

 

3. PERFORATED DRAINAGE PIPE W/ FILTER CLOTH - 
COMPACTED GRANULAR CAP

Min. 300

EQEQ

VA
R

IE
S

10
0 

m
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.

35

Non-woven geotextile. 
See Inset 4. Fabric Overlay
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Perforated Pipe w/ Filter Cloth 
Drainage System

SCD-661

February 4, 2019
NTS
IM/LL

REVISION:

NOTES:
1. Dimensions are in millimeters unless otherwise noted.
2. Drainage pipe connection to catch basin shall be as per City of Winnipg Standard 
Specification CW 3120.3.5.

Overlap fabric full 
width of trench @ top 
of trench typ.

4. FABRIC OVERLAY

Safety surfacing

Safety surfacing drainage layer per
Manufacturer's written specifications

Additional granular
drainage stone, as required

100 mm dia. "Goldline" High Density Polyethylene
(HDPE) perforated pipe (or approved substitute) c/w

end caps and connectors

19 mm clean stone backfill

Non-woven geotextile, refer
to inset 4. Fabric Overlay

0.5% (min.) trench slope
in direction of drainage

Min. 300
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0 

m
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.

1. PERFORATED DRAINAGE PIPE W/ FILTER CLOTH IN SAFETY SURFACING

EQEQ

Subgrade

20
0

m
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LSI Loop Bike Rack - colour Denim
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SITE FURNITURE LAYOUT
Scale: 1:100
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Layout of Tables to
Follow Radius of Pad

Bike Rack

1.5

1.2

SCD-136A

Review Layout of Site Furniture
With Contract Administrator Prior
To Installation

1.5
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